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Duick and Lomplete!

CADDY® CABLE / CONDUIT FASTENING APPLICATIONS

Condauit Clips

Features
¢ Spring steel M Clips have
finger closure

® Spring steel P Clips have
push-in installation

¢ Helps to guide alignment with
electrical box knockouts.

e 9/32" plain hole or 1/4”-20

Fig. #1

thread impression options for
mounting and field assembly
to structure fasteners

Patent Number: 5,533,696

Flange-Mount
Conduit Clip

Push-In

Features

e Requires only a hammer to install

¢ Available for 1/2” thru 1” EMT,
rigid, IMT and aluminum conduit

¢ Available with conduit clip bottom

Fig. #1

mounted or side mounted
¢ Will pivot thru 360°

- Part | |Conduit Size Mounting | [ otndand
Nonber Fig. #| — (in) (in) ~ |Packaging
= = | Quantity
For 14-2 thru
12-3 MCU/AC
6M* 1 and 3/8 9/32 Plain 100
Flexible
Conduit
812M* 1 1/2 to 3/4 9/32 Plain 100
16M* 1 1 9/32 Plain 100
20M* 1 11/4 9/32 Plain 100
24M° 1 112 9/32 Plain 100
32M” 1 2 9/32 Plain 100
812M4I1" 1 1/2 to 3/4 | 1/4-20 Thread Impression 100
For 14-2 thru
12-3 MCU/AC
6M4l 1 and 3/8 1/4-20 Thread Impression 100
Flexible
Conduit
16M4l* 1 1 1/4-20 Thread Impression 100
20M41 1 11/4 1/4-20 Thread Impression 100
24M41 1 1172 1/4-20 Thread Impression 100
32M41 1 2 1/4-20 Thread Impression 100
8P! 2 12 9/32 Plain 100
12P* 2 3/4 9/32 Plain 100
16P* 2 1 9/32 Plain 100
8P4I" 2 1/2 1/4-20 Thread Impression 100
12P41" 2 3/4 1/4-20 Thread Impression 100
16P41* 2 1 1/4-20 Thread Impression 100

~ Part | Fig. CooTa e o Standang
Niunher L # Description Packagmg
8P24" 1 [1/2"” conduit to 1/8” to 1/4” flanges 100
8P58" 1 |1/2" conduit to 5/16” to 1/2” flanges 100
8P912* 1 [1/2" conduit to 9/16” to 3/4” flanges 100
12P24" 1 |3/4” conduit to 1/8” to 1/4" flanges 100
12P58" 1 [3/4" conduit to 5/16” to 1/2” flanges 100
12P912" 1 |3/4" conduit to 9/16” to 3/4" flanges 100
16P24" 1 |1"” conduit to 1/8” to 1/4” flanges 100
16P58" 1 [1” conduit to 5/16” to 1/2" flanges 100
16P912" 1 |1” conduit to 9/16” to 3/4" flanges 50
8P24SM* 2 |1/2" conduit to 1/8” to 1/4" flanges 100
8P58SM* 2 |1/2" conduit to 5/16" to 1/2" flanges 100
8P912SM* 2 [1/2" conduit to 9/16” to 3/4" flanges 100
12P24SM* 2 |[3/4” conduit to 1/8"” to 1/4" flanges 100
12P58SM* 2 [3/4" conduit to 5/16" to 1/2"” flanges 100
12P9125SM* 2 |3/4" conduit to 9/16" to 3/4" flanges 100
16P24SM* 2 |1” conduit to 1/8" to 1/4" flanges 100
16P58SM* 2 [1” conduit to 5/16” to 1/2" flanges 100
16P912SM' | 2 |1” conduit to 9/16" to 3/4" flanges 50

“Load Limit: 25 lbs (ultimate load)

*Load Limit: 15 lbs (ultimate load)

Indicated loads are
ultimate and should
not be combined

Notes: When using rigid
conduit on P series, use next
size larger clip (1/2" Rigid use
12P). ‘SM’ suffix designates
‘Sidemount’ application

*M Series 100 lbs. Vertical ¢ 25 Ibs. Horizontal (static load)
P Series 25 Ibs. Vertical ® 15 Ibs. Horizontal (ultimate load)
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CADDY® CABLE / CONDUIT FASTENING APPLICATIONS

Flange-Mount
Conduit Clip

Snap Close
Features

¢ Available with conduit clip bottom
mounted or side mounted

* Available for 1/2” thru 1” EMT, rigid

and aluminum conduit Fig. #1
e Requires only a hammer to install
e Will pivot thru 360°

Fig. #2
! Standard
e | e R
= & 3/8" MUAC cable to 1/8” to 1/4” flanges 100
6M24SM* 5 [3/8" MUAC cable to 1/8" to 1/4" 100 3/8" MCUAC cable to 5/16” to 1/2" flanges 100
flanges (Sidemount) 3/8" MUAC cable to 9/16” to 3/4" flanges 100
owseow | 2 % MOACoRe wSTE O TR | oy | faawar | 1 |1 o e HommeronPecipfor | 1
oz | 2 |3 MORCB ST | oo | lavse | 1 g2 o RenmrOn e oo |
Sl (S el NN e IR e o
812M58SM* 2 2:%;&%?;;;2%; to 5/16” to 1/2" 100 16M24" :(: 1I-}aflnmer-On Pipe Clip for Flanges 1/8" 100
812M9125M" | 2 ;{gng"; ?g‘}dec;gﬂ‘r“'tt) 10 9/16" 10 3/4" | 4190 | [16Ms58" 1 Hammer.On Pipe Clp for Flanges 00
o | 2 [Ggontun 0 V09 T w0 | ioworz | 1 b on e forFlnass | o
16M585M! 2 (1;;;::‘%‘::::)0 5/16" to 1/2" flanges 100 20M24° 1;1{’ ;’ol-ga/n)'mer-On Pipe Clip for Flanges 100
16M912SM* 2 Zé;cic::i?):ir:tgo 9/16" to 3/4" flanges 100 20M58° ;;:élf’"tglir/r;Ter—On Pipe Clip for Flanges 100
20M24SM* 2 (%;nfgsg;it to 1/8" to 1/4" flanges| 4 20M912* ;;;Ig""tl;iaBr}rATer-On Pipe Clip for Flanges 50
s | 2 |\ SOBTSSITOTE | o0 | pawar | 1|12 Hepreron e Gp oo |
24M245M' 2 (151@;":23:;“ to 1/8" to 1/4” flanges| 24M912* ;;:Z"’tggrzrper-On Pipe Clip for Flanges =
24M585M* 5 gll/rf;ecso(r;(iidu;':ntgusn/:)6" to 172" 50 39M24° f(’)’ :-}ZTmer-On Pipe Clip for Flanges 1/8" 50
24M912SM? 2 :IL/f;ezo(r;?du;;tguz:)G" to 3/4" 50 32M58° é;’1 giar{:)n;%-"()n Pipe Clip for Flanges 50
svassw | 2 [ congutlo Ve VT anges [ 5o | [sawona | 1[5 Rermeron e lpforFlanges |
32M58SM* 5 (Zsz;dcg:gﬂ:tt)o 5/16" to 1/2" flanges 50
32M9125M* P (ZS"idcgrrrwlztlxjirEtt)o 9/16” to 3/4" flanges 50

“Load Limit: 75 Ibs (static)
fLoad Limit: 25 Ibs (static)

5

uoIisuadsn




N o ¥/ 2  Ouick and Complete!

CADDY® CABLE / CONDUIT FASTENING APPLICATIONS

Conduit Hangers

From Flange, Wire or
Plain Rod

Features

e Supports conduit (EMT, Rigid,
ENT, IMT, MC/AC and Aluminum)
to rods* or flanges

e Can also be used for: flexible
metallic tubing, armored cable, portable cables,
control tubes, communications cable, etc

Suspension

Fig. #1

Fig. #2

The original “Bat

Wings” in 1959 ¢ No installation tools required
» Standard || CONDUIT | #10 & #12 | #8 & #9 (3/16” & 1/4"| 1/8"-1/4"| 5/16"-3/8"|7/16"-1/2"
'N:r:rl:er Fig. # Description Packaging SIZE WIRE | WIRE ROD* | FLANGE | FLANGE | FLANGE
2 Quantity || 12" EMT K8 K8 K8 K8 K12 K12
KX 1_|Conduit hanger MC/AC or BX to #8wire | 100 || /2" RIGID[ K8 [ K12 | Ki2 [ Ki2 | K12 | K16
Conduit hanger 1/2"EMT to 1/4” and 3/4" EMT K12 K12 K12 K12 K16 K16
K8 2 smaller rods %r flanges 100 3/4" RIGID| K12 K12 K16 K16 K20** | K20**
. 2 - 17 EMT — K16 K16 K16 | K20** | K20**
K12 2 Conduit hanger 3/4” EMT to 1/4" and 100 17 RIGID — — — K20** | K20** | K20**
smalc:er r:‘)ds or flanges T1/4"EMIT — K20 K20 K20 — —
Conduit hanger 1” EMT to 1/4" and : . P
K16 2 amallar rods%r flanges 100 **K Series packaged 100 per box. KX - No load rating - positioning only
Conduit hanger 1-1/4" EMT to 1/4" and
K20 ¢ smaller rods or flanges 10

Notes: May require dedicated drop wire/rod and EC311 - Consult

local authority - WIRE SIZES Standard Packing
For horizontal application only when using plain rods. = - NCA—BLE SIZF 7 #2 #10, #97#8 . Quantity
14-2 (.433-.475 0.D.) KX KX 100
14-3 (.453-.500 O.D.) KX KX 100
12-2(.467-.510 0.D.) KX KX 100
12-3 (.489-.535 0.D.) KX K8 100

Static Load Static Load Static Load
25 lbs. 100 Ibs. 50 lbs.

Hanger Wire
see page 317

ERICO

216 1-888-671-8665 sales@sdisupplies.com
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CADDY® CABLE / CONDUIT FASTENING APPLICATIONS

Multi-Function Clip

From Drop Wire, Plain

Threaded Rod, or

Flange

Features

e Attaches to #12 wire thru 3/8”
rod

e Fits 1/8"” to 3/8" flanges

e Provides attachment of conduit
Ultimate Load: 25 Ibs. and boxes

Cable/Conduit From
Drop Wire Support

Features

* Supports cable and conduit
without bending drop wire

e Faster installation than
traditional methods

Fig. #1 Fig. #1

uoIisuadsn

z S Standard] ° Supports #10-24 and 1/4-20
N:r:nber FI#Q; Description - Packaging| threaded bridle rings
r - Quantity | ® Supports 4” or 4-11/16"
Flexible cable support from #8-#12 drop electrical box
PCS1 1 |wire for MCAC 14-2 through 12-3 with 100
ground up to .600 O.D. Wi .
Conduit/cable support from #8-#12 drop '-'/N:;r;er Fig. # ~ Description ' Wire/g:)d o
e 4 ot e andans N MEAC el | 1000 (| o5 1_[Multi-function clip #12 wire - 1/4"
Multi-function clip with 1/4-20 . "
Notes: NEC 300.11 requires dedicated drop wire/rod and EC311 4245 2 stud and hex nu'cp #12 wire - 1/4
4734812M 3 |Multi-plus 1/2” or 3/4" conduit #12 wire - 1/4"
47Z3416M 3 |Multi-plus 1” conduit #12 wire - 1/4"
47348P" 4 |Multi-plus 1/2” EMT conduit #12 wire - 1/4"
4723412P" 4 |Multi-plus 3/4” EMT conduit #12 wire - 1/4"
4Z3416P" 4  [Multi-plus 1” EMT conduit #12 wire - 1/4"
6234 1 [Multi-function clip 3/8" rod
624S 2 |Multi-function clip 3/8" rod
6Z34812M 3 |Multi-plus 1/2” or 3/4” conduit 3/8" rod
6Z23416M 3 |Multi-plus 1” conduit 3/8" rod
6Z348P* 4  |Multi-plus 1/2” EMT conduit 3/8" rod
6Z3412P" 4 |Multi-plus 3/4"” EMT conduit 3/8" rod
6Z3416P" 4 |Multi-plus 1” EMT conduit 3/8" rod

When using rigid conduit on P-Series, use next size larger clip
(1/2" Rigid use 12P)

Standard Packaging Quantity: 100
Notes: NEC 300.11 requires dedicated drop wire/rod and EC311

When using rigid conduit on P series, use next size larger clip
(1/2" Rigid use 12P)

4Z series designates 1/8"”-3/8" Flange Size
6Z series designates 3/8"-7/16" Flange Size

Fig. #2 Fig. #3 Fig. #4

ERICO

1-888-671-8665 sales@sdisupplies.com 217
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CADDY® CABLE / CONDUIT

Conduit Clamps
with Bolts

Features

¢ Retained bolt and built-in nut means
there are less parts to handle or
drop. Bright zinc finish

e Combo Head bolt ready to work
with any tool handy - Slotted, Hex,
#3 Phillips and #2 Robertson

e Mounting hole size CDO thru
CD3 for 1/4" bolt. CD4 thru CD9
for 5/16" bolt. Available in 3/8”
mounting hole for 1/2" - 2" pipe. To
order add suffix 37 (i.e. CD2B37)

e Can be used in locations where EMT
or rigid conduit is used

e Accommodates 1/2” thru 4"

conduit
Part | Conduit Size - Rigid | Conduit Size - EMT ,f:i‘;‘:;;‘;
Number (in) (in) Quantity
CDOB* 1/2 1/2 100
CD1B* 3/4 3/4 100
CcD2B* 1 1 100
CD2.5B* - 11/4 100
CD3B* 11/4 1172 100
CD4B* 1172 - 50
CD5B* 2 2 50
CD6B 2172 21/2 25
CD7B 3 3 25
CD8B 312 31/2 10
CD9B 4 4 10

*Manufactured with retained bolt and built-in nut

Notes: Also available in stainless steel 302. Contact ERICO for price
and delivery. To order add suffix SS (ie. CD2B-SS). Stainless do not
have nutless feature

CDOB through CD5B are UL & cUL Listed and meet or exceed UL Test
Requirements

See Beam/Purlin chapter for Assemblies (BC200 Series)

ERICO

FASTENING APPLICATIONS

Conduit to Conduit

Features
e Available for conduit 1/2” to 1"
EMT and 1/2" to 3/4” Rigid

e |deal as spacer between same or
different size conduit

¢ No tools required for installation

¢ Top conduit to be used for
support only, not a raceway

Ultimate Load: 25 lbs r
= . .. c:.. | Standard
HN:::;er Description Cond(;xr:; e Packag?ng
: Quantity
8P8P 1/2" Conduit to 1/2” conduit 1210 1/2 100
8P12P 1/2" Conduit to 3/4” conduit 1/2 to 3/4 100
8P16P 1/2" Conduit to 1” conduit 12101 50
12P12P [3/4”-3/4" Conduit to conduit 3/4 to 3/4 100
12P16P [3/4”-1" Conduit to conduit 3/4to 1 100
16P16P [1” Conduit to 1” conduit 1to1 50

Notes: When using rigid conduit on P series, use next size larger
clip (1/2"” Rigid use 12P).

Lightweight Trapeze

Features

¢ Fast, easy assembly for lightweight
loads up to 100 Ibs

e Use with 3/8” MC/AC to 2" conduit

¢ No screws or bolts required

Part | -

Number Pescartion

166M 14-2 thru 12-3 MC/AC to 1” Conduit 100 100
16812M [1/2"” or 3/4" Conduit to 1” Conduit 100 100
1616M [1” Conduit to 1” Conduit 100 100
1620M [11/4" Conduit to 1” Conduit 100 50
1624M |11/2" Conduit to 1” Conduit 100 50
1632M [2” Conduit to 1” Conduit 100 50

Notes: Total load of trapeze must not exceed 100 Ibs.
&— BC

& — Scrap 1”
Conduit

1-888-671-8665 sales@sdisupplies.com



= I N/ T Quick and Complete!

SERVICE DEPENDAB/ILITY INTEGRI/TY

5

CADDY® CABLE / CONDUIT FASTENING APPLICATIONS

One-Piece Strut

Clamp Universal One-Piece
SCH Series Strut Clamp
Features

- SK Series

Features

* One-piece installation — no screws
or bolts to drop

¢ Installs quickly and easily. Requires
only a screwdriver or nut driver for

e One-piece construction

uoIisuadsn

installation * Retained bolt and built-in nut =
* Heavy-duty construction with a prevents c!roppmg of Io_os.e parts Fig. #1
bright zinc finish ® One size fits EMT and Rigid

¢ Size 3/8" MC/AC to 4” EMT conduit

e All sizes available with load
distribution plate attached to

¢ |nstalls with screwdriver, standard
wrench or nut driver

e Break in half and install

screw ¢ Bright zinc finish
e Surface finish: electro zinc plated e Works with standard 1 5/8"” Strut
- - Static | Standard EMT | Standard
oot IFig. # E(:‘:}' “(‘i?")dr C"":::)OD Load | Packaging | | oot |Fig.#| Rigid | Packaging
(lbs) | Quantity | = | (in) | Quantity :
SCHS8 1 12 R R 200 100 Mild Steel - Static Load 200 Ibs Fig. #2
SCH12 1 3/4 12 - 200 100 SK125I 1 3/4 100
SCH16 1 1 3/4 - 200 100 SK165I 1 1 100
SCH20 1 [11/4 1 ) 200 100 SK205I 1 11/4 100
SCH6B 2 3/8 : 0.100-0.630 | 200 100 SK245| 1 1172 50
SCH8B 2 12 . 0.340-0.710 [ 200 100 SK325I 1 2 50
SCH12B | 2 3/4 1/2_| 0.570-0.920 | 200 100 SK85I 1 12 100
SCH16B | 2 1 3/4 | 0.720-1.160 | 200 100 Mild Steel - Static Load 350 Ibs
SCH20B | 2 [ 11/4 1 1.000- 1.510 | 200 100 SK405I 2 2172 50
SCH24B | 2 [ 112 [ 11/4 | 1.250-1.750 | 350 50 SK485I 2 3 50
SCH32B | 2 2 11/2 [ 1.740-2.200 | 350 50 SK565I 2 3172 25
SCH40B [ 3 ) 2 2.000 - 2.380 [ 350 25 SK645I 2 4 25
SCH48B | 3 [ 212 | 21/2 | 2.380-2.880 | 350 25 Aluminum - Static Load 150 Ibs
SCH56B | 3 3 3 2.720-3.500 | 350 25 SK12ALA* | 1 3/4 100
SCH64B | 3 | 31/2 [ 31/2 | 3.250-4.000 | 350 10 SK16ALA" | 1 1 100
SCH72B | 3 4 4 3.850 - 4.500 | 350 10 SK20ALA* | 1 11/4 100
SK24ALA" [ 1 1172 50
o SK32ALA" | 1 2 50
SK8ALA® 1 112 100
Aluminum - Static Load 200 Ibs
SK40ALA* [ 2 212 50
SK48ALA* | 2 3 50
SK56ALA* [ 2 3172 25
SK64ALA" | 2 4 25

Fig. #1 Fig. #3 *Aluminum SKs do not have a thread impression. An aluminum
; g . nut and bolt are provided. Order with no “A” on end for
standard steel bolt and nut.
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CADDY® CABLE / CONDUIT FASTENING APPLICATIONS

Snap-In Support

MC/AC Cable Flexible
Conduit

Features

e Manufactured with stabilizer
legs for virtually “wobble-free”
support

Fig. #1 Fig. #2 Fig. #3 Fig. #4
o stener for i -
ope e for ez 0 o @)us e
¢ Snaps into place on metal stud and beam
flange up to 1/8” thick. No tools required for installation
* MAQC2 snaps in half to accommodate single run of cable
effectively making two clips from one
* Pre-punched holes in clip allow it to be screwed to wood
stud, concrete or block
* Delivers compliance for: NEC® Article 300.4(d) allowing
cable to be positioned a minimum of 11/4” from face of
stud. CEC Rule 12-618 for support of MC/AC cable Fig. #5 Fig. #6 Fig. #7

e Factory riveted assemblies are available for installation on

flange, purlin, acoustical tee, drop wire, concrete, block or
wood and metal stud

Pt Standard
Niibor Fig. #| Description Packaging
Quantity
Runs of MC/AC: 1to 4
[MAC2T [ 1 T1to4runs for metal stud [ 100
Runs of MC/AC: 1to 2 :
MAC2 2 ]I‘\I/laer;(gleor wood stud and up to 1/8” 100
MAC2ATA 3 |Acoustical Tee 100 fig s Fig. #9 Fig-#10
MAC2BC 4 |1/8" thru 1/2" flange 100
MAC224SM 5 [1/8" thru 1/4" flange 100
MAC2585M 5 |5/16" thru 1/2" flange 100
MAC2912SM| 5 |1/16"” thru 3/4" flange 100
MAC2VF14 6 1/16" thru 1/4" C purlin or vertical 100
flange
MAC2123 7 __|Z Purlin 100
MAC2A0 8 |Offset bracket 100
1/8" thru 1/4" flange - bottom
MAC224 2 mount rotates 360° 100
5/16" thru 1/2" flange - bottom
MAC258 9 mount rotates 360° 100 Fig, #11
1/2" thru 3/4" flange - bottom
MAC2912 2 mount rotates 360° 100
#12 thru 1/4" wire, plain or threaded
MAC24z34 | 10 |04 & 1/8" thru 3/8" flange 109
3/8" plain or threaded rod and 3/8"
MAC26Z34 10 thru 9/16” flange 100
MAC2FB 11_|Through metal stud 100 A e

=
¥, — S
 —————
B

Notes: Assemblies allow for support from most main
and substructures.

ey

BX (AC90) Armoured Cable
see page 372

ERICO

1-888-671-8665 sales@sdisupplies.com



SERVICE « DEPENDABILITY ~INTEGRITY

Duick and Lomplete!

CADDY® CABLE / CONDUIT FASTENING APPLICATIONS

Assemblies allow support from most
main and substructures

Non-Metallic

Sheathed Cable Clip

RMX SERIES

Feature

e Supports non-metallic cable
e When used in combination

S

with other CADDY® Fasteners,

Fig. #2 Fig. #3 Fig. #4

Fig. #5 Fig. #6 Fig. #7

Fig. #8 Fig. #9 Fig. #10

RMX can be installed on main Fig. #1
or substructures, drop wire and
acoustical tee
. Standard
ler?\r;er ﬁ#g Cable Size Description Packaging
Quantity
14-2 and 12-2  |Clip for Non-Metallic
RMX 1 w/ Ground Wire |Sheathed Cable 100
14-2 and 12-2  |Non-Metallic Sheathed Cable
RMXDH2 | 2 w/ Ground Wire |to Deck 100
14-2 and 12-2  |Non-Metallic Sheathed Cable
RNIXAR 3 w/ Ground Wire [to Angle Bracket 190
14-2 and 12-2  |Non-Metallic Sheathed Cable
RMXAQ 4 w/ Ground Wire |to Offset Bracket 109
Non-Metallic Sheathed
RMXVF14 | 5 | 14-2and12:2 o 0 e pirin 116" to 100
w/ Ground Wire gt
1/4" Thick
Non-Metallic Sheathed
RMxaFia| 6 | 192and 122 Heabie to 7 purdin 116" 100
to 1/4" Thick
14-2 and 12-2  |Non-Metallic Sheathed Cable
ARG / w/ Ground Wire [to Beam thru 1/2 Flange 160
Non-Metallic Sheathed Cable
14-2 and 12-2  [to #12 Wire thru 1/4” Plain
RMX4Z34 | 8 w/ Ground Wire [Rod or Beam 1/8” thru 3/8" 100
Flange
Non-Metallic Sheathed Cable
RMXez34 | g | 1%23nd 122 3 piain or Threaded Rod | 100
3/8" thru 7/16" Flange
14-2 and 12-2  |Non-Metallic Sheathed Cable
RMXATS | 9 w/ Ground Wire |to Acoustical “Tee -Bar” 100
. 4R i 14-2 and 12-2 with Ground
RMx24 | 10 | V8" Thick lyire; Non-Metallic Sheathed | 100
9 Cable to Beam
. e 14-2 and 12-2 with Ground
RMxsg [ 10 /1671 rf eTh“k Wire; Non-Metallic Sheathed | 100
9 Cable to Beam
o T 14-2 and 12-2 with Ground
RMX912 | 10 | ¥/167:3/4" Thick \\yire-'Non-Metallic Sheathed | 100
Flange
Cable to Beam

Notes: Not for use in Canada on NMC wire or power
application; Assemblies allow support from most main
and substructures

5
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CADDY® CABLE / CONDUIT FASTENING APPLICATIONS

Support Bracket for
MC/AC Cable MCS
Series

Features

* Neatly isolates, supports and
secures MC/AC cables

* Properly spaces MC/AC cable to ] Fig. #2 Fig. #3 Fig. #4
help eliminate bundling and Fig. #1
NEC® & CEC derating issues

® Results in a “neat and workmanlike”
installation
C@US LISTED

* Reduces inventory
* Holds up to eight MC/AC cables

Suspension

£ . Standard
N::ger F;?' Description Packaging
: Quantity
Pre-Riveted Factory Assemblies for MCS50
MCS50° 1_[MCAC cable support spacer for up to 4 runs 50
MCS5024 2 |To beams 1/8"-1/4" flange thickness (Hammer-On) 25 Fig. #5 Fig. #6 Fig. #7
MCS504Z 3 |To #12 wire thru 1/4" plain or threaded rod 25
MCS5058 2 [To beams 5/16"-1/2" flange thickness (Hammer-On) 25
MCS506Z 3 |To 3/8" plain or threaded rod 25
MCS50912 2 |To beams 9/16”-3/4" flange thickness (Hammer-On) 25
MCS50AF14 4 |ZPurlin 25
MCS50BC 5 |To beams thru 1/2” flange thickness (Screw-On) 25
MCS50BC200 | 6 |To beams 1/8”-5/8" flange thickness (Screw-On) 25
MCS50VF14 7 _|CPurlin or Open Bar Joist 25
Pre-Riveted Factory Assemblies for MCS100
MCS100° 8 |Support bracket #12/14 AC up to 8 cables 50
MCS10024 2 |To beams 1/8”-1/4" flange thickness (Hammer-On) 25
MC51004Z 3 |To #12 wire thru 1/4"plain or threaded rod 25
MCS10058 2 |To beams 5/16”-1/2" flange thickness (Hammer-On) 25
MCS1006Z 3 |To 3/8"” plain or threaded rod 25 Fig. #8 Fig. #9
MCS100912 2 [To beams 9/16"-3/4" flange thickness (Hammer-On) 25
MCS100AF14 | 4 |ZPurlin 25
MCS100BC 5 |To beams thru 1/2” flange thickness (Screw-On) 25
MCS100BC200{ 6 |To beams 1/8"-5/8" flange thickness (Screw-On) 25
MCS100VF14 | 7 |CPurlin or Open Bar Joist 25
Pre-Riveted Factory Assemblies for MC5101
MCS101! 9 [MUAC cablet support spacer for up to 7 runs 50
MCS10124 2 |To beams 1/8"-1/4" flange thickness (Hammer-On) 25
MCS1014Z 3 [To #12 wire thru 1/4” plain or threaded rod 25
MCS10158 2 [To beams 5/16"-1/2" flange thickness (Hammer-On) 25
MCS1016Z 3 |To 3/8" plain or threaded rod 25
MCS101912 2 |To beams 9/16"-3/4" flange thickness (Hammer-On) 25
MCS101AF14 | 4 |ZPurlin 25
MCS101BC 5 |To beams thru 1/2” flange thickness (Screw-On) 25
MCS101BC200| 6 |To beams 1/8"-5/8" flange thickness (Screw-On) 25
MCS101VF14 | 7 |CPurlin or Open Bar Joist 25

*Nominal outside diameters from .430 thru .560. 14-3, 14-4,
12-2, 12-4 and 10-2 MC/AC Cable

*Nominal outside diameters from .560 thru .690. Standard MC
sizes: 10/3, 10/4, *8/2, *8/3. Super Neutral Cable: 12/3, 12/4 and
*10/2. Isolated Ground: 12/3, 12/4, 10/2, 10/3, 10/4 and 8/2.

ERICO
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CADDY® CABLE / CONDUIT FASTENING APPLICATIONS

Multiple Conduit
Mounting Plate

SBT18

Features

e Single point structure attachment
and easy “snap-in” field assembly of

uoIisuadsn

s S up to three conduit clips -
¢ No tools necessary for installation
of clips
* Helps eliminate conduit bends for 1/2” and 3/4"
sizes

¢ Available in a variety of riveted assemblies

e Helps eliminate multiple beam clamps or strut
assemblies

¢ Helps guide alignment with standard 1/2”
electrical box knockouts and mounting holes

Fig. #4 Fig. #5 Load

: Standard
Fart Fig. # Description Rating Packaging
Number Per Tab Quantity
(Ibs)
Multi-Run, Conduit Hanger
SBT18 1 Plate 50 50
Hammer-on; underside
SBT1824 2 1/8"-1/4" flange 25 50
Hammer-on; underside
SBT1858 2 5/16”-1/2" flange 25 50
Hammer-on; underside
SBT18912 2 |o/16"-3/4" fiange 25 50
Hammer-on; side mount
SBT18245M 3 1/8"-1/4" flange 50 50
Flg. #6 Hammer-on; side mount
SBT18585M 3 5/16”-1/2" flange 50 50
Hammer-on; side mount
SBT18912SM| 3 9/16"-3/4" flange 50 50
Multi-function clip #12 wire
SBT184Z34 4 thru 1/4” plain rod 15 50
Multi-function clip 3/8”
SBT186Z34 4 plain or threaded rod 15 20
Beam clamp thru 1/2”
SBT18BC 5 flange 25 50
Beam clamp 1/8” to 5/8”
SBT18BC200 6 flanges 33 50

EMT Conduit (10’ Iengths)
see page 369

ERICO
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Combination Box/
Conduit Hangers
From Drop Wire/
Rod And Beam
B18 Series

Features

¢ One riveted assembly

¢ No conduit bends (beam application)
* 66% less Drop Wires (rod/wire application)
¢ Delivers with NEC® & CEC compliance

Suspension

Fig. #2 Fig. #3

Fig. #5 Fig. #6

ERICO
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CADDY® CABLE / CONDUIT FASTENING APPLICATIONS

Fig. #4

BT | | e e |5
T e s | 2
saugrs_| 3 OVt e 43 cnat
Ll R e it B
16MB18 4 mguvr;itrse“t"hiﬂ. 1ljo§i;\évith 1" conduit from 25
16MB186 4 mil;rr\;:g;;qrézoxes with 1" conduit to 3/8” plain 2
I K A e
6MB186 4 x%:?ézgggcabzoxes with MC, AC cable 3/8” plain 2%
812MB18A | 5 l/th"hché:éi; fgg%}(i)tu;r)]lfin center hole for screw 25
et |
e e |
savarss | 6 ot ot 7 S db o |
812MB1824 | 7 1\(/')0132},5&: ﬁ'/b'??ﬁsnglth 12" &3/4" conduit 5
sveres | 7 [WOGt ey A |
16MB1824 7 m?ﬁq}ts :‘.’f’lz(rq{qk;oxes with 1" conduit to 1/8” 25
16MB1858 | 7 mg:jlr;gf’f'ksi%t;oxes with 1” conduit to 5/16" 55
6MB1824 7 mﬁ:?;sf'f'[;%bl;oxes with MC, AC cable 1/8” 25
6MB1858 7 mtr):r;';;:l;lzzat;oxes with MC, AC cable 5/16" -

Notes: NEC 300.11 requires dedicated drop wire/rod
and EC311. For single and multiple runs of conduit.
cUL®us Listed Box and Conduit Support

Add “CO" at the end of the part number, for factory
riveted assembly for multiple conduit clips. Includes
mounting plate and center conduit clips pre-riveted
(additional conduit clips ordered separately).

1-888-671-8665 sales@sdisupplies.com
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CADDY® CABLE / CONDUIT FASTENING APPLICATIONS

MC/AC Cable To
Metal Stud

Features
e Easily attaches MC or AC to
metal stud

¢ No tools required for
installation

® Provides fast installation

Part - Standqrd
Nutibir Cable Size Packaging
Quantity
12-2 (.467-.510 O.D.)
12-3 (.489-.535 0.D.)
449|442 (433-a750D)| 190
14-3 (.453-.500 O.D.)

Flexible Conduit
and Cable Hanger

Features

e Bundle runs* of MC or AC. (*Refer
to local authorities and NEC® Article
310 for derating ampacity when
flexible power cables are used)

¢ Can be used with 4H series flange
clips, DH2 / TDH deck clips, AO or AB
nail brackets, VF14 vertical flange,
AF14/122/123 Z purlin

Ultimate | Standard
Part = Runs of -
Description Load | Packaging
Number MC/AC (Ibs) Quantity
WMX3 (Cj_able hanger - 1 1/8" 3 50 100
lameter
WMX6 g_able hanger - 1 3/4" 6 75 100
iameter

Cable Snap Clip

Features

Supports cable from 1/16"-
1/2" flange

Works effectively with MC
and AC cable dimensions
3/8" -1 1/4" and low voltage
cables from 7/32" and up
Clip “snaps” on flange and
cable "snaps” into clip.

Standard

; N:r:rl:er Cab:ieng).D. Description Packaging

: Quantity
1| [SC2A 0.218 - 0.281 100
SC2B 0.312-0.375 100
1 [SC2C 0.375 - 0.437 |Low voltage, data and MC/AC 100
SC2D 0.468 - 0.562 |cable to 1/16" thru 3/16" 100
SC2E 0.500 - 0.718 |flange thickness 100
SC2F 0.750 - 0.937 100
SC2G 0.968 - 1.250 100
SC4A 0.218 - 0.281 100
SC4B 0.312 - 0.375 100
SC4C 0.375 - 0.437 |Low voltage, data and MC/AC 100
SC4D 0.468 - 0.562 |cable to 3/16" thru 9/32" 100
SCAE 0.500 - 0.718 |flange thickness 100
SCAF 0.750 - 0.937 100
SCAG 0.968 - 1.250 100
SC8A 0.218 - 0.281 100
SC8B 0.312-0.375 100
SC8C 0.375 - 0.437 |Low voltage, data and MC/AC 100
SC8D 0.468 - 0.562 |cable to 5/16"” thru 1/2"flange 100
SC8E 0.500 - 0.718 |thickness 100
SC8F 0.750 - 0.937 100
SC8G 0.968 - 1.250 100

Notes: No load rating - positioning only

Notes: Ultimate load limit 75 Ibs. - WMX6, 50 lbs. - WMX3

ERICO
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CADDY® CABLE / CONDUIT FASTENING APPLICATIONS

CADDY® PYRAMID CADDY® PYRAMID

ST Series ST Series

Fixed Strut Supports Adjustable-Height Strut Supports
Features

Features

e Allow elevation change up to 16"
off the roof surface with up to
10" or 16" of usable strut length

e Static load is up to 1,500 lbs

¢ Hot-dip galvanized finish provides
superior corrosion protection

¢ Provide fixed-height mounting
platform 4” or 6" off the roof
surface and 10” or 16" of usable
strut length

e Static load is up to 1,500 Ibs

¢ Hot-dip galvanized finish provides
superior corrosion protection

Suspension

Part  [Fig.| W1 [M3X| 1g | 1o | w | Surface | ygign, | Static

i‘ Number | # | (in) (in) (in) | (in) | (in) (in"2) Ibs / ea. (Ibs)*—

RPS360402| 1 | 46| 12 | 10 [ 125 8 94.3 4.30 1000

- : : - — |RPS360405| 2 | 55| 17 | 16 | 185 | 8 140.8 6.00 1500

Part Fig. H u 12 W S;l,"f:@ welgm Static | * Max. recommended load at 10.6 psi roof loading. Contact project or roofing engineer for
o 7 5 = 5 a : . L maximum allowable load on individual project roof system.
Number | # | (in) | (in) | (in) { (in) (in"2) Ibs / ea. Load,r(lbs)"

RPS360400 | 1 4 10 [125] 8 94.3 2.95 1000
RPS360401 | 2 6 10 [125] 8 94.3 4.65 1000
RPS360403 | 3 4 16 [ 185| 8 140.8 4.40 1500
RPS360404 | 4 6 16 [ 185| 8 140.8 7.05 1500

* Max. recommended load at 10.6 psi roof loading. Contact project or roofing engineer for
maximum allowable load on individual project roof system.

ERICO
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CADDY® PYRAMID
RL Series

Fixed Roller Supports

Features

¢ Provides roller capability for up to Fig. #1
6" nominal pipe with 5.5 fixed
height

¢ Polymeric rollers will not rust,
helping to ensure long-lasting
performance and smooth roller
action

¢ Hot-dip galvanized finish on
steel roller axle, fittings and
other hardware provides superior Fig. #2
corrosion protection

e Supports up to 6” diameter (Nom.)

Sch. 40 water-filled steel pipe at
maximum spacing of 10’

CADDY® PYRAMID
RL Series

Adjustable-Height Roller Supports

Features

e Can accommodate elevation
changes of up to 16" off the roof
with up to 6” diameter (Nom.) pipe

e Polymeric rollers will not rust,
helping to ensure long-lasting
performance and smooth roller
action

¢ Hot-dip galvanized finish on
steel roller axle, fittings and
other hardware provides superior
corrosion protection

e Supports up to 6” diameter (Nom.)
Sch. 40 water-filled steel pipe at
maximum spacing of 10’

Fig. #1

Part |Fig.| o bt (MO L |\ w Snoce weight | Max {on
Numberyrr # (i) (in) (in) (in) |(in) (in*2) Ibs / ea. (in)* @
RPS360407 | 1 | 3/4-3 [5.5]| 12 [12.5[ 8 | 943 4.20 3
RPS360409 | 2 2-6 |55| 16 [18.5] 8 | 140.8 | 5.95 6

part  (Fig. | NGme | 1 | L | w | SO | weight | M Lo
Number | # @ (in) (in) | (in) | (in) (in"2) lbs/ea. | (iri}f o
RPS360406 | 1 3/4-3 |55[125] 8 94.3 3.85 3
RPS360408 | 2 2-6 55[185| 8 140.8 5.20 6

* Maximum diameter of Sch. 40 water-filled steel pipe at maximum 10’ support spacing.

* Maximum diameter of Sch. 40 water-filled steel pipe at maximum 10’ support spacing.

5
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CADDY® CABLE / CONDUIT FASTENING APPLICATIONS

CADDY® PYRAMID
EZ Series

Adjustable-Height Tool-Free
Rooftop Pipe Supports

Features
* Quick and easy: No tools or

. #1

CADDY® PYRAMID

ST & RL Series Accessories

fasteners needed; fast snap-on L
installation j ) —
® Roof friendly: Made of
UV-stabilized EPDM material
¢ Height adjustable: Multiple models
allow for height adjustment from
1-3/4" to4",4" t0 6", 0or 5" to 7"
e Convenient: Models can
accommodate all pipe and conduit
types up to 2" Sch. 40
Max. Nom.| Max. =
Part |Fig.| Pipeor |Pipeor| H | L [ W |Weight | UMtimate
Number | # | Conduit |Conduit| (in) |(in)|(in)|lbs/ea. (‘bs)u,'
o iSEefnpr tobGn)l - f -} | &
RPSE1H24 | 1 1 1315 [13/4-4| 4 | 6 2 170
RPSET1H57 | 2 1 1.315 5-7 4 6 3.04 170
RPSE2H46 | 3 2 2.370 4-6 4 [ 6 3.30 250
RPSE4H46 | - 4 4.500 4-6 4 [95] 5.14 400

* Maximum diameter of Sch. 40 water-filled steel pipe at maximum 10’ support spacing.
** Ultimate load at 1/4” deflection. Contact project or roofing engineer for maximum allowable
load on individual project roof system.

Fig. #2

ERICO

e ' Fi Standard
. NU aBe :#9 Description Packaging
s Quantity
Rubber mat for CADDY® PYRAMID ST
RPS360410 | 1 |and RL Series, 9” X 13.5" 10
Rubber mat for CADDY® PYRAMID ST
RP3360411 1 1 and RL Series, 9” X 19.5" 10
Retainer strap for CADDY® PYRAMID RL
RPS360412| 2 Series, up to 3" o
Retainer strap for CADDY® PYRAMID RL
RPS360413 | 3 |¢ ioc 357 . g 25
RPSCSEG 4 |CADDY® PYRAMID Column Support, EG 1
P110000EG| 5 |Post Base for A Channel 5
P110000HD| 5 [Strut Post Base P11 25

Fig. #1

Fig. #2

Fig. #3

Fig. #4
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CADDY® CABLE / CONDUIT FASTENING APPLICATIONS

CADDY® PYRAMID 25
Pipe & Equipment Supports

Features

e Supports up to 25 Ib static loads

e Lightweight, all-plastic construction
weighs less than 0,15 kg

¢ Has a small — 4" x 5" footprint

e UV-resistant, designed and tested for
outdoor use

e Handles up to three 1/2” (21,3 mm)
or two 3/4" (26,9 mm) or one 1"
(33,7 mm) pipes/conduit

* No tools or fasteners needed for
installation

¢ Helps protect the roof membrane

Part ‘Max. Static Height
Number Load (lbs) (in)
PPRPS25H4| 25 35/8
PPRPS25H6| 25 55/8

CADDY® PYRAMID 50
Pipe & Equipment Supports

Features
e Supports up to 50 Ib static loads

* Polyethylene closed-cell foam and
1,5 mm steel construction.

¢ The 4" high model has a 10-3/8" x 4"
footprint

¢ The 6” high model has a 10-3/8" x
4-3/4" footprint

¢ Electro-galvanized (EG) finish on the
rooftop version and grey polyester
coating on the plenum version provide
superior corrosion protection

e Metal top designed to shed water
and minimize water collection on foam base

e Helps protect the roof membrane

CADDY® PYRAMID 150
Pipe & Equipment Supports

Features

e Supports up to 150 Ib static loads

¢ Has six 3/8"-16 threaded inserts with
captive nuts that allows the product
to be used with standard pipe clamps
and accessories

e Large 16" x 12" footprint distributes
load more evenly than alternative
methods

e Polyethylene closed-cell foam and
14-gauge steel construction

e Electro-galvanized (EG) finish on top
plate for added corrosion protection

¢ Helps protect the roof membrane

~__Part- | Max. Static Height | Thread | Surface | With
Number | | bs) | (in) - Size Finish | Strut

RPS150T1 | 33/16 | 3/8-16 EG No

RPS150T2 4 3/8-16 EG Yes

CADDY® PYRAMID 300
Pipe & Equipment Supports

Features
e Dramatically reduces installation
time by replacing labor-intensive

methods for supporting pipes and
conduits

e Supports multiple runs of pipe and
conduit on roofs and below raised
floors

e Supports concentrated static loads
up to 300 lbs

e Absorbs shock and vibration
¢ Protects roof membrane

e Metal cover protects from weather and other
environmental conditions

- 5 Features an electro-galvanized finish for corrosion
Part Max. Static | Height | - s 3 g
Number | Load(lbs) | (i) |Surface Finish protection
AH 0 21/4 Polyester . . e -

EggggH 4‘;2/ go 2 éG Part Max. Static Height Thread | Surface | With

RPSSOHGEG =0 3 G Number Loac; (ibs) {in) Size Finish Strut
RPS300T1 300 33/16 3/8-16 EG No
RPS300T2 300 4 3/8-16 EG Yes

1-888-671-8665 sales@sdisupplie
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CADDY® PYRAMID
RPS H-Frame Series

Features

* Designed to offer superior
protection to rooftop membrane

e Highly engineered design of the
base uniformly distributes load

* Continuous bottom surface
mitigates unwanted stress
concentrations

e |deal for pipework, duct, conduit,
cable tray, or any combination of
these

* Base is made from recycled,

UV stabilized engineered
thermoplastic

e Integral foam pad provides gentle
interface for all roof types

¢ Accepts standard strut channels,
1-5/8" x 1-5/8"

* Mounting hardware pre-installed
in bases

¢ Hot-dip galvanized hardware

¢ Hardware kit includes 6 bolts,
6 strut nuts, and 2 L-brackets to
complete H-frame

Suspension

—
-

¢’
1238~ L /< >\W 12-3/8"

Fig. #1

Duick and Lomplete!

Pt Rl 0
Number | # . Pessiption

RPS H-Frame Kit, 12x12 in,

RPS360420 | 1 Foam, Hardware Kit Included

RPS H-Frame Kit, 12x12 in,
RP5360421 | 1 Rubber, Hardware Kit Included 1500

RPS360422 | 2 |RPS Post Base, 12x12 in, Foam 750

RPS360423 | 2 |RPS Post Base, 12x12 in, Rubber| 750

NOTES: Maximum static load represents 750 Ibs (3,335 N) per foot.

the assembled H-Frame can properly support the applied load.

ERICO

The end user must select and evaluate the strut framing to ensure

CADDY® CABLE / CONDUIT FASTENING APPLICATIONS

CADDY® PYRAMID 600
Pipe & Equipment Supports

Features
e Consists of two CADDY® PYRAMID 300

bases tied together with a length of
strut

e Footprint is 32" x 12" (24" x 16" optional with cutting
of strut) for more even load distribution

e Supports up to 600 Ib static loads
® Helps to protect the roof membrane

Max. < <
Part 5 Height | Thread | Surface | With
Number Staﬁ;sL)oad (in) Size Finish | Strut
RPS600T2 600 4

230 1-888-671-8665 sales@sdisupplie
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CADDY® CABLE / CONDUIT FASTENING APPLICATIONS

_ Metal Deck
Conduit Support

Features

Washer Wing Nut

Features

¢ No tools required
for installation

* Provides spacing between conduit
and deck surface

* Easily attached with screw gun or
power tool

¢ Permits conduit to be laid out and
then attached

e Eliminates offset bending conduit

uoIisuadsn

. = Standard
Part = Static| Stud z
- Description : Packaging
Number Load |Length Quantity
1/4-20 thread impression
AWN | vasher wing nut ] } 100
Part ‘ . Standard Note: 4WN: Not to exceed the load rating of the
Number Description . - Pg:';anglfng corresponding fastener
AOL8P |Support bracket for 1/2” EMT 100
AOL12P |Support bracket for 3/4” EMT or 1/2" Rigid 100
AOL16P [Support bracket for 1” EMT or 3/4” Rigid 100
Notes: No Load Rating - Positioning Only Hammer_on Plain
. _and Threaded Rod
Nail Bracket Hanaers
Features g
* Used to attach conduit to Beam Clamps
w_oo.d, steel or concrete Features
¢ Eliminates the need for offset .
bends o Be?ulllres only a hammer to
insta

e Works with power tools, screw
guns or nails

* May be attached after
positioning conduit

* Used to suspend #8 wire,
174", 3/8" plain rod or 1/4" or
3/8" threaded rod from beam
flanges 1/8” to 3/4" thick

Static Load: 200 Ibs

: Flange Standard

= Lot Thickness Bogl Packaging
Number . Size -

- SiandaE (in) Quantity
 Part = ga 4TI58 516 to 1/2_| 1/4-20 100
Number Description |Packaging 6TI24 1/8to /4| 3/8-16 100

Quantity 67158 5/16to 12| 3/8
CNB812M|Nail Bracket, M-Series 1/2” & 3/4” Conduit | _ 100 L to 10 100
CNB8P__|Nail Bracket, P-Series for 172" EMT 100 671912 9/16t03/4 | 3/8-16 100
CNB12P ali;;uildBracket, P-Series for 3/4” EMT or 1/2" 100

Notes: No Load Rating - Positioning Only

Pencil Rod (Round Stock)r

ERICO
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CADDY® BEAM / PURLIN FASTENING APPLICATIONS

CADDY® ROD LOCK
Beam Clamp

Features

e Works with slightly damaged
threads and minor burrs on the
threaded rod

* Reduces installation time up to
60%

e Load capacity up to 500 lbs-
depending on flange thickness

e UL® 203 & UL 2239 Listed

¢ FM® Approved

Standard

Part S 2

Description Packaging

Number Quantity
CRLB37EG [3/8" CADDY® ROD LOCK Beam Clamp 100

Notes:

1. Load Rating for flanges 1/8”-5/16" is 250 Ibs and for flanges

3/8"-7/16" is 500 lbs.

2. CRLB37EG Beam Clamp is FM Approved when installed in the

bottom mount orientation.

3. CRLB37EG Beam Clamp is UL Listed for fire sprinkler
applications when a lock nut is installed on the threaded rod

on the bottom side of the beam clamp.

4. For use on plain and electro-galvanized (EG) hardware only

Hammer-On
Flange Clip

Features
e Provides a “portable” 1/4" hole
e Fits most beams and bulb tees
e Installs with just a hammer

Part Flange Thickness Standa_rd Static Load
Number (in) Packaging (Ibs)
Quantity
2H4 3/32 to 9/64 100 160
4H24 1/8 to 1/4 100 200
4H58 5/16 to 1/2 100 200
4H912 9/16 to 3/4 100 200

See CADDY® SPEED LINK in
the Hangers/Hanging Systems
chapter for more information

1-888-671-8665 sales@sdisupplie
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Part Fig Static | Standard ;p"ngc?teel m
- Description Load | Packaging eam amps
Number | # (Ibs) | Quantity P =
Beam clamp through 1/2" Features
BC L 100 100 L . "
angs e Eliminates offset bending conduit ~
BCISN375 | o [Beam clamp through 172~ 166 100 | ® BCISN375 has built-in smart nut N
flange with 3/8-16 Smart Nut which snaps directly onto 3/8 -16 n
172" or 3/4" conduit to b threaded rod, is adjustable and
BC812M 3 thro:rh 1/2"C?Inanme 9 Deam 100 100 removable, and eliminates extensive Fig. #1 =
1" gd e g h m “threading” into place
BC16M 3 1y ,c,of?a:;to SR Setg 100 100 e Easy installation to beam flanges up to 1/2”
11/4" conduit to beam through e Accommodates standard 1/4-20 or #10-24 threaded
BC20M 3 12" ﬂange 100 100 bridle rings
1 1/2" conduit to beam through e Supports 1/4" and 3/8"_threade_d rod_, S-hooks,
BC24M 3 112" flange 9 100 50 electrical boxes, conduit and bridle rings
2" conduit to beam through
BC32M 3 1/2" flange 100 50
1/2" or 3/4" conduit to beam
BC812MSM | 4 |through 1/2” flange, side 25 100
mount
1" conduit to beam through
BEIGNAM . 1/2" flange, side mount 23 199
1 1/4" conduit to beam through
RCAONOM 4 1/2" flange, side mount 3 10
1 1/2" conduit to beam through
i - 1/2" flange, side mount 25 50
2" conduit to beam through
BC3EMSM 4 1/2" flange, side mount - >0
1/2" conduit to beam through .
BC8P 5 2" flange 25 100
3/4" conduit to beam through .
BC12P 5 172" flange 25 100
1" conduit to beam through .
BC16P 5 1/2" flange 25 100
1/2" conduit to beam through " - Fig. #4
BCAPSM 8 1/2" flange, side mount 5 100 e °
3/4" conduit to beam through .
BGIZFSM 8 1/2" flange, side mount 2 109
1" conduit to beam through .
s & 1/2" flange, side mount 15 109

*Ultimate static load limit.

Notes: When using rigid conduit on P-Series, use next size
larger clip (172" Rigid use 12P).

Fig. #6
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Hammer-On Plain
and Threaded Rod
Hangers

Beam Clamps
Features

¢ Easy installation to beam
flanges up to 1/2”

e Supports 1/4” threaded rod, Beam Clamps

Suspension

1/4" threaded bridle rings and Features
boxes : «, .

* Available riveted to conduit - * Requires only a hammer to _
clips 1/2" to 2" install :

e Used to suspend #8 wire, 1/4",
3/8" plain rod or 1/4"” or 3/8"
threaded rod from beam flanges

e Bright zinc finish
¢ Eliminates offset bending

conduit .
. . 1/8" to 3/4" thick
Static Load (Ibs): 100 Static Load: 200 Ibs
: 2 Standard
Part Fig. Rl_gld EMT Packaging part |Fi Flange Standard
Number # | (n) | (n) | "o 0 tity Sibes #9 Thickness Rod Size Packaging
BC200 I I 50 (in) Quantity
BC200CDOB 2 12 12 50 70824 1 1/8to 1/4 | #8 wire or 1/4"” Plain Rod 100
BC200CD1B 2 3/4 | 3/4 50 70858 1 [5/16to 1/2 | #8 wire or 1/4" Plain Rod 100
BC200CD2.5B | 2 . 11/4 50 708912 1 9/16 to 3/4 | #8 wire or 1/4” Plain Rod 100
BC200CD2B 2 1 1 50 6A24 2 1/8 to 1/4 3/8" (Plain) 100
BC200CD3B 2 (1141112 50 6A58 2 |516to01/2 3/8" (Plain) 100
BC200CD4B 2 112 - 25 6A912 2 |9/16to 3/4 3/8" (Plain) 100
BC200CD5B 2 [ 2 2 25 ATI24 3 | 1/8to1/4 1/4-20 100
4TI58 3 [5/16t0 1/2 1/4-20 100
Notes: Threaded hole on back and bottom. Fig. #2 471912 3 |9/16to 3/4 1/4-20 100
See Misc. Components section for threaded 6TI24 3 | 1/8to 1/4 3/8-16 100
bridle rings. 6TIS8 3 |5/16to 1/2 3/8-16 100
6TI912 3 | 9/16to 3/4 3/8-16 100
6TA24 3 1/8 to 1/4 | 1/4-20 or 3/8-16 Threaded* 100
6TAS58 3 | 5/16to 1/2 | 1/4-20 or 3/8-16 Threaded* 100
. 6TA912 3 [ 9/16to 3/4 | 1/4-20 or 3/8-16 Threaded” 100
Blg Beam *Nuts required.
Clamp
Features

¢ |deal for electrical,
mechanical, and HVAC

applications
Static Load (lbs): 200
Part Standard
Description Packaging
Nuber Quantity
For 3/8-16 threaded rod or 3/8-16 bolts to
BC400  |peam flange through 3/4” €3

234 1-888-671-8665 sales@sdisupplies.com
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SERVICE DEPENDAB/ILITY INTEGRI/TY

CADDY® BEAM / PURLIN FASTENING APPLICATIONS

“C" Purlin Clips -
Vertical

Features

¢ One fastener fits flanges 1/16"
to 1/4"

e Supports wire or rod from bar
joist and C-Purlin

Hammer-On Flange
Clip - Universal

Features

¢ When used with a CADDY® brand
combination conduit hanger, the
conduit run lines up with “knock-
outs” in outlet box and eliminates

offsets and bends Fig. #1 ¢ Installs from floor with VAFT Fig. #1
. . . . tool and conduit .
¢ Provided with a 1/4-20 thread impression so that the € Static Load (lbs): 160
box may be quickly and securely attached to the clamp
* Also available with a staked stud, 1/4-20 x 3/8" to Part | o Description :::I:‘:gai:\dg
provide easier attachment of outlet boxes to beams. Number| " =" Quantity
Eliminates having to use loose screws - - -
¢ The combination washer-wing nut (Part No. 4WN) can VF14 1 g:"{:r;:"nat;amme"t to 1/167 to 14 100
be used to attach box (not included) #89 = org1/4" ir rod G e 1A
* Allows for use with cable ties VF14708 2 thimvertical ﬂaF,’,;Ln = e 100
* 1/4-20 x 3/8" screws P/N S3575BP50 available as VF146A | 2 |3/8" plainrod to 1/16” to 1/4" thick 100
separate item vertical flange
1/4-20 threaded rod to 1/16" to 1/4" thick
S VF144T1] - 3 vertical flange 100
Part . Flange Thickness n a_ 3/8-16 threaded rod to 1/16" to 1/4" thick
Number | Fig- # 9 (in) PS:';:%;:VQ VF146TI| 3 |lertical flange 100
1/4-20 or 3/8-16 threaded rod to 1/16" to
mgg : 51//186? 11/;‘2 188 VFi46T | 3 1/4" thick vertical flange (nuts required) 100
M912 1 9/16 tg 34 100 Notes: Installation tool VAFT.
M24S 2 1/8 to 1/4 100
M58S 2 5/16 to 1/2 100
M912S 2 9/16 to 3/4 100

Indicated loads
are static load
limits and should  Ffig. #2 Fig. #3

not be combined. .
Installation tool for
VF & AF assemblies

Fig. #2

Part Standard

Description Packaging
Number Quantit

Installation tool for VF & AF
VAFT |assemblies (1/2" conduit not 1
included)

5
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CADDY® BEAM / PURLIN FASTENING APPLICATIONS

“Z" Purlin Clips -

Angular “z" Purlin Clips

Features Features

¢ One fastener fits flanges 1/16” e Hammer-on clip compensates
to 1/4" for angle of purlin

e Supports wire or rod from bar
joist and “Z"-Purlin

¢ Installs from floor with VAFT Fig. #1
tool and conduit

e Provides method for attaching
conduit and boxes to purlin

Suspension

Static Load (lbs): 100 Fig. #1
Standard
Standard Part = L s
Part Fig. # Description Packaging| | Number Fig. # Description Packag!ng
Number Quantity Quantity
122 1_[1/4" hole to Z purlin 100
AF14 1 Universal attachment to 1/16” to 1/4” 100 123 2 |1/4" bottom hole to Z purlin 100
vertical flange 122708 3 |For #8 wire or 1/4"” plain rod to Z purlin 100
AF14708 | 2 [*8wire or 1/4” plain rod to 1/16” to 1/4"| .0 1226A 3 |For 3/8" plain rod to Z purlin 100
thick angle flange 122471 4 [For 1/4" threaded rod to Z purlin 100
XF14EA , |38 plain rod to 1/16" to 1/4" thick 100 1226TI 4 |For 3/8" threaded rod to Z purlin 100
angle flange 1226T 4 [For 1/4" and 3/8" threaded rod to Z 100
AF144TI | 3 |1/4-20 threaded rod to 1/16” to 1/4” - purlin, nuts required
thick angle flange 1236M 5 |For 3/8" conduit to Z purlin 100
" ” 123812M | 5 |For 1/2"” to 3/4" conduit to Z purlin 100
- m”n 1/4
AF146TI | 4 f,ﬂ?c;(’af%ﬂiaﬁjgg':d ta 16510 100 | [1238>° | 6 |For 1/2” conduit to Z purlin 100
1/4-20 or 3/8-16 threaded rod to 1716 to 12312P" 6 |For 3/4" conduit to Z purlin 100
AFI46T | 3 | flgiae‘*(nugs e uired) 100 12316M | 5 [For 1” conduit to Z purlin 100
9 9 9 12316P" 6 |For 1” conduit to Z purlin 50
Notes: Installation tool VAFT. 12320M 5 |For 11/4" conduit to Z purlin 50

*When using rigid conduit on P series, use next size larger clip
(1/2" Rigid use 12P).

Notes: Loads indicated are for CADDY® Fasteners only.

Purlin thickness 13 to 16 gage.

Static load limit 100 lbs except for P Series which is 25 lbs ultimate
static load limit.

Fig. #2

Fig. #3 Fig. #4

Fig. #6

ERICO
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SERVICE DEPENDAB/ILITY INTEGRI/TY

CADDY® BEAM / PURLIN FASTENING APPLICATIONS

Bulb Tee Clip

Features

* Provides means of support from
underside of bulb tee 1-1/2” to
2-3/8" wide

¢ Ceiling material not defaced
when correctly applied

* Requires only a hammer to install

Multi-Flange Rod
Hanger

Features
e “C" or “Z" Purlins or up to 1/4"
(7 mm) horizontal beam flanges

¢ Slotted, Hex, Robertson, Phillips
combo head bolt

5
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* Eliminates offset bending Fig. #1 * Hardened cup point setscrew for Fig. #1
conduit secure grip
¢ Fast installation of threaded
components
- Standard _
N::":e F 9. Description Packaging * Integrated thread eliminates
E Quantity need for nuts
Jr. Beam Clamp for bulb tees - Use * Structural attachment to bottom
42438 1 [standard 1/4" carriage bolt (not 100 of purlins and beams to support
included) threaded rod
: Jr. Beam Clamp for bulb tee with * Swivel feature option
4NJ2438 2 o . 1 . e .
3/8" long 1/4-20, nut included o e Electro-galvanized finish for
6NJ2438" | 2 |'™- Beam Clamp for bulb tees - 3/8-16 100 corrosion protection
nut included
Jr. Beam Clamp for bulb tees - Standard
MaAaes | 2 1/4-20, stud included 100 part Fig. # Description 1:hre§d Packaging
Number Size (in) Sty
“Nut included Multi-Fl B q
PH4 1 ftor 1/a” Ry o -AmP | 1/a-20 25
Notes: Other stud lengths quoted on request. Multi-Flange Beam Clamp
Will support 135 Ibs static load limit from a 1-1/2” wide flange. PH6 T lfor 3/8” Rod 3/8-16 25
Multi-Flange Beam Clamp
FESW4 2 |with Swivel for 1/4-20 Rod UEL0 25
Multi-Flange Beam Clamp
PHSWG 2 |with Swivel for 3/8-16 Rod 3/8-16 25

Notes: Torque wrenches are generally not used or available on many
job sites, the setscrew should be tightened so it contacts the beam
and then an additional 1/4 to 1/2 turn added.

Loads up to 200 Ibs (0.90 kN) on C or Z purlins or 160 Ibs (0.71 kN)
on horizontal beams.

Fig. #2
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CADDY® STRUT ACCESSORIES

STS (Strut-to-Strut)
Strut Clamp

Features

e Provides fast assembly of back-to-
back half-slot strut as an alternative
to welded strut

¢ Unique one-piece assembly that

CADDY® SLICK NUT

Features
e Eliminates the need for hard-to-
handle spring nuts and a washer

* Unique one-piece design installs
with one hand

® Provides fast, universal attachment

Suspension

niq of threaded rod and hardware to
washers, am s standard strut profiles

e For new or retrofit applications * Re(!uce-s installation time

* Allows joining of dissimilar half-slot * Easily fits all standard strut depths
channel, regardless of profile size reducing inventory

or finish e For use in indoor environments
e Easy installation with a 1/2" nut
driver
¢ Can be used on CADDY® ERISTRUT
or any half-slot strut with minimal ] Recommended | £1 1 5ad F2 Load (ibs)) | Standard
half slot dimensions of 9/16"” x 7/8" . Torque = Packaging
(ftlh)  [12GA[14GA[12GA[14GA
Part 5 stion Load | Recommended PS at;:_:‘ ai:;d 5 250 | 150 | 800 | 800 100
Number sSscpHo (Ibs) | Torque (ft-lbs) ging 15 400 | 300 | 1,100,100 100
Quantity 20 650 | 550 [1,250[1,100] 100
STS Strut-to-Strut Clamp | 1,000 5 100

Note: 1000 Ibs working load per total assembly. Half-slot dimensions
vary by manufacturer. Minimum half-slot dimensions 14 mm x 22
mm. Strut type and structure need to be evaluated to establish load
for assembly. Use 1 STS per 1 ft. of strut, minimum of 2 required.

1/2" nut driver
or socket

||

F1 Load

CADDY® ROD LOCK

Channel Nut
Features
* Works with slightly damaged
threads and minor burrs on
the threaded rod
* Reduces installation time up
to 34%
* Load capacity up to 750 lbs
, Part . Max. Standard
: Numt Description Recommended Pachgmg
o ro® e /8- CADDY® ROD LOCK o= e
15/8" (41 mm) wide CRLS37EG [y ol Nut 750 Ibs 100
N::,": or Fig. # Description
MFA4I 1_[1/4-20 thread impression =
TSNTO025EG 3 |Top Spring Nut for 1/4” Channe
TSNTO037EG 3 [Top Spring Nut for 3/8” Channe
TSNTOO050EG 3 [Top Spring Nut for 1/2” Channe
MFA625 7 11/4-20 x 5/8" stud

ERICDO
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One-Piece Strut
Clamp

SCH Series

Features

¢ One-piece installation
- no screws or bolts to drop

¢ Installs quickly and easily;
requires only a screwdriver or
nut driver for installation

¢ Heavy-duty construction with

a bright zinc finish

e Size 3/8" MC/AC to 4" EMT

conduit

¢ All sizes available with load
distribution plate attached to

screw

e Surface finish: electro zinc plated

SERVICE « DEPENDABILITY ~INTEGRITY

Fig. #2

Part  |Fig.| EMT | Rigid| ~cableop ~ | Static | Standard

Number| # | (in) | (n) (in) Load:.|. Packaging

(Ibs) Quantity
Schs | 1] 12 S 5 200 100
SCH1Z | 1] 3/4 [ 12 - 200 100
SCH16 1] 1 [ 34 = 200 100
SCH20 [ 1 [ 114 | 1 - 200 100
SCH6B | 2| 3/8 | - | 0.100-0.630 | 200 100
SCHeB | 2 | 12 ~ [ 0.340-0.710 | 200 100
SCH12B | 2 | 3/4 | /2 | 0570-0.920 | 200 100
SCH16B | 2| 1 | 3/4 [ 0.720-1.160 | 200 100
SCH20B | 2 | 11/4 | 1 | 1.000-1.510 | 200 100
SCH24B | 2 | 1122 [ 11/4 ] 1.250-1.750 | 350 50
SCH32B [ 2|2 [ 11/2 ] 1.740-2.200 | 350 50
SCHa0B [ 3 | - 2 | 2.000-2.380 | 350 25
SCHAa8B | 3 | 21/2 [ 2172 | 2.380-2.880 | 350 25
SCH56B [ 3| 3 3 | 2.720-3.500 | 350 25
SCH64B | 3 | 31/2 | 31/2 | 3.250-4.000 | 350 10
SCH728 [ 3| 4 4 ] 3850-4500 | 350 10

Fig. #1 Fig. #3

Universal One-Piece
Strut Clamp

e One-piece construction

¢ Retained bolt and built-in nut
prevents dropping of loose parts

* One size fits EMT and Rigid

e Installs with screwdriver, standard
wrench or nut driver

e Break in half and install
e Bright zinc finish
e Works with standard Strut

Part EMT Swldl_ni
Numk Fig. # Ilgd Packaglng
Mild S - Static Load 200 Ibs.
[SK125! 1
SK165 1
15K205 1 1
SK245I 1 1
SK3251 1 4
SK85I! 1
Steel - Static |
SK405I1 2 2
SK485! 2
SK565 2 312
SK645! 2
ISSP Strut Plate
Features

¢ Allows for easy attachment of
strut between existing rods.

¢ Helps eliminate the need for
precise cutting of strut and the
need for multiple hardware pieces.

e For commercial and industrial
applications.

¢ Bolt has locking design to prevent

loosening due to vibration.

Fig. #1

Duick and Lomplete!

CADDY® STRUT ACCESSORIES

Part | Max. | Weight | Standard
Numiber ~ Description - Rec. | per 100 | Packaging
= Load (lbs)| (lbs) | Quantity
ISSP375 |[Strut Plate Only (No Hardware) - 36 100
ISSPK_ [ISN/ISSP Kit (for 3/8-16 threaded rod) 220 10.4 )

*Order in sets of 12 - 1 set includes (2) ISSP375 and (4) ISN375

5

uoIisuadsn

1-888-671-8665 sales@sdisupplies.com 239



= I N/ T Quick and Complete!

SERVICE DEPENDAB/ILITY INTEGRI/TY

CADDY® HANGERS / HANGING APPLICATIONS

ESC, HANG FROM STRUT

Features

Rod And Wire Hangers

Features

e OFFSET BRACKET suspends plain rod,
threaded rod or wire drops from
vertical structures such as laminated

¢ Provides fast attachment of a wood or concrete beams, joists,

1/4" mounting hole, J-hook, — ceilings and walls ) =
cable, conduit, or 1/4” threaded Fig. #1 * ANGLE BRACKET suspends plain Fig. #1
rod to strut rod, threaded rod and wire drops

from horizontal structures such as
laminated wood or concrete beams,

e Works on industry standard
strut profile

e Spring steel permits snap-in
attachment without tools

Suspension

Standard . AT
N:ranrtt)er Fig. # Description Packaging L, eilings Andiwalls .
Quantity Static Load: 160 lbs.
ESC4 1 __|Easy Strut Clip 100 =
ESC6M 2 |Snap-in MC/AC cable 100 Part |Fig. Desorintion . :atca:: aird
ESC812M | 2 [Snap-in 1/2"-3/4" conduit 100 Number| # P Qua“%!"g”
E§C8P 3 [Snap-in 1/2" conduit 100 Angle Bracket
C12P 3 |Snap-in 3/4" conduit 100 0 : : :
ESCATI | 4 |Snap-in 1/4- 20 threaded rod | 100 arip | 1 ifor 47 threaded rod, with thread impression |8
ESCETI 4 ISnap-in 3/8-16 threaded rod 100 6TB 3 [For 1/4" or 3/8" threaded nuts required 100
6TIB 3 [For 3/8" threaded rod, with thread impression 100
708AB | 4 |For #8 wire or 1/4” plain rod 100
Offset Bracket :
4T10 5 [For 1/4” threaded rod, with thread impression 100
6A0 6 _[For 3/8” plain rod 100
6TIO 7 |For 3/8” threaded rod, with thread impression 100
6TO 7 [For 1/4" or 3/8” threaded nuts required 100
708A0 | 8 [For #8 wire or 1/4" plain rod 100

Note: Loads indicated are for CADDY® Fasteners only. Method of
attachment to structure must be evaluated separately.

Fig. #2 Fig. #3 Fig. #4

Fig. #2 Fig. #4
@
(%5
- ll
v -
Fig. #5 Fig. #6 Fig. #7 Fig. #8

ERICO
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CADDY® HANGERS / HANGING APPLICATIONS

Hammer-On Plain and

Pin Driven Threaded Rod Hangers

Angle Brackets
Beam Clamps

Features

* Requires only a hammer to install
e Used to suspend #8 wire, 1/4”, 3/8"

uoIisuadsn

Features plain rod or 1/4” or 3/8" threaded Fig. #1
e Longer leg angle bracket for tool rod from beam flanges 1/8" to 3/4"
clearance thick
¢ Designed to fit a variety of pin
drivers i
e Improved for easier installation Fig. #1 Static Load: 200 Ibs.
with pin drivers P = Flange S
¢ Pregalvanized steel Nu::ger '#9' Thickness Rod Size Packaging
¢ Preassembly options available (in) Quantity
for rod, wire, strap and cable 70824 1 1/8 to 1/4 #8 wire or 1/4” Plain Rod 100
applications 70858 1 5/16 to 1/2 | #8 wire or 1/4” Plain Rod 100
708912 1 9/16 to 3/4 | #8 wire or 1/4"” Plain Rod 100
0 6A24 2 1/8 to 1/4 3/8" (Plain) 100
Part |[Fig. Description wf;::;'g ,,S::k“;’;i:}; 6A58 2 | 5116t0 172 3/8" (Plain) 100
Number | # (Ibs) | Quantity | [6A912 | 2 | 9/16t03/4 3/8" (Plain) 100
For 1/4" threaded rod, with 4TI124 3 1/8 to 1/4 1/4-20 100
ATIAFAB3 | 1 lthread impression 190 - 4TIs8 | 3 | 5/16to 172 1/4-20 100
6TAFAB3 | 1 |FOr 174" or 3/8" threaded rod, 160 100 411912 | 3 | 9/16to 3/4 1/4-20 100
nuts required i 6T124 3| 1/8to1/4 3/8-16 100
sTIAFAB3 | 1 [[0r 378 i:]';rr‘:asgi‘r’] tod, with 160 100 6TIS8 | 3 | 5/16t0 172 3/8-16 100
6AFAB3 | 2 [For 3/8” plain rod 160 100 6TIN2 | 3 | 91610 3/4 3/8-16 100
708AFAB3 | 3 |For #8 wire or 1/4" rod 160 100 6TA24 3 1/8 to 1/4 | 1/4-20 or 3/8-16 Threaded” 100
AFAB3 4 |Angle bracket with 1/4” slotted| 100 6TAS8 3 | 5/16to 1/2 | 1/4-20 or 3/8-16 Threaded" 100
hole and 3/16” mounting hole 6TA912 3 | 9/16to 3/4 | 1/4-20 or 3/8-16 Threaded” 100
Note: Load limits apply to CADDY® Fasteners only. Pin must be *Nuts required.

evaluated separately.

Fig. #3 Fig. #4 Fig. #2 Fig. #3




ISN Smart Nut

Features

¢ Snaps anywhere on 3/8-16 threaded
* Adjustable and removable

¢ Supports plumbing, HVAC, electrical

Suspension

« Eliminates excessive threading into place

SERVICE « DEPENDABILITY ~INTEGRITY

rod

Duick and Lomplete!

CADDY® HANGERS / HANGING APPLICATIONS

Threaded Rod Hanger
For Bar Joists

Features

e Fits open web joists with round
bottom chords

e Part No. 4TW for threaded rods

Fig. #1

strut between existing rods.

¢ Helps eliminate the need for
precise cutting of strut and the

¢ For commercial and industrial
applications.

loosening due to vibration.

need for multiple hardware pieces.

e Bolt has locking design to prevent

¢ Reduces installation time or bolts, 1/4-20 thread impression
* Ideal when rod ends are not accessible * Part No. 6W for threaded rods
or for retrofit applications 3/8"” and smaller, nuts required
¢ Permits accurate centering
= Weight | Static | Standard /‘
Noinber Description per 100 Load | Packaging
(Ibs) (Ibs) | Quantity
ISN375  |Smart Nut, 3/8-16 thread 3.1 150 100 |
Fig. #2
ISSP StrUt Plate Part | Fig.| Descripti Static Load PSta':\daird
Number | # gl (ibs) . | Fackaging
Features Quantity
1 T d wedge h 100 100
* Allows for easy attachment of g‘vrvw > V&‘égggeha‘g’:efe R . .

Part - Max. | Weight | Standard
Ninber Description Rec. |per 100 | Packaging
Load (lbs)| (lbs) | Quantity
I1SSP375 |Strut Plate Only (No Hardware) - 36 100
ISSPK _ |ISN/ISSP Kit (for 3/8-16 threaded rod) 220 10.4 )

*Order in sets of 12 - 1 set includes (2) ISSP375 and (4) ISN375

Fixture Support
From Plain Rod

Features

e No tools required for installation

e Eliminates the use of nut and
allows the use of plain rod

Part , Static | Standard
Nimber Size Load |Packaging
, (lbs) | Quantity |
2EBN #8 wire 100 100
4EBN 1/4” plain rod| 100 100
6EBN  |3/8” plain rod| 200 100




SERVICE « DEPENDABILITY ~INTEGRITY

CADDY® HANGERS / HANGING APPLICATIONS

SN Series Nut

Features

Reduces the need for threading
compared to standard nuts

and washers

Offers up to 50% installation time
savings

Ideal for retrofit projects, such

as trapeze installations (simply add
on as needed)

Can be used on threaded rod

with slightly damaged threads

Deck Hangers For
Rods And Wires

From Cellular Floor Deck
(H.H. Robertson or R.C. Mahon)

Features

¢ Designed to support #8 wire,
1/4" or 3/8" plain rod, 1/4" or 3/8"
threaded rod

¢ Positive locking through deck tab.
Prevents twisting or loosening due

Fig. #1

Duick and Lomplete!

or minor burrs to vibration
Load rating is stronger than the
threaded rod itself PR S e da_ o
Nunibor! & Description Packaggng
Quantity
Part Static Standard DH2 1 _|For wrapping wire, “S” hpoks, bolti_nq straps 100
Numh Description Load Packaging DHA4TI 2 |For 1/4" threaded rod, with thread impression 100
Hmpex (Ibs) Quantity DH6T 2 |For 1/4" and 3/8" threaded rod, nuts required 100
SN25 1/4" SN Series Nut 500 100 DH6TI 2 |For 3/8" threaded rod, with thread impression 100
SN37 3/8" SN Series Nut 1,350 100 DH6A 3 |For 3/8" plain rod 100
SN50 1/2" SN Series Nut 2,250 100 DH708 | 4 [For #8 wire or 1/4” plain rod 100

CADDY® ROD LOCK
Anchor Screw

* Works with slightly damaged threads
and minor burrs on the threaded rod

¢ Fast “push-install” assembly reduces

installation time up to 35%
* Load capacity up to 660 Ibs
* FM Approved
* Electro-galvanized finish
e 3:1 Safety Factor

Note: Static load limit 160 Ibs. Check with deck manufacturer for
recommended load capacity.

Part Rod Static Standard
Nombor Description Size Load |Packaging
.9 (N1) Quantity
3/8" CADDY® ROD .
CRLA37EG || e Anchor Serew 3/8 660 Ibs 100

Note: For use on plain and electro-galvanized (EG) hardware only.

Tested in 3000 psi (20.67 Mpa) concrete

1-888-671-8665 sales@sdisupplie
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SERVICE DEPENDAB/ILITY INTEGRI/TY

Strap Hanger Clips
Features

e Size Range: 1/8" — 3/4" Flange Thickness

e Supports pipe or duct from flange with
banding or strapping

¢ The new clips are made from galvanized
steel instead of spring steel. This expands
the use to more applications, especially
when used with other plated parts like the
BC200 beam clamp

¢ Note: Pre-measure length of strap, hammer clip onto flange,
then trapeze pipe or duct. Accepts strap up to 1-1/4" wide

Fig. #1

Suspension

Part |Fig Max. Rec.| Flange Stande!rd '

Number | # ‘| Load | Thickness |Packaging

(Ibs) (in) Quantity
MSS24 1 200 1/8 to 1/4 50
MSS58 1 200 5/16 to 1/2 50
MSS912 1 200 9/16 to 3/4 50
MSR24 2 200 1/8to 1/4 50
MSR58 2 200 5/16 to 1/2 50
MSR912 2 200 9/16 to 3/4 50
3 160 - 50

MSSAFAB3

Fig. #2 Fig. #3

Max. Recommended Load: 100 Ibs

| | Flange | Standard
N::trl:er F'#g' Thickness | Packaging
. (in) Quantity
MSRBC200 | 1 | 1/8 to 5/8 50
MSSBC200 | 2 | 1/8to 5/8 50

244

CADDY® HANGERS / HANGING APPLICATIONS

Deck Hanger
And Punch

Features

e 1/4" or 3/8" square section nut or
3/8” (10 mm) clearance hole

o Maximum trapeze width 2" (50 mm)

e Minimum roof decking sheet

Fig. #1

thickness 24 gauge
Part - | Standard
Fig. #| Description |Packaging
Number Quantity
TDH 1 _[3/8” Plain Hole 50
TDHT4 2 [1/4-20 Nut 50
TDHT6 2 13/8-16 Nut 50
= Features
Fig. #2 e Decking hole punch tool

e Easy one-step operation
e Preset dimensions

¢ No secondary power sources
needed

Fi Standard
N::xr!:er ;? Description |Packaging
_Quantity |
Flg-# Deck Hanger
TDHP2 3 Punch 1
Replacement
TDHP2PR10| 4 '(’r:’;ﬂ}resz 1
per punch)
Roof Decking Thickness -
in mm auge | Ibs. | kN.
0.025-0.0276 {0.63-0.70 24 130 | 0.60
0.0276-0.0315 | 0.70-0.80 23 150 10.70
. ' 0.0315-0.0394 | 0.80-1.00 22 180 | 0.80
Fig. #4 0.0394 1.00 19 200 {0.90
0.0516 1.20 18 240 {1.07

1-888-671-8665 sales@sdisupplies.com
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CADDY® HANGERS / HANGING APPLICATIONS

Hangers .c
¢ Permits pre-assembly of wire and plain rod (#8, 1/4” and 3/8") m
: : Static | Standard
N:::;er F'#g‘ Description Load |Packaging =
(Ibs) | Quantity
708 1_|[For #8 wire or 1/4" plain rod| 160 100 m
6A 2 |For 3/8" plain rod 160 100
yy
* Permits wire or chain drops from concrete or wood n
Ham _ : Static | Standard
mer _on N :;rt:er F'#g' Description Load |Packaging =
Flange Clip (bs) | Quantity |
AB 3 |Angle bracket w/ 1/4” hole 160 100
AO 4 |Offset bracket w/ 1/4” hole 160 100
Features
* Provides a “portable” 1/4” hole * Rod _hanger availat_>|e for 1_-1/4” and 3/8” threaded rod with
* Fits most beams and bulb tees or without thread impression
e Installs with just a hammer Part |Fig e Static | Standard
Niatiber #' Description Load | Packaging
. Standard : (Ibs) | Quantity
| Part | Flange Thickness Packaging Static Load 6T 5 [For 1/4" or 3/8" threaded rod nuts required 160 100
Number (in) Quantity (Ibs) 47 5 _|For 1/4” threaded rod with thread impression | 160 100
>hHa 3/32 to 9/64 100 160 6TI 5 |For 3/8" threaded rod with thread impression | 160 100
4H24 1/8 to 1/4 100 200
4H58 5/16 to 1/2 100 200
4H912 9/16 to 3/4 100 200

2 ol [
)57 o] K

Fig. #1 Fig. #2 Fig. #3 Fig. #4 Fig. #5

Pin Driven Angle Brackets

Features

Longer leg angle bracket for tool clearance
Designed to fit a variety of pin drivers

Improved for easier installation with pin drivers
Pre-galvanized steel

Pre-assembly options available for rod, wire, strap
and cable applications

Part _ |Working| Standard
Wb Description Load |Packaging
AFAB3 Angle bracket with 1/4” slotted hole and 3/16” mounting

160 100
hole.
10T Single Jack Chain AFAB4_|1/4" mounting hole (includes 1/4- 20 x 3/8" round head screw)] 350 50
250’ on a Roll

AFAB6 |3/8" mounting hole (includes 1/4- 20 x 3/8" round head screw)| 350 50

Note: Load limits apply to CADDY® Fasteners only. Pin must
be evaluated separately.

T e

Lion (Tenso) Chain
Double Loop

see page 361

1-888-671-8665 sales@sdisupplies.com
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CADDY® STUD WALL FASTENING APPLICATIONS

Fig. #2

Fig. #3

Features

keyholes for 4" sq. boxes

voltage applications

four sides
e Designed with two far-side

be used

(H US LISTED

Electrical Box Bracket

e Can be pre-fabricated prior to
attaching box to the bracket

e Box locking tabs securly lock
electrical boxes in place to prevent
disassembly during shipment

¢ Easily identify mounting orientation
of electrical boxes. Round keyholes
for 4-11/16" boxes and octagonal

e Mounts 4" or 4-11/16" electrical
boxes or plaster rings for low-

e Feet on the far-side supports help
prevent damage to the drywall

e Can be mounted to stud on all

supports for added stability
e Allows any box size or depth to

Fig. #1

Box Mounting Bracket
For Electrical Box

Features

e Easily attaches 4” and 4 11/16”
outlet boxes to metal stud (HS3 for
switch boxes)

e Support leg reduces movement of
box in wall

® Can be attached to metal or wood

stud

e Offset design and use of #SMS8
low profile self-tapping screws (not
included) reduce dry wall bulge

Part [Fig. = . epth | Standard
Numbar ;? Application Box Size Stud(ig)epth chkag!;mvg
: uanti
H23 1 U.S. 4insq. & 4-11/16in [212&3 112 100
H23TC 1 Canada 4insq.&4-11/16in [ 212 &3 12 100
H4 1 U.S. 4insg. &4-11/16 in 4 50
H46TC 1 Canada 4insg. &4-11/16 in 4&6 100
H6 1 U.S. 4insq. & 4-11/16 in 6 50
HS3 2 [U.S. & Canada Switch 212&3112 100

: ' Standard
N:;r; . F'#g' Description Packaging
: Quantity
Electrical box bracket for 2-1/2" or 3-5/8"
TEB23 1 |tud depth 50
TEB4 2 |Electrical box bracket for 4" stud depth 50
Far Side Box Support for TEB23-Snap on
JERGIRT = for 6" deep stud walls 190

sales@sdisupplies.com
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CADDY® STUD WALL FASTENING APPLICATIONS

“Mounts Electrical Screw On
Boxes” Hanger Conduit Support
Features

e Accommodates 1/2”, 3/4" and 1”
EMT, Conduit and MC/AC Cable

Alignment tab positively locates the
fastener on the stud, keeping your
conduit in line with box knock out
and H-series brackets

Features

* One bracket works for: Two box depths
(1 172" or 2 1/8" deep) Two box sizes

uoIisuadsn

(4" or 4 11/16” sq.) Three wall stud One-Piece Design « For wood or metal stud
dep'ths 21/ . 3 1/.2 &4 StUdS). e Delivers compliance with: NEC Article 358.30(A) which
* All-in-one design simplifies handling, requires conduit support within 36” of an electrical box.
reduces inventory and saves space One Size Fits All CEC Rule 12-1404 which requires conduit support within
* Requires only a screw gun to install B 1 m (36") of an electrical box. CEC Rule 1?-618 which
« V-notched on center allows for 5 i requires support of armoured cable within 300 mm (12")
consistent positioning 2 22 of an electrical box
e Built-in support legs reduce box
movement when used with EMT and Part . : PSta'?dgrd
is ideal for flexible conduit, MC, AC or Number SSCpHon (g:a:g!!ng
Non-meta!llc sheathed cable : £ Screw on Conduit Support; attaches 1/2” and
o Offset design of MEB1 and use of 4" CS812 [3/4" EMT, conduit, MC/AC to metal or wood 100
#SMS8 low profile self-tapping screws stud For 1 1/2 deep bex
(not included) reduce drywall bulge Screw on Conduit Support; attaches 1/2” and
* Can be pre-assembled in the shop Studs CS812D 3t/ d I!E(l\)/ITé csg(?juit, l\t/)IC/AC to metal or wood 100
ici 1y 1y " Stu r eep box
f(gballi?gv for greater efficiency at the 2k 35 4 Screw on Conduit Support; attaches 1” EMT,
y . ! I | CS16  |conduit, MC/AC to metal or wood stud For 2 100
* Plaster rings can be mounted separately 1/8” deep box
eliminating the need for an electrical |
box for low-voltage applications |
* MP Series brackets can be attached |
in-line to the MEB1 for low voltage
applications

* Mounts on either side of stud without
need to reposition box

Part o Standa_rd
Nismber Description Packaging
Quantity

MEB1__|“Mounts Electrical Boxes” Hanger 25

Eliminates offset
bending of conduit
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Snap On Box Supports
for Metal/Wood Studs

Features

e Spring steel for press-on attachment
e Center hole assists in consistent

Suspension

alignment, exact positioning and Fig. #1 -
screw attachment
e MSF requires hammer to attach Press-On Nail Plate
clip to box. DBM2 attaches without
hammer
Features
e Fast press-on installation; no tools
ot Standard required
Nur?rbe . '#9 Description Packaging e Protects electrical, datacomm
Quantity and plumbing
MSF 1 [Box support to outside of stud 100 e Works on wood or metal studs
DBM2 2 |Double box mount support 50

e Meets NEC 300.4(b)(2). Also
Designed to meet CEC 12-516 and 12-616

e Breakable tabs permit multiple plates to
be ganged together

e Corrosion resistant zinc phosphate coating

Part - Standa_rd
Niivbor Description Packaging
: - Quantity |
304B2 |Press-on Wood/Metal Stud Protection Plate 100

Gang Applications ‘E o d

Side View Face View

248 1-888-671-8665 sales@sdisupplies.com
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CADDY® STUD WALL FASTENING APPLICATIONS

Adjustable Far Side Switch Box Or Conduit )
Box Support To Metal Stud I~
Features Features m
e Provides far side electrical box * Allows the switch box to =
support in various stud wall depths protrude thrc>"ugh any size
* No adjustment needed in a 3-5/8" dry wall - 1/4", 3/8", 112", m
wall for the 766PM and 766PMD 5/8" or 3/ .y
¢ Fits most dry wall studding Fig. #1
e Fits most switch boxes n
- Figure 1, 4, and 5 only =

Pt Standard
Niinber Fig. # Description Packaging
“ Quantity
MFI 1 |1/4-20 Thread impression 100
MFS 2 |With screw (adjustable 1/4" thru 3/4") 100
Fig. #1 Fig. #5 MFO 3 |Riveted flush to stud face 100
. L MF250 3 |Riveted for 1/4" dry wa 100
Note: No Load Rating - Positioning Only [MF375 3 |Riveted for 3/8" dry wa 100
E Standard | |MF500 3 |Riveted for 1/2” dry wa 100
Part |Fig. st i MF625 3 |Riveted for 5/8” d 100
Description Pack ry wa
Number| # oo Sﬁaﬁ;g? MF750 3 |Riveted for 3/4” dry wa 100
: - 6MF 4 |3/8" Conduit or BX to metal stud 100
nazs | 1 [Adiustable Far Side Box Support 100 | [812MF 4 [12" to 3/4" Conduit to metal stud 100
- Hammer on for 2 1/2” and 3 1/2" studs 16MF 2 1" Conduit to metal stud 100
766 » |Adjustable Far Side Box Support 100 8PF 5 [1/2” Conduit to metal stud 100
- Lock on for 2 1/2", 3 1/2" and 4" studs 12PF 5 [3/4" Conduit to metal stud 100
766A 3 Adjustable Far Side Box Support 100 16PF 5 [1” Conduit to metal stud 100
- Snap on for 2 1/2”, 3 1/2", 4" & 6" studs
Adjustable Far Side Box Support
IROEM, | & Snap on for 1-1/2" deep electrical boxes 1
Adjustable Far Side Box Support
766PMD| 5 | Snap on for 2-1/8" deep electrical boxes 190

Fig. #2 Fig. “3

Fig. #2 Fig. #3 Fig. #4

1-888-671-8665 sales@sdisupplies.com 249
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Screw On Box Support

Features

Telescoping Box Support

* Permits positioning of metal
electrical box anywhere on metal or
wood stud, regardless of stud size

e The 350 is securely held in place with

Suspension

screws
Fig. #1

Part . - | Standard

Niighor Fig. # Description Packagfng

- Quantity
350 1 |For 4" electrical box to metal stud 100
350812M 2 |For 1/2” or 3/4" conduit to metal stud 100
35016M 2 |For 1" conduit to metal stud 100
3508P 3 |For 1/2" conduit to metal stud 100
35012P 3 |For 3/4” conduit to metal stud 100
35016P 3 |For 1" conduit to metal stud 100

C US LISTED
Features

e Adjustable from 12" to 25"

e Accommodates up to 6-gang
box in 16" stud spacing or up to
10-gang in 24" stud spacing

o Will support four electrical boxes
in 24" stud spacing

¢ Open design allows a variety of
positions for box location

e Easy to adjust after the electrical
box is installed

e For use with 4” square and
4-11/16" boxes and mud rings

¢ Unique, one-piece, break apart

Fig. #2 Fig. #3

design
, - Standard
Par; -~ Description Packaging
Nypner ' Quantity
TSRBS1625 |Telescoping Rigid Box Support 25

Note: For metal stud use in Canada, attach CADDY® part number
766PM for 1-1/2” deep boxes or 766PMD for 2-1/8" deep boxes.

ERICO

1-888-671-8665 sales@sdisupplies.com
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CADDY® STUD WALL FASTENING APPLICATIONS

Box Mounting Brackets  Screw Gun Box Bracket
For Between Studs For Between Studs

Features

e Can mount multiple 1-1/2" or 2-1/8" deep
boxes. Notched and marked for easy
identification and bending

e Improved design with stamped inch
markings and pilot holes accelerates precise
box conduit mounting between studs

uoIisuadsn

- * Pilot holes allow easy box attachment with
a screwdriver
Features e Requires only a screw gun to install
e Accommodates up to four * Reduces movement of the box when
4" or 4 11/16" boxes used with flexible conduit, ENT, MC, AC
e Eliminates the need for an or non-metallic sheathed cable
electrical box on low voltage ¢ Can be mounted to face or inside of stud
applications * No more time-consuming field fabrication
e Mounts 1 1/2" or 2 1/8" deep with scrap floor track.

boxes

e Supports electrical boxes, plaster .
rings or low voltage devices from  ® Adjustable for non-standard stud

one bracket spacing )
¢ Interlocking tab prevents accidental
Part Standard disassembly.
Fig. # Description Packaging| o ynique, one-piece, break apart design
Number Quantity que, piece, p an  rig.#1
Between Stud Box Mounting Brackets - - s - Standard
RBS16 1 |-Mounts up to three 4” or 4 11/16" 25 N F;?' ~ Description - 'B°"(P‘;"’th Packaging
boxes/plaster rings, 16” bracket et .. - - Quantity
Between Stud Box Mounting Brackets TSGB16 1 Telescoping Screw Gun Bracket 1128218 50
RBS24 2 |-Mounts up to four 4” or 4 11/16" 25 11" to 18" Stud Spacing
boxes/plaster rings, 24" bracket . Telescoping Screw Gun Bracket | 11/2 &2 1/8
TSGBT624") T |15-3/4" t0 25" Stud Spacing &2172 >0
Telescoping Screw Gun Bracket | 11/2 &2 1/8
T5GB24 | 1 117" to 26" Stud Spacing &212 >0

*For an innovative pre-fab solution see
the CADDY® GLIDER (TSGLDR1)

e Can be pre-assembled by the
contractor to allow for greater
productivity at the job site

e Pre-set for studs 16" or 24"

on center Fig. #
- - Standard
Part |Fig. = Box Depth :
Number | # Description (in) Pg;';?g::vg

SGB16A" | 2 |Screw Gun Bracket 16;' Stud Spacing |112&21/8 50
SGB24A" | 2 |Screw Gun Bracket 24" Stud Spacing [11/2&21/8 50
“Replaces SGB16 & SGB16D
"Replaces SGB24 & SGB24D
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CADDY® STUD WALL FASTENING APPLICATIONS

CADDY® GLIDER
Electrical Box Attachment Floor Mounted Box/
Features Conduit Supports

e Attaches to the TSGB without tools and
without the need to disassemble the TSGB

* Allows closer installation of multiple boxes
between or against the studs

* Allows for easy repositioning of electrical

boxes
¢ |deal for pre-fab assemblies C@US LISTED
* Easily attaches electrical boxes to the

Telescopic Screw Gun Bracket with a

single screw
Part — Fig. #1 Fig. #2
Number Description
TSGLDR1 CADDY® GLIDER Electrical Box Attachment
TSGLDRI1TC |CADDY® GLIDER Electrical Box Attachment Features

e FB series supports electrical boxes
from floor or concrete forms

e Available in 12", 16” and 18"
heights

e Slot provides for 8" height
adjustment

e Use FBS with CCS812 to support
conduits in concrete pours

e CCS812 eliminates offset bending

of conduit

Electrical Box . gggS;GzBalso works with TSGB

Mounting Strap

Features cus LISTED

¢ Can be used as a height
gauge for box center lines : Standard
of 12", 15" or 18" Par!: Fig. # Description Packaging

* Pre-punched holes provide : e AT TR TS Quantity |
easy screw msert.lon ccss12 | 1 (1:/%'.‘, :rlt3/ J'?CE ISIT e RI%% 100

* Keyholes allow simple pre- FBS12 2 |Floor support- for 12" High box 50
mounting and installation of screws c @ US LISTED |[FBS16 5 IFloor support- for 16" High box 50

* Works with stud spacing up to 25" FBS18 2 [Floor support- for 18" High box 50

* Replaces multiple SKUs compared
to competitor products

e Marked centerline for 16” and 24"
stud spacing

e |deal for use with TEB23 and CER4
for box mounting

¢ Works with TSRBS1625 as a floor
mounted box support

Part Standard

Description Packaging

Number Quantity
TEBS1624 |Electrical Box Mount Strap 50

252
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CADDY® STUD WALL FASTENING APPLICATIONS

Low Voltage Mounting
Bracket For New
Construction

Features

* Provides a bracket for mounting
low voltage Class 2 communication
outlets

* Reduces bulges in the dry wall
caused by plaster rings

* May be installed to the front or
the side of the metal or wood stud

e Side support provides for a rigid
installation

¢ Attaches with self-tapping screws
or nails

* Works with 1/2" and 5/8" dry wall
e Works with wood or metal studs

Fig. #1

Fig. #2

Pt |[Fig. .
MP1S 1 |Single gang plate mounting bracket for new work 25
MP2S 2 |Double gang plate mounting bracket for new work 25

Duick and Lomplete!

5

FLOOR MOUNT BOX SUPPORT
FMBS18

Features
e Positions center of electrical box 18 1/2”
above unfinished floor

e Meets ADA (Americans with Disabilities
Act) accessibility Guidelines Standards
(15" height minimum for “forward
reach” from a wheelchair)

* Quick, easy and efficient compliance to
construction requirements

e Mounts 4" or 4 11/16” U.S. or Canadian
boxes; 1 1/2" or 2 1/8"” deep

e Mounts plaster rings for low voltage applications
Mounts inside (use mounting tabs) or under floor track
Versatile positioning - independent of wall stud location

Built-in far-side back support for 2 1/2”, 3 1/2”, and 4"
metal or wood studs

Reduces stocking different size brackets

Accommodates additional brackets for multiple box and
device mounting

uoIisuadsn

Standard

. Description Packaging
e Quantity | © US LISTED
FMBS 18 |Floor Mount Box Support 25




Suspension

Non-Metallic Sheathed

Cable and MC/AC

Cable Support G@US LISTED

o Effectively support non-metallic
sheathed and MC/AC cables

e Secures cables 1-1/4" from the face
of the stud

e Flared edges prevent damage to
the cable jacket

e Holds up to four MC/AC cables or
four 12-3 non-metallic sheathed
cables with ground

¢ Unique “stop-bend” design helps
prevent cables from being installed
too far from face of stud

Features

blg/Ca pacit

Cable Gripper

Features

e Attaches to existing holes in metal

studs without tools or with Metal
Stud Punch (MSP20)

Delivers compliance with: NEC
300.4(d), CEC 12-510 and 12-516
Installs easily to metal and wood
studs

Provides secure installation of
multiple cables with unique locking/
unlocking system

Staples, nails or screws to wood stud
Supports four NMC or eight 4-pair
UTP, Category 5 and higher (electrical
and datacomm cannot be combined)

| Non-Metallic
| Sheathed Cables

Up to
12-3 w/ ground

Cable

Part , Standard
Nont Description _Packaging
. Quantity

CER4 Non-Metallic Sheathed and MC/AC
Cable Support

100

Metal Stu with non-metallic
sheathed cables

Metal Stud with MC/AC Cable

ERICO

254

CGA _ Cable Gripper cable support 100

- Description

Bag Qty

Refer to part number
MSP20 for the Metal
Stud Punch
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"Colorado Jim” Non-Metallic Sheathed

Cable Support Cable NMC And
MC/AC Cable Support
For Studs

Features
* Easy-to-use locking tab

e Cable locating ribs to maintain cable
separation

* Flared edges for cable protection
* NEC 300.4D applicable
* For wood or metal stud

uoIisuadsn

Features

e Delivers compliance with: NEC
300.4(d), CEC 12-618 and CEC 12-510

Standard : . L
2 Part: Fig, # Bascption Packaging| * NO installation tools required @
umber Quantity | * Provides secure support of NMC or C US LISTED
6 1 |Cable support- Non-metallic or metal clad 100 MC/AC to metal/wood stud in seconds.
to wood or metal stud One fastener, four applications
CJ6IN” 1 _[Cable Support with insulation 100
AC or Flexible Cable to Furring strip and Standard
cJ6s 2 100 andar
hat channel N::ll;er Description Packaging
"Used only in Canada Quantity
EXC20 NMC sizes 14-2 with ground thru 12-3 with ground 100
MC/AC cable sizes 14-2 thru 12-3 to studs
[PART CABLE TYPE CABLE SIZE CABLES PER Note: When supporting NMC in
NUMBER FASTENER Canada, FXC20 can only be used
14-2,12-2, 10-2, 143, : on wood stud.
‘EcJJG\Nood Non-Metallic 12-3 and 10-3 w/ground iy
8-2 and 6-2 w/ground 4 maximum
aé 14-2, 12-2, 10-2, 14-3,
to Metal Metal Clad (MC) Cable {123, 10-3, 14-4, 12-4 4 maximum
Stud and 10-4 w/ground
J6s 14-4,12-2, 10-2, 8-2,
to Furring Armored Cable (AC) 14-3, 12-3, 10-3, 14-4, 4 maximum
Strip and 12-4 and 10-4 w/ground
Hat Channel |Flexible Conduit (BX) 5/16, 3/8 4 maximum :
USED ONLY IN CANADA Anti-Rattle Support 4
CJ6IN to Non-Metallic 14-2, 12-2, 10-2, 14-3, 4 maximum
Metal Stud _[Sheathed Cable 12:3 and 10-3 wiground Features
e Permits ENT, MC and AC to be pulled thru
metal stud
* Requires a self-tapping screw to install
| e Supports ENT, MC/AC, EMT or rigid conduit
!kﬁ‘ﬂ:(ﬁl up tO 1 ”n
m‘m\ Part Standard
| ;:,__, Number Description Packaging
% Quantity
}/%I 781 Anti-Rattle Stud Support - conduit up to 1” 100
1




Metal Stud Punch

Features

fatigue and more comfortable
handling

* Tool design with offset handles allows
punch to work in confined locations
and near perpendicular walls

* Lightweight punch makes accurate
location of holes easier

* Hardened steel components keep tool
sharper longer - less replacement

* Punches up to 20 gauge sheet metal
* Plastic grommets snap easily into

3
U
g
3
)
~]
)|

* Cushioned handles mean less operator

1-11/32" hole
Standard
N:riger Description Packaging
Quantity
MSP20  [Metal Stud Punch 1

Fig. #1

Easy Snap Grommet
Features
* Snap one grommet into standard

tight two together into any shape
factory punched hole

* Provides 360° protection for cable
and makes cable pulls easier

* The ESGFP fits 1" CPVC pipe, copper

1-11/32" field punched hole, OR snap

CADDY® STUD WALL FASTENING APPLICATIONS

Fig. #1 Fig. #2

' Support

Features

¢ Eliminates conduit rattling

* Provides a quick means of
support for horizontal runs
of Rigid, EMT, MC/AC or ENT
through metal stud

“Florida Bob” Series

* Available with 812M snap shut conduit support, as well as
push in conduit support

* Installs with screw gun

P Fi Standard
N arl: '#g Description Packaging
umoer Quantity
Through Stud Cable/Conduit Support for
FB6M 1 MC/AC 100
Through Stud Cable/Conduit Support for
FB812M| 1 |1/2" or 3/4” Conduit 109
Through Stud Cable/Conduit Support for
il 2 1/2" Conduit 190
Through Stud Cable/Conduit Support for
FBT2P | 2 |3/4” Conduit 109
459/AR812

* One-piece spring steel design
snaps onto stud

Fig. #2

ERICO

; : - Standard
tubingiandicondulit. N:rirt:er F:#g. Description Packaging
Part Fig : Standa_rd : Quantity
Number | # Description Packaging Through Stud Cable/Conduit
Quantity 459 3 |Support for MCU/AC 100
ESG1 1 [Metal Stud Grommet 100 (14-2, 14-3, 12-2, or 12-3)
ESG1M 1 [Metal Stud Grommet 1,000 Through Stud Cable/Conduit _
ESGP 2 |Metal Stud Anti-Rattle Grommet 100 Support for: LIgZEs
ESGFP 3 [Metal Stud Grommet 100 112" and 3/4” EMT Conduit
ARBTZ | 3 1454 Rigid, IMC, PVC Sch 40 LEY
5/8" and 3/4" Copper Tube
MC/AC .700 - .925 O.D.

8665 salesesdisupplies.com




CADDY® DRYWALL FASTENING APPLICATIONS

Old Work Box Mount

Features

» One-piece, break-apart design
is easy to handle

e Works on drywall, lathe and
plaster; only a drywall saw
required

Fig. #1
Part |Fi Wall Standard
Number #g Description Thickness | Packaging
(in) Quantit
DSI2A 1_|Old work box mount | Up to 1-1/2 100
DSB

* One-piece, break-apart design
is easy to handle

* Works on drywall, lathe and plaster;
only a drywall saw required

* Accommodates single or multiple
gang boxes; for multiple gang
boxes use (2) DSB’s.

* Can be placed at different locations

Duick and Lomplete!

Device Leveler
And Retainer

Features

» Use for oversize dry wall openings
* Helps prevent broken cover plates

* Helps prevent device from being
pushed back in wall

* Makes floating device rigid

Part - Standa-rd
Number Description Packaging
Quantity

RLC Device leveler and retainer 100

on an electrical box to allow for kig:#2
more clearance.
¢ Fastener installs before the box to
free up your hands.
: Wall Standard
N::\rl:er F'#g' Description Thickness | Packaging
(in) Quantity
DSB 2 |Old work box mount 1/4 to 1-1/4 100

llg’hn--' p

s
2

Versatile Thread
Impression

Features

e Support point for speakers, audio/
video/security panels, EXIT signs, etc

e Works in 1/2" and 5/8" drywall

e Use either #6-32 screw or #6 sheet metal screw

* Spring steel with corrosion protection finish

it Standard

Description Packaging

Number Quantity
MPVTI |Versatile thread impression 20

5
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CADDY® DRYWALL FASTENING APPLICATIONS

Mounting Plate Brackets = i
(Non-Metallic)

Features

¢ No sharp metal edges with
plastic design

e Fast, easy way to install

¢ No installation tools required
to secure bracket in the drywall
opening

¢ Serrated interlocking system secures tightly

¢ Template points on brackets help eliminate multiple
measurement markings during installation

¢ Recessed design helps assure flush mount of device

¢ Only CADDY® provides the industry with the widest
application range 1/4" to 1 1/4” wall thickness

¢ Available in single gang, double gang and a unique
3-4 gang sizes

¢ Eliminates the need for electrical boxes on low voltage
class 2 applications

Fig. #1

Notes: For low voltage Class 2 use only.; No
Load Rating - Positioning Only

Fig. #1

Mounting Plate Brackets
(Metallic)

Screw-On Support

Features
* Provides positive support with
locking screws

e Mounts any standard low voltage
device in 1/2” through 1 1/4" walls

* Makes wire “fishing” easier

e Install with a drywall saw and
screwdriver

e Eliminates the need for an electrical
box when installing low voltage
Class 2 wiring

Notes: For low voltage Class 2 use only.

Part |Fig S Standa_rd
Niinber 3 : Description Packaging
Quantity
MP1P 1 _|Non-Metallic Single gang mounting plate 100
MPAL2 | 2 [Non-Metallic double gang mounting plate 100
MP34P | 3 |[Non-Metallic 3 or 4 gang mounting plate 2

Fig. #2 Fig. #3

part |Fi Standard
N :1ber '#9 Description Packaging
5 Quantity
MP1 1 Single gang Mounting Plate Brackets 100
(no screws included)
Single gang Mounting Plate Brackets
MPLS 2 screws to drywall (screws included) 100
Double gang Mounting Plate Brackets
el screws to drywall (screws included) o0
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Within Wall
Mounting Plate

MP1WWM

Features

e Unique installation eliminates
excess movement

e Fits any drywall thickness

« Designed to eliminate gaps between the wall and faceplate

« Highly visible yellow material helps prevent incorrect
installation

« Template dimples on the bracket provide measurement
markings for simplified installation

« Securing pins lock the plate into the drywall
« Convenient removable tether assists with positioning
e cULus® Listed

Part = Standa.rd
Number Description Packag!ng
Quantity

MPTWWM _ [Within Wall Mounting Plate 100

Low Voltage Mounting
Bracket For New
Construction

Features

e Provides a bracket for mounting
low voltage Class 2 communication
outlets

» Reduces bulges in the dry wall
caused by plaster rings

e May be installed to the front or the
side of the metal or wood stud

e Side support provides for a rigid
installation

e Attaches with self-tapping screws
or nails

s Works with 1/2” and 5/8"” dry wall

e Works with wood or metal studs

Fig. #1

Fig. #2
Notes: No Load Rating - Positioning Only
- Standard
Part Fig. “r :
Nimber| # Description Packag!ng
Quanti
MP1S 1 Single gang plate mounting bracket for 25
new work
MP25S 2 Double gang plate mounting bracket for 25
new work

Jab Saw
see page 409

Cushion Grip Jab Saw
see page 409

,,,,,,
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Suspension

CADDY® DATACOMM / ITS FASTENING APPLICATIONS

CADDY® CAT LINKS

~ Features

Provides proper support of cabling (CAT6a and higher)
CADDY® fasteners easily attach to any size CADDY CAT LINKS J-hook

cULus® Listed and complies with NEC® and TIA®™ requirements for
structured cabling systems

Cost effective alternative to expensive cable tray

Fig. #1 Fig. #2 Fig. #3 Fig. #4 * Pre-galvanized J-hooks provide smoother cable pull and greater
corrosion resistance

: Standard
N:::;er F'#g' Description Packaging
Quantity
CAT16HP 1_[1” J-hook designed for CAT6a and higher cabling 50
CAT32HP 1 2" J-hook designed for CAT6a and higher cabling 50
. | CAT48HP 1 [3" J-hook designed for CAT6a and higher cabling 25
CAT64HP 1 [4" J-hook designed for CAT6a and higher cabling 25
CATHPA4 2 |CATHP Angle Bracket with 1/4" hole 50
CATHPAG 2 |CATHP Angle Bracket with 3/8" hole 50
Fig. #5 Fig. #6 Fig. #7 Fig. #8 CATHPAN 2 |CATHP Angle Bracket with 3/16" hole 50
CATHPS4 3 |CATHP Straight Bracket with 3/8" hole 50
CATHPTM 4 |CATHP Tree Mounting Bracket 50
CATHP24 5 |Hammer-on assembly for 1/4"-1/8" flange with 360’ rotation 25
CATHP58 5 |Hammer-on assembly for 5/16"-1/2" flange with 360’ rotation 25
CATHP912 5 |Hammer-on assembly for 1/2"-3/4" flange with 360" rotation 25
CATHPBCB 6 _|Screw-on beam assembly for 1/8"-1/2" flange with 360’ rotation 25
CATHPBC200B | 7 |Screw-on beam assembly for 1/8"-5/8" flange with 360° rotation 25
CATHP24SM | 8 |Hammer-on assembly for 1/8"-1/4" flange 50
CATHP58SM | 8 |Hammer-on assembly for 5/16"-1/2" flange 50
CATHP912SM | 8 |Hammer-on assembly for 1/2"-3/4" flange 25
2 g CATHPBC 9 |Screw-on beam assembly for 1/8"-1/2" flange 50
Fig:#9 EIGTD Rig- 1] Flg: #12 CATHPBC200 | 10 |Screw-on beam assembly for 1/8"-5/8" flange 25
CATHPAF14 | 11 |Z purlin assembly for 1/16"-1/4" flange 50
CATHPVF14 | 12 |C purlin assembly for 1/16"-1/4" vertical flange 50
CATHPESC 13 |Easy strut assembly 50
Rod/flange assembly for #12 SWG - 1/4" wire or plain rod, 1/4"
Sl S threaded rod & 1/8"-3/8" flange o
CATHP6Z34 | 14 |Rod/flange assembly for 3/8" threaded rod & 3/8"-9/16" flange 50
CATHPCDOB | 15 |Underfloor assembly for 3/4" round pedestal 25
CATHPCD1B | 15 g:g;rtfili?or assembly for 7/8"-1" round pedestal or 3/4" square 25
— : CATHPCD2.5B | 15 |Underfloor assembly for 1" square pedestal 25
Fig. #13 Fig. #14 Fig. #15 Fig. #16 CATHPCD2B | 15 |Underfloor assembly for 7/8" square pedestal 25
CAT16HPTS | 16 |Acoustical tee bar assembly 2
CATHPPLR 17 [Cable Puller for CATHP 2

Fig. #17
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CADDY® DATACOMM / ITS FASTENING APPLICATIONS

CADDY® CABLECAT
Wide Base Cable Support

Features
* Provides proper support of Category 5e, Category 6,
fiber optic and innerduct

¢ Many sizes and designs available to attach to a variety
of structures.

Fig. #1 Fig. #2 * Cost effective alternative to expensive cable tray

¢ Galvanized finish on J-hooks provide smoother cable
pull and greater corrosion resistance.

* cULus® listed and complies with NEC® and TIAS™
requirements for structured cabling systems

uoIisuadsn

* Patent Number: 5,740,994

: Standard
N:;r;er F'#g' Description Packaging
Quantity

CAT12* 1 J-hook that accepts up to 16 4-pair UTP CAT 5e 50

or 2-strand fiber optic cable, or 10 CAT 6 - 3/4" dia
J-Hook that accepts up to 50 4-pair UTP CAT 5e
Fig. #3 CAT21*! 1 |or 2-strand fiber optic cable or innerduct, or 80
32 CAT6-15/16" dia

J-Hook that accepts up to 80 4-pair UTP CAT 5e

CAT32* 1 |or 2-strand fiber optic cable or innerduct, or 60
50 CAT 6 - 2" dia

CAT64* 1 J-Hook that accepts up to 300 4-pair UTP CAT 5e 25
or 2-strand fiber optic cable, or 185 CAT 6 - 4" dia

CATHBA 2 E);tleended J-Hook angle bracket - 1/4" mounting 40

CATHBA3"| 3 |E)(()tlznded J-Hook angle bracket - 3/16” mounting 40

CATHBAG | 3 E)étlznded J-Hook angle bracket - 3/8” mounting 40

CATHBAS | 3 E);tle;nded J-Hook angle bracket - 1/2” mounting 0

Fig. #4 Fig. #5 CATKITA 4 CAT32 - 20 pieces; CATHBA Hanger - 5 pieces; 1

BC200 Beam Clamps - 5 pieces
CAT21 - 10 pieces; CAT32 - 10 pieces; CATHBA
CATKITB 4 |Hanger -5 pieces; BC200 Beam Clamps - 5 pieces 1
(screws included)

CAT21 - 20 pieces; CATHBA Hanger - 5 pieces;
CATKITC . BC200 Beam Clamps - 5 pieces (sgcrews included)
CATTS 5 |Support from tee grid 100

TAvailable in Stainless Steel
" Load limits apply to CADDY® fasteners only.
Pin must be evaluated separately.

Metal Screws
Features

* For CADDY® CABLECAT
Wide Base Cable Support.

Part Standard
Description Packagin
Number ging
Quanti
S3575BP100  [1/4- 20 x 3/8"” round head screw 100
S3575DP100 [1/4- 20 x 3/4” round head screw 100

ERICDO
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CADDY® DATACOMM / ITS FASTENING APPLICATIONS

CADDY® CABLECAT

Wide Base Cable Support Clips -
3/4" Diameter Loop

Suspension

Fig. #1

Fig. #4

Fig. #7

Fig. #10

Fig. #13

262

Fig. #2

Fig. #5

Fig. #8

Fig. #11

ERICO

1-888-671-8665 sales@sdisupplies.com

Fig. #3

Fig. #6

Fig. #9

[H US LISTED

. Standard
Fart fig. Description Packaging
Number # :
Quantity
3/4" J-Hook assembled to 4734 - #12 thru 1/4" wire,
§ . Sl | plain or threaded rod and 1/8" thru 3/8" flange .
| 3/4" J-Hook assembled to 6234 - 3/8" plain or
i i SATleaz3 ! |threaded rod and 3/8" thru 7/16” flange 0
- CATI2TS by 3/4" J-Hook assembled to Acoustical tee bar 60
bracket
CAT12AB 3 3/4" J-Hook_assembled to angle bracket - 0
1/4" mounting hole
. 3/4" J-Hook assembled to Angle Bracket
St Assembly - 3/16” mounting hole Sl
3/4" )-Hook assembled to C purlin bracket -
F TR 5 1/16" thru 1/4" vertical flange 40
3/4" J-Hook assembled to hammer-on
SATIDM (58 1/2" thru 3/4" flange - side mount ol
3/4" J-Hook assembled to hammer-on 1/2"
CAT12912 / thru 3/4" flange — bottom mount rotates 360° 20
3/4" J-Hook assembled to hammer-on
Copenl ) 1/8" thru 1/4" flange - side mount &
3/4" J-Hook assembled to hammer-on 1/8"
EAT1224 { thru 1/4" flange — bottom mount rotates 360° Gl
3/4" J-Hook assembled to hammer-on
i 12585M 2 5/16" thru 1/2" flange - side mount a0
3/4" J-Hook assembled to hammer-on 5/16"
CAT1258 ’ thru 1/2" flange — bottom mount rotates 360° ol
3/4" J-Hook assembled to screw-on bracket -
CAT128C 8 1/8" thru 1/2” flange i
3/4" J-Hook assembled to screw-on bracket -
CATI28000 | 9 1/8" thru 5/8" flange 40
3/4" J-Hook assembled to screw-on bracket -
CMIHZRC2006 18I0 1/8" thru 5/8" flange - rotates 360° i
3/4" )-Hook assembled to screw-on bracket
CAZECE 8 1/8" thru 1/2" flange - rotates 360° 2
CAT12CD1B | 11 3/4" J-Hook assembled to under floor support 40
: 3 to pedestal
‘ 3/4" J-Hook assembled to Z purlin bracket -
CATI2AF14 112 13167 thru 1/4” Z purlin 4
CAT12ESC 13 |Snap-in 3/4" Diameter J-Hook 60

Fig. #12
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CADDY® DATACOMM / ITS FASTENING APPLICATIONS

Part Fi Standard
Number ,? Description Packaging
Quantity

1-5/16" J-Hook assembled to 4234 - #12 thru 1/4"

CAT214234 ! wire, plain or threaded rod and 1/8" thru 3/8" flange 0
1-5/16" J-Hook assembled to 6234 - 3/8" plain or

CAT216234 ! threaded rod and 3/8” thru 7/16" flange 60

CAT21AB ) 1-5{’16 J-quk assembled to angle bracket - m
1/4" mounting hole
1-5/16" J-Hook assembled to Angle Bracket

CAT21AFAB3 | 3 Assembly - 3/16" mounting hole 40

CAT21AFABS | 3 1-5/16 J»Hook"assemb!ed to Angle Bracket 2
Assembly - 1/4” mounting hole
1-5/16" J-Hook assembled to Angle Bracket

CATZIAPARGS]. S Assembly - 3/8” mounting hole 40
1-5/16" J-Hook assembled to C purlin bracket -

SRR * 1/16" thru 1/4" vertical flange 3
1-5/16" J-Hook assembled to hammer-on

CAT219125M | 5 |45 thru 3/4" flange - side mount 40
1-5/16" J-Hook assembled to hammer-on

CAT21912 6 112" thru 3/4" flange - bottom mount rotates 360° 2
1-5/16" J-Hook assembled to hammer-on

CAIRIZN > 1/8" thru 1/4" flange - side mount 0
1-5/16" J-Hook assembled to hammer-on

ARz 6 1/8" thru 1/4" flange - bottom mount rotates 360° %
1-5/16" J-Hook assembled to hammer-on

CAT2T5nsg : 5/16" thru 1/2" flange - side mount X
1-5/16" J-Hook assembled to hammer-on

AR 6 5/16" thru 1/2" flange - bottom mount rotates 360° 4
1-5/16" J-Hook assembled to screw-on bracket -

FeRtC 1 1/8" thru 12" flange ¥
1-5/16” J-Hook assembled to screw-on bracket -

CAT21BC200 8 1/8" thru 5/8" flange 40
1-5/16" J-Hook assembled to screw-on bracket -

CAT21BC2008 | 9 1/8" thru 5/8" flange - rotates 360° g
1-5/16" J-Hook assembled to screw-on bracket

CAT21BCB 7 1/8" thru 1/2" flange - rotates 360° 40

CATACDIB | 10 1-5/16" J-Hook assembled to under floor support 0
to pedestal
1-5/16" )-Hook assembled to Z purlin bracket -

CAT21AF14 " 1/16" thru 1/4" Z purlin 40

CAT21ESC 12 |Snap-in 15/16" Diameter J-Hook 60

CADDY® CABLECAT

Wide Base Cable Support Clips
-15/16"” Diameter Loop

T
‘.
Fig. #1 Fig. #2
€
T
s
Fig. #4 Fig. #5
S5
¥
Fig. #7 Fig. #8
Y ‘h'
Lt
!‘l‘
P
L

Fig. #10 Fig. #11
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Fig. #3

Fig. #6

Fig. #9

Fig. #12

H US LISTED

1-888-671-8665 sales@sdisupplies.com
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CADDY® DATACOMM / ITS FASTENING APPLICATIONS

CADDY® CABLECAT
Wide Base Cable Support Clips -

2" Diameter Loop

{
v
£
-
Fig. #1
4%
&t
9~
Fig. #4
'-—
| o
r?
e |
‘¥
Fig. #7
i
o«
>3
N
Fig. #10

Fig. #2

Fig. #5

Fig. #8

Fig. #11

(H @ US LISTED

N o ¥/ 2  Ouick and Complete!

: Standard
N::'nrl':er F'#g' Description Packaging
Quantity
2" J-Hook assembled to 4Z34 - #12 thru 1/4"
CAT324Z34 1 |wire, plain or threaded rod and 1/8" thru 3/8" 40
flange
2" J-Hook assembled to 6234 - 3/8" plain or
CAT32624 1 threaded rod and 3/8" thru 7/16" flange 40
CAT32AB 7 2 {—Hook a_ssembled to angle bracket - 20
1/4" mounting hole
i 2" J-Hook assembled to Angle Bracket
Fig. #3
CATRRARARD | 8 Assembly - 3/16" mounting hole 40
CAT32AFABA | 3 2" J-Hook asse,[nbled to Angle Bracket 0
Assembly - 1/4” mounting hole
2" )-Hook assembled to Angle Bracket
. CAT32AFABG | 3 Assembly - 3/8" mounting hole 40
2" J-Hook assembled to C purlin bracket -
CAT32VF14 4 1/16" thru 1/4" vertical flange 40
2" J-Hook assembled to hammer-on 1/2"
CAT329125M | 5 thru 3/4" flange - side mount 0
2" J-Hook assembled to hammer-on 1/2"
CAT32312 . thru 3/4" flange — bottom mount rotates 360° s
2" J-Hook assembled to hammer-on 1/8"
Fig. #6 g 2 thru 1/4” flange - side mount i
2" J-Hook assembled to hammer-on 1/8"
A s thru 1/4" flange - bottom mount rotates 360° =
2" J-Hook assembled to hammer-on 5/16"
b | CATI2585M 2 thru 1/2" flange - side mount 2t
) 2" J-Hook assembled to hammer-on 5/16"
-\J;' SiE . thru 1/2” flange - bottom mount rotates 360° L
i CAT32BC 7 2" J-Hook assembled to screw-on bracket - 40
g‘; 1/8" thru 172" flange
H : 2" J-Hook assembled to screw-on bracket -
: [ : CAT328C200 | 8 1/8" thru 5/8" flange 20
E i ; 2" J-Hook assembled to screw-on bracket -
CATI2BC2008/: 9 1/8" thru 5/8" flange - rotates 360° 20
) 2" J-Hook assembled to screw-on bracket
s CAT328CB / 1/8" thru 1/2" flange - rotates 360° 20
CAT32CD1B 10 2" J-Hook assembled to under floor support 2
to pedestal
2" J-Hook assembled to Z purlin bracket -
iRy =% 1/16" thru 1/4" Z purlin 40
CAT32ESC 12 |Snap-in 2" Diameter J-Hook 40

Fig. #12

8665 salesesdisupplies.com
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CADDY® DATACOMM / ITS FASTENING APPLICATIONS

CADDY® CABLECAT

Wide Base Cable Support Clips -
4" Diameter Loop

uoIisuadsn

- Standard
Part Fig. e :
Nirbor § Description Packag_lng
Quantity [
4" J-Hook assembled to Angle Bracket
s . Assembly - 3/16” mounting hole =
4" J-Hook assembled to Angle Bracket
CATG4AFABA ; Assembly - 1/4" mounting hole >
4" J-Hook assembled to Angle Bracket
CAlodEnth | Assembly - 3/8" mounting hole &
4" J-Hook assembled to C purlin bracket -
CAle Rl 2 1/16" thru 1/4" vertical flange 2 Fig. #1 Fig. #2 Fig. #3
4" J-Hook assembled to hammer-on
CAe N . 1/2" thru 3/4" flange - side mount o2
4" J-Hook assembled to hammer-on
CAT64912 4 172" thru 3/4" flange - bottom mount 25
rotates 360°
4" J-Hook assembled to hammer-on
CATBAZASM - 1/8" thru 1/4" flange - side mount 2
4" J-Hook assembled to hammer-on
CAT6424 4 11/8" thru 1/4" flange - bottom mount 25
rotates 360°
4" J-Hook assembled to hammer-on
CATB4585M 3 5/16" thru 1/2"” flange - side mount =
4" J-Hook assembled to hammer-on
CAT6458 4 |5/16" thru 1/2"” flange - bottom mount 25 Fig. #4 Fig. #5 Fig. #6
rotates 360°
4" J-Hook assembled to screw-on
CATB4BC . bracket - 1/8” thru 1/2" flange >
4" J-Hook assembled to screw-on
CATG4BC200 g bracket - 1/8” thru 5/8" flange e 1
4" J-Hook assembled to screw-on !
CAT64BC2008B 7 |bracket - 1/8" thru 5/8” flange - rotates 25 < f‘é
360° o
4" J-Hook assembled to screw-on bracket E!
G ACE : 1/8" thru 1/2" flange - rotates 360° > §
4" J-Hook assembled to under floor
G 8 support to pedestal >
4" J-Hook assembled to Z purlin
CAT64AF14 9 bracket - 1/16" thru 1/4” Z purlin 25 ) ) )
Fig. #7 Fig. #8 Fig. #?

NORTHFLEX DURO TASK™

GLOVES

see page 741
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CADDY® CABLECAT

Vertical Backbone
Cable Support

Features

CADDY® DATACOMM / ITS FASTENING APPLICATIONS

Fig. #1

Makes vertical cable pulling easier
- locking mechanism opens during
pull and re-engages when cable is
released

Accepts wide range of cable sizes:
(75) 4-pair UTP CATSE, (47) CATS,
(10) 25-pair UTP, (1) each 100-pair
through 600-pair.

Available as wall-mount
(#CAT600WM) or strut-mount
(#CAT600R)*

Strut-mount includes pre-riveted
assembly that twist-locks into the
strut

Rounded edges help prevent
cable damage

CADDY® CABLECAT
Pulley

Features

* CAT32PLR accepts up to 20 four-pair
cables

e Complies with the TIA™ standard
requirement by minimizing the pull
force on the cable

e Frees up the “second man” on cable
pulling

e Kit includes spring-loaded J-hook,
pin, wheel and retainer, link, and
beam clamp

¢ Maintains proper bend radius and
protects cable during the installation

¢ When the job is complete, the pulley
and pin assembly can be removed
leaving the J-hook as a cable support

¢ CAT64PLR accepts up to 40 four-pair
cables

e The CAT32PLR pulley components
can be used on original design CAT32
J-hook

¢ The CAT64PLR pulley components
can be used on original design CAT64

¢ Valuable space savings within J-hook

telecomm closets
* More versatile allowing future

additions of cable runs
¢ Reduces installation time = Standard
* Allows cable installation to start Number Description Packaging

fl Quantity
at the bottom floor - - :
: S . Pulley kit - CAT32 2" spring-loaded J-hook, pin,

* Galvanized finish for corrosion CAZRR wheel and retainer, link and beam clamp Ly

protection Pulley kit - CAT64 4" spring-loaded J-hook, pin,

CATGHPLR wheel and retainer, link and beam clamp :
: Standard
Part Fig. s :
Description Packaging| « | \

Number # Olinntity
CAT600R 1 |Vertical Cable Support - Strut mount 2
CAT600WM | 2 |Vertical Cable Support - Wall mount 2

Vertical Cable Support - Strut mount kit
CAT600RKIT| 1 |with (1) 18" precut slotted strut & (4) 1
CAT600R

ERICO

1-888-671-8665 sales@sdisupplies.com




Features Adjusta ble

* Up to 425 4-pair UTP or 2-strand ort
fiber optic cable, or 265 CAT6 - 4" cable Supp

or 6” dia. loop
* Provides proper support of
Category 5e, Category 6,
fiber optic and innerduct
* Multiple sizes and designs available
to attach to a variety of structures
* Cost effective alternative to expensive cable tray
® cULus® listed and complies with NEC® and TIASM
requirements for structured cabling systems

* Suitable for air handling spaces (plenum)

Fig. #1 Fig. #2

Part Fi Standard
Nur?:ber '*? Description Packaging
_Quantity
Adjustable Cable Support
Adj. Cable Support for use with
CAT425 1 [1/4" Threaded rod or horizontal 10
surface
Adj. Cable Support with 3/8"
CATA25A6 2 Threaded rod or horizontal surface 10
Adj. Cable Support with Wall Fig. #3 Fig. #4
CAT425WM 3 mount - vertical surface i
Beam Clamp
Adj. Cable Support with Screw-on
SALIEC 4 |1/8" - 12" flange (rotates 360°) . i
Adj. Cable Support with Screw-on @‘2
CAT425BC200 | 5 |1/8" ~'5/8" flange (rotates 360°) 1 =
Hammer on Flange Clip
Adj. Cable Support with
CAT425245M 6 Hammer-on 1/8” - 1/4"” flange i
Adj. Cable Support with
CATA425585M 6 Hammer-on 5/16"” - 1/2" flange i
Adj. Cable Support with Fia. #5 Fig. 46
CAT4259125M 6 Hammer-on 9/16"” - 3/4" flange = ° °
Purlin
Adj. Cable Support with
CATA25AF14 7 Hammer-on 1/16"” - 1/4” Z purlin 10 \ “1
Adj. Cable Support with Hammer- i v
CATA25VF14 8 on 1/16” - 1/4” vertical flange iy -
Adj. Cable Support with Under
CAT425WMCD1B| 9 floor pedectal

8665 salesesdisupplies.com
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CADDY® DATACOMM / ITS FASTENING APPLICATIONS

CADDY® CAT CM

Features

* Specially designed U-Hooks and double :

J-Hooks have large- diameter, rounded

support surfaces/edges to avoid over-

bending and kinking of cables

Cable support system offering

unprecedented installation flexibility

Compliant with NEC® and ANSI®/TIAM

structured cabling systems standards

Hooks are cULus® listed

Convenient pathway for wires and

cables

* Rod-Mounted allows for field assembly
onto All-Thread Rod

¢ Cantilever-Mounted allows U-hooks to
be mounted with brackets to walls and

Fig. #1

Fig. #2

columns
Standard |
N:r:rl:er Fig. # Description Packaging| "%* Fia. #4

Quantity
CAT100CM 1 [Double J-Hook 20
CAT200CM* 2 [U-Hook 200 mm/8" with T-nut 10
CAT200CMLN | 2 |U-Hook 200 mm/8"” less nut 10
CAT300CM* 2 |U-Hook 300 mm/12" with T-nut 10
CAT300CMLN | 2 |U-Hook 300 mm/12” less nut 10
CATRL200CM 3 |Roller 200 mm/8” (incl. rod & nuts) 10
CATRL300CM | 3 [Roller 300 mm/12"” (incl. rod & nuts) 10
CATRT200CM | 4 |Wire Retainer 200 mm/8" 50
CATRT300CM | 4 |Wire Retainer 300 mm/12" 50
CATTBCM 5 [Protection Tube 30
CATWMCM 6 |Wall Bracket 10

*Quick-Attach T-nut for HALFSLOT Strut

Fig. #5 Fig. #6

CABLE CAT100CM | CAT200CMLN | CAT300CMLN

ON ROD ON ROD OR ON ROD OR

CANTILEVER CANTILEVER

4-pair UTP,
Cat 5/5¢ 80 500 750
4-pair UTP,
Cat 6 50 315 470
4-pair
SCTP/FTP 40 250 375
4-pair STP 26 170 250
Area (sq. in.) 2x1.58 21.00 32.00

1-888-671-8665 sales@sdisupplies.com
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CADDY® DATACOMM / ITS FASTENING APPLICATIONS

Plain, Threaded
And Wood Screw
Bridle Rings

Features

* When combined with other
Fig 41 CADDY?® Fasteners, Bridle Rings
can be located on:

e “C” Purlins — VF144TI. il
e “Z" Purlins — 1224T| or AF144TI.
e Acoustical T-Grid — ATS4l or ATAA4I.

uoIisuadsn

Multi-Purpose Clip

Features  Beam Flanges up to 3/4" —
* Requires only a hammer to install 2FMP28, BC, BC200, M912.
* Accommodates any beam flange e Concrete — 4TIB.
from 1/8” to 1/2" thickness e Drop Wire — 4734 - 6Z34.
e Accommodates standard 1/4-20
or #10-24 threaded bridle rings, Part |Fig. - Standard
standard drive rings as well as Number |- Description Packaging
unthreaded bridle rings s O TP Tr R Vo et Q“f(’)‘;'ty
" Ppomdineingsonbrdienings’  FRRpEsIlT Bridle ring 3/4” dia. #8 wire 100
rom flange 2BR20 1_|Bridle ring 1-1/4" dia. #8 wire 100
2BR32 1 _|Bridle ring 2" dia. #8 wire 100
2BRT8 2 |Bridle ring 1/2" dia. 10-24 threaded 100
Part | Fig. — Standard | [2BRT12 2 |Bridle ring 3/4” dia 10-24 threaded 100
Number | # Description Packag!ng 2BRT20 2 |Bridle ring 1-1/4" dia. 10-24 threaded 100
T = Quantity | [2BRT32 2 |Bridle ring 2" dia. 10-24 threaded 100
2FMP28 | 1 be‘;n']'gurposi clip that accommodates| 4BRT20 2 [Bridle Ring 1-1/4” dia. 1/4-20 threaded 100
Note: Drive ri ange rom 1/8" to 1/2 4BRT32__| 2 |Bridle Ring 2" dia. 1/4-20 threaded 100
ote: Drive rings not available from ERICO 4BRT64 2 |Bridle Ring 4" dia. 1/4-20 threaded 50
4BRT20Ws| 3 Bridle Ring 1-1/4" dia. #14 wood screw 100
thread
4BRT32Ws| 3 Bridle Ring 2" dia. #14 wood screw 100
thread

Notes: Bridle Rings not recommended for high performance
cables, see CADDY® CABLECAT series.

Fig. #2 Fig. #3

Ball Pein Hammers
see page 411

ERICDO
269
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CADDY® DATACOMM / ITS FASTENING APPLICATIONS

CADDY® Mille-Tie™

Features
¢ Suitable for heavy duty applications

¢ Maintains cable properties and
conductor configuration

¢ Protects cable from crimping with
“Intelligent Grip Technology”

e Cushions vibration

Suspension

* No sharp edges S
; . ®
¢ One size fits all CADDY CAT CR50
* Reusable Cable Retainer
Features
Part |Fig. D e PSta'?da!rd .
Number | # esopUon 3:;‘2;;? « Allows for horizontal and vertical
o hange of direction

Yellow CADDY Mille-Tie (Low Smoke - &
GATMTLS 1 e e o DR 1,000 | « Complies with the NEC®, the CEC
cATMTP | > |Red CADDY Mille-Tie (suitable for oes and TIAM standards

air-handling spaces) : e Installs easily\works with CAT 5e and © US LISTED
CATMTH | 3 |[CADDY Mille-Tie Heavy Duty (Black) 100 higher, fiber optic and coaxial cable

e Residential Application

¢ Suitable for air-handling spaces
(plenum rating)

Standard
N::lrl:er Description Packag!ng

Quantity
CATCR50 |Cable Retainer 50 mm, 2” dia. 25

270 1-888-671-8665 sales@sdisupplies.com
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CADDY® LINIAN Clip : Camera, alarm and
speaker hanging
support solutions

Features

* After the hole is drilled, no tools
are required for installation

* Corrosion-resistant coating
* Easily fixes fire-resistant cables
to brickwork, concrete, masonry, e Reduces installation time

Viged sl s dijyeod beams e Securely fastens cameras to various
* Independently tested to resist Fig. #1 building structures Fig. #1

tensile loads of up to 24 Ibs
* Installs up to 70% faster than

Features

e Complies with codes and best

5
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! practices
saddle clips
Part! | Fig Standard S Standard
: Description Packaging 4 9. Description Packaging
Number | # Quantity | [Number| # Quantity
LI 1 |Cable clip for coax, control & alarm cable 100 SCMKB | 1 |Security Camera Mounting Kit - Beam 20
and speaker wire (6 to 8 mm) SCMKC | 2 [Security Camera Mounting Kit - Between T-grid 20
LI2 1 |Cable clip for coax, control & alarm cable 100 SCMKT | 3 [Security Camera Mounting Kit - T-grid 20
and speaker wire (9 to11 mm) SCMKW | 4 |Security Camera Mounting Kit - Wall Mount 20
LI1B 2 Cable clip for coax, control & alarm cable 100
and speaker wire (6 to 8 mm)
Cable clip for eoax, control & alarm cable
L12B B and speaker wire (9 to11 mm) 100
Cable clip for coax, control & alarm cable
LU, . and speaker wire (6 to 8 mm) 100
Cable clip for coax, control & alarm cable
LI2W 3 and speaker wire (9 to11 mm) 100

Fig. #2 Fig. #3 Fig. #4

Signal Reference Grid
Wire Clamp

HEE HoES Features

* Provides a quick method to
mechanically support a signal
reference grid wire below computer
room floors.

* One fastener will support #2 wire, #8
stranded (.146) to #4 stranded (.280).

* Fits post sizes 3/4” to 1" round or
square.

* Slots in fastener grip wire to provide
positive contact with post.

* Clamps grid wire directly to post
allowing a low resistance connection
across bare metal contacts.

* Installs easily with a screwdriver or
nut driver. H US LISTED

: Standard
Part : . Post Size s
Wire Size Gauge : Packaging
Number (in) Quantity
RGC #2 Wire, #8 Solid (.146) 3/4to 1 100
thru #4 Stranded (.280) | round or square

ERICO

271




Suspension

= I N/ T Quick and Complete!

SERVICE DEPENDAB/ILITY INTEGRI/TY

CADDY® DATACOMM / ITS FASTENING APPLICATIONS

Fig. #1

Box Eliminator
Conduit Support

Features

» Eliminates need for electrical box
when datacomm cables are run in
conduit

e Supports 3/4”, 1" and 1-1/4" conduit

¢ Easily attaches to the MP1S or MP2S
low voltage mounting plates

* MP1SCB & MP2SCB mounting
plate kits include: mounting plate,
conduit support and screws

Fig. #1

. Standard
N::lrt:er F;?' Description Packaging
Quantity
Single Gang Box Eliminator Conduit
MP1SCB 1 |Support (Includes: MP1S, MP1SCB1220 25
and screws)
Double Gang Box Eliminator Conduit
MP2SCB 2 |Support (Includes: MP2S, MP1SCB1220 25
and screws)
MPCB1220 | 3 Box Eliminator Conduit Support (with 25
screws)

Fig. #2

Low Voltage Mounting
Bracket For New
Construction

Features

¢ Provides a bracket for mounting
low voltage Class 2 communication
outlets

e Reduces bulges in the dry wall
caused by plaster rings

e May be installed to the front or the
side of the metal or wood stud

e Side support provides for a rigid
installation

e Attaches with self-tapping screws
or nails

e Works with 1/2” and 5/8"” dry wall
e Works with wood or metal studs

Notes: No Load Rating - Positioning Only

part |Fi Standard
Nur?\b T '#9 Description Packaging
Quantity
MP1S 1 Single gang plate mounting bracket for 25
new work
MP2S 2 Double gang plate mounting bracket for 25
new work

sales@sdisupplies.com
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CADDY® ACOUSTICAL / CEILING /PARTITIONS APPLICATIONS

Seismic Fixture
Clamp

Features

e Cost effective
e Reusable

* Secures fluorescent light fixtures to
the ceiling frame members

* Requires no additional chains, cables
or slack wires attached to the fixture

* Helps strengthen integrity of the T-Bar system
* Holds in place against the force of standard fire-hose pressure
* Meets U.S. building code and electrical code specifications

¢ Also satisfies NEC® 410.16(C) positive attachment for secure
fastening of luminaires (fixtures) complying with
Acceptance Criteria 184

Fig. #1

. Standard
N : ;r; or F|#g. Description Packaging
Quantity

SECLT 1 Seismic Fixture Lighting Clamp (set of 4) for 100

one standard tapered 2’ x 4’ light fixture
Seismic Fixture Lighting Clamp (set of 2) for
one 2’ x 2' light fixture. In addition, a set of
SFCLT is required

Seismic Fixture Lighting Clamp (set of 2) for
reinforcement of T-Bar main runner/cross
runner connections

Seismic Fixture Lighting Clamp (set of 2) for two
standard tapered 2’ x 4’ light fixtures end-to-end. 50
In addition, a set of SFCLT is required

Seismic Fixture Lighting Clamp (set of 2) for
two standard tapered 2’ x 4' light fixtures
side-by-side. In addition, a set of SFCLT is

SFCLTCF | 2 100

SFCLTCFS| 3 100

SFCLTE 2

SFCLTS 2 50

required

Fig. #2 Fig. #3 SFC required at each corner

Note: The Seismic Fixture Clamp has been tested for compliance to
the UBC, NEC, NBC, and CEC as well as approved and listed with:

- Warnock Hersey (Listed)

- ETL (Listed)

- Certified to CSA C22.2 No. 9.0-96 Component Only

- ID: Seismic Fixture Clamp

Lay In And Troffer
Light Fixture Support
Clips

Features

* Complies with The National
Electrical Code, Article 410.16 Means
of Support

* Gives a positive method of securing
troffers and lay-ins

* Fits round or rectangular head tee bar

* No tools required for installation

* 4 clips per fixture required per UL listing
* 515 For straight lip fixtures

* 515A For straight or upturned lip fixtures

Fig. #1

Part | = St
Number Fig. # Description Packag!ng
Quantity
515 1 |Straight lip fixtures 100
515A 2 |Upturned or straight lip fixtures 100
515AWHA 2 |Upturned or straight lip fixtures 100

Note: No load rating - Position only

Fig. #2

TGE Clip T-Grid
Splicing Clip
Features

* Replaces pop riveting
¢ No need to cut and bend “T”

* Can be used to splice across “T"
into the main “T"

* “T” to edge angle

Part Standard
Number Description | Packaging
Quantity

Attaches tee to

edge trim Lyt

FASTENE

5
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Suspension

CADDY® ACOUSTICAL / CEILING /PARTITIONS APPLICATIONS

Independent
Support Clips Vo

Features

* Provides a means of independent
support of fixtures

* No tools required for installation

* Includes mounting hardware
Fig. #1

Static Load: 65 Ibs.

Part - Grid Size Stud Length Standa.rd
Number | Fi9-# (in) (i) Eackaging
Quantity
Stud: 1/4-20
IDS 1 15/16 5/8 100
IDS15 1 15/16 1172 100
IDS2 1 15/16 2 100
IDS9” 1 9/16 5/8 100
IDS95* 2 9/16 x 5/16 5/8 100
Stud: 8-32
IDST* 3 15/16 9/16 100
IDS9T* 3 9/16 9/16 100
IDS95T* 2 9/16 x 5/16 9/16 100

“For Ultra Line 3500, AWW Ultra Line 3600 (a trademark product
Chicago Metallics Corp.)

'For Fineline and Fineline 1/8"” Grids (a trademark product of USG
Interiors®, Inc.)

*Uses identical nuts as figure 3

Fig. #2
Fig. #3

Optional barrel nut:
order by adding -WB
suffix to part number
(IDSTWB)

S
5

Fig. #3

Electrical Component
Supports

Features

* Provides a method of supporting
conduit and outlet boxes above
acoustical tee bar

e Available for both horizontal and
vertical support

e Clips are available with 1/4-20 thread
impression or plain hole

e Riveted assemblies accommodate
MC/AC to 1" conduit

¢ No installation tools required for
basic clip

e Additional support required per NEC 300.11

: = Standard
Part Fig. | Side or Top Descripti :

ption Packaging

Number | # Mounted Quantity
12PATS 1 Side for 3/4" conduit 100
16PATS 1 Side for 1” conduit 100
8PATS 1 Side to 1/2"” conduit 100
12PATA 2 Top for 3/4" conduit 100
16PATA 2 Top for 1” conduit 100
8PATA 2 Top for 1/2" conduit 100
ATA4| 3 Top 1/4-20 thread impression 100
ATS4l 4 Side 1/4-20 thread impression 100
16 MATS 5 Side for 1” conduit 100
6MATS b Side for MC/AC cable 100
812MATS 5 Side for 1/2"” to 3/4" conduit 100
16MATA 6 Top for 1” conduit 100
6MATA 6 Top for MC/AC cable 100
812MATA 6 Top for 1/2"” - 3/4” conduit 100
MAQ2ATA | 7 Top Acoustical Tee 100

Notes: No Load Rating - Positioning Only; Eliminates need for offset
bending conduit; Additional support required per NEC 300.11




Snap On Fixture/
Box Hanger

Features

CADDY® ACOUSTICAL / CEILING /PARTITIONS APPLICATIONS

Snaps easily onto tee bar
Hanger comes complete with
box mounting clip and 1/4-20
screw

Supports from acoustical tee bar as well as main structure
with the use of a drop wire

Dual height feature permits 1-1/2"” deep electrical box to
be mounted flush with tile or off-set 3/4” for plaster ring
512A is height adjustable up to 8" allowing you to install
double deep boxes, speaker cases and emergency light
fixtures above acoustical tee

Not permitted for paddle fans

Fig. #1

T-Grid Box Hanger

Features
* Quickly mounts a box to T-grid

* Now height adjustable for various
electrical box depths

¢ Installs by hand

e Drop wire for independent
support from clip and/or bar

® Screws easily to tee bar for added
stability

e Multiple box installations

e Double deep box installations
512HDXT Extension Brackets

* Not permitted for paddle fans

Fig. #1

Static Load: 50 Ibs.

. Standard
Part Fi Standard N:r?l'ger F|#g. _ Description Packag_ing
A g Description Packaging - : Quantity
Number # Quantity Box mounting clip can be purchased
512 1_|Electrical box hanger - 24" span 50 510HD 1 separately for multiple box 100
51212 1 _|Electrical box hanger - 12" span 50 requirements
51220 1 _|Electrical box hanger - 20" span 50 i’ Box mounting clip can be purchased
51230 1_[Electrical box hanger - 30" span 50 RIQHDTC 2 |separately for multiple box 100
512A 2 8" height adjustable — 24" span 50 requirements
512ATC’ 2 |8" height adjustable — 24" span 50 512HD' 1 [Heavy-duty electrical box hanger 25
512TC’ 1_[Electrical box hanger - 24" span 50 with box mounting clip - 24" span_
CHB 3 [Box mounting clip 100 512HDEEP! 1 Heavy—_duty electrical box han_ger with 25
CHBTC 3 [Box mounting clip 100 extension bracket — 3 5/8” height
$102438BP50° | - [10-24 1/2" Round Head Robertson screw 50 512HDEEPTC' | 1 Heavy-duty electrical box hanger with 25
$3575BP50 - [1/4-20 x 3/8" Round Head Screw 50 extension bracket - 3 5/8” height
*For Canadian boxes 512HDTC" 1 Hgtahvgé—duty elec'gricallbox ;jlr’\ger 25
Notes: Not to exceed static load of 20 Ibs. without independent \év't .OX n;ounktlng c5llg_h aht
wire support to CHB. CHB can be purchased separately when more 512HDXT! 3.4 reRIan bracket L (25 50

than one box is required. Screw furnished. One CHB mounting clip
is included with each 512.

B

FASTENERS

sets)

“For Canadian boxes
"Tall grid compatible.

Notes: 512HD Series Standard bar mounts 2-1/8" box — break off tabs
for 1-1/2" deep box. Mounts flush with face of tile.

512HDEEP Series with additional 512HDXT mounts 2-1/8" deep box
with 1-1/2" extension ring.

One 510HD box mounting clip is included with each 512HD and
512HDEEP.

5
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Suspension

CADDY® ACOUSTICAL / CEILING /PARTITIONS APPLICATIONS

Suspension Bar For
Light Fixtures 517
Series

Features
¢ Reduces installation time
* No tools required for installation

* End clips rotate for mounting
horizontal or vertical base plates

Fan/Fixture Mount

Features &
e 2-1/8" electrical box is pre- 2
mounted and centered on 11 e -y
bracket and is fully adjustable ¢ ; et
up to 8” in either direction
Fig. #1

e Electrical box has three open
knockouts for quick installation

e Each kit includes:

* Position of fixture is adjustable, - Screws to mount fan e
simply slide to location - CADDY® SPEED LINK to support e
* No center clips required from building structure e
* Span adjustable 11” to 26" - Two Fixture Mount Stabilizer !
Clips (FMSBC1) to stabilize
Part : : ceiling tiles v
NUnber Replacement Bar Type Light Fixtures e UL® Listed =
517A Vj CAPRI PR-751CX; CAPRI R-10C;
CAPRI R-10X; CAPRI R-9X; HALO
‘—L H17; JUNO AP; JUNO APT; JUNO
to Standard 5/8’ x 1/4" IC; JUNO ICT; JUNO J; JUNO SC;
517FCA JUNO TC; THOMAS RI-IC
; Load Ratin Standard
5178 B : ; Sat o Description g Packaging
Nl CAPRI HSG; HALO H7; Number | # Fan | Fixture | Quantity
s175ce | to Narrow 172" x 178" LIGHTOLIER 711 Hoav /Bty
512HDFM35 1 F : 351bs | 50 Ibs 1
= an/Fixture Support
517C [ PR 512HDFM70 | 2 [HeaWPUY | 701bs [ 90lbs [ 1
 fesd MARCO; Progress P-7 ER
517FCC to Wide 3/4" x 1/8"
Notes: Applicable to a wide variety of light fixtures.; Measure
width of bar to find appropriate bar for fixture.; No Load Rating -
Positioning Only; The 517 series bar replaces the fixture bar.
Fixture Mount
Stabilizer Clip 1N
i End clips rotate Features FASTENERS
: e for mountin
T-Grid Applications Hat Channel Applications  horizontal o? * Levels signage
vertical base ¢ Secures ceiling tile during
plates installation of trim rings
¢ Helps eliminate bulges in ceiling tiles
e Works with square or hex-shaped electrical boxes
¢ Can be used on boxes with or without plaster rings
¢ No installation tools required
e Patent pending design
e Easy to adjust and maintains shape after installation
Part = Standa_rd
Number Description Packaging
- Quantity
FMSBC1 Fixture Mount Stabilizer Clip (FMSBC1) 100
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CADDY® ACOUSTICAL / CEILING /PARTITIONS APPLICATIONS

Suspension Bars For
Lightolier® Calculite®
Series Fixtures

Features

* Reduces installation time

e Only a screwdriver required
e Position of fixture is adjustable

with span Note: No Load Rating - Positioning Only
Standard
Part - Packaging
Number Rescripon Quantity
(Set)
520 Suspension bars for Lightolier Calculite 10
series fixtures

Lightolier and Calculite are registered trademarks of Lightolier, a GENLYTE Company.

"Twist On” Track
Light Clips

Features

e Fast, easy installation

¢ No special tools required

¢ Will not damage T-bars

¢ Available in white finish

e Nut included - standard pal nut

For brass hex nut add WB to part
number (2G9WB)

w

Static Load: 25 |bs Spacer

Standard

N::lrl:er Description |Surface Finish Stud(il.:)ngth Packaging

Quantity
2G9 For 9/16" tee Silver 7/16 100
2G9S10 |For 9/16" tee Silver 5/8 100
4G8 For 15/16" tee Silver 5/8 100
4G8S7 For 15/16" tee Silver 7/16 100
4G8S7WH]|For 15/16" tee White 7/16 100
4G8WH |For 15/16" tee White 5/8 100

“Twist On” Fixture
Support

Features

e Supports electrical fixtures from
acoustical tee bar 9/16”, 15/16" or
1-1/2" wide

e 1/4-20 stud - 5/8", 1-1/2", 2" or
3" long

Fig. #1
e Washer-wing nut (4WN) included
¢ No tools required for installation

Part |Fig. = Static | Stud Standa.rd
Number| # Description Load Ler_lgth Packag_mg

(Ibs) (in) | Quantity

4TGS" 1 |For recess T-grid system 25 1/4 100
4G24 2 |For 11/2" tee with AWN 40 5/8 100
4G16H 3 |For 15/16" tee 40 1 100
4G16 4 [For 15/16" tee with 4WN 50 5/8 100
4G1615| 4 |For 15/16” tee with 4WN 50 11/2 100
4G162 4 |For 15/16" tee with 4WN 50 2 100
4G163 4 |For 15/16" tee with 4WN 50 3 100
4G9 4 |For 9/16" tee 40 5/8 100

“4TGS: To be used with studded Twist Clips

Fig. #2 Fig. #3

Fluorescent Light
Fixture Hanger

Features

e Provides an easy method of
supporting an industrial class
fluorescent light fixture from
S-Hooks and Jack Chain.

» Fits most fluorescent light fixtures.

¢ Reduces the need to modify Jack
Chain for fixture installation.

¢ Requires no special tools for

Fig. #1

installation. Static Load: 50 Ibs.
Part |.. - Stahdant
Nuriber Fig. # Description Packag!ng
Quantity
LFC 1 _|Side mount clip 100
LFC90 2 |Top mount clip 100

5
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Independent
Electrical Drop
Wire/Rod
Securing Clip

Features
* Helps prevent sway of dedicated
electrical drop wire/rod Fig. #1
* Will not affect ceiling grid systems negatively

* No tools required for installation. Forgiving design doesn’t
require exact cutting of rod/wire

* Painted yellow for easy identification by the inspector

-
s \..4‘
= -

Lock-On Twist

Clip

Features

¢ Attaches easily to tee bar
* Doesn’t harm acoustical tee

Fits 15/16" tee bar

Provides “positive lock” to position
fastener

4WN washer wing nut included

CADDY® ACOUSTICAL / CEILING /PARTITIONS APPLICATIONS

.| Standard
Part 2 e Static 2
Fig. # Description Packaging
Number Load Quantity
Lock-on twist clip for 15/16"
PT16 1 tee, 3/4" stud 50 100
PT16FP 1 |[With felt pad 50 100
PT16SPCR 2 |Plastic spacer for PT16 N/A 100

Part Standard
Nifbar Fig. # Description Packaging
Quantity
Electrical drop wire securing clip #12
R t thru #8 wire i
EC3114Z34] 2 [#12 wire thru 1/4"” threaded rod 100
EC3116Z34) 2 |[3/8" threaded rod 100
Plastic electrical drop wire securing clip
=R = #12 thru #8 wire LiLY
Notes: Consult local authority for application approval.
Refer to NEC 300.11
N Works On
> New Taller
> A T-Grid!
1‘;:")‘/
S -
\}\2{", 4
Fig. #2 Fig. #3

C7ADDY._
Z LN

FASTENERS

Fig. #2

Conduit Clip

Features

* Secure 1/2",3/4", 1", 1-1/4" thin
wall conduit to 1-1/2” lathers
channel

* No tools reauired for installation

Static Load: 50 Ibs
(When conduit hangs below lathers channel)

Part

Number

Description

8D15L

1/2" EMT Conduit to 1-1/2” lathers channel

12D15L

3/4" EMT conduit to 1-1/2 “lathers channel

16D15L

1" EMT conduit to 1-1/2" lathers channel

20D15L

1-1/4" EMT conduit to 1-1/2" lathers channel
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CADDY® ACOUSTICAL / CEILING /PARTITIONS APPLICATIONS

Adjustable Box And Conduit/Box
Conduit Support (DFN)  Support

Features

. * Provides a method for attaching
above acoustical tee bars

e Provided with 1/4-20 screw for
attachment to tee bar

e Has a 1/4-20 thread impression for
direct attachment to an outlet box or conduit
clips

e When used in combination with a conduit clip
and outlet box, it provides exact alignment —

Features

e Supports boxes and conduit above
acoustical T-bar with adjustments
from 4-1/4" through 7-1/4"

¢ Allows attachment of conduit clips
with thread impressions at required g #1

height eliminating an offset bend in the conduit
* No tools required for installation
Standard Works On
Eart Description Packaging
) o Number Quantity New Toller
No Load Rating - Positioning Only 2ACS Conduit/box support on T-grids 100 '[Gnd!
Part | Fig. Description c"sr;::it : Psat:I:‘adgal:\dg Notes: Consult local authority for app|ica(‘;ion
. : I; Not to be used to hang Tee Gri
oo (i) | Quantity | 2PProval Notto . c@us LISTED
Adjustable box and conduit
28 ! support (DFN) N 50
Tee-bar rivet to hanger For 3/4
S2B12P | 2 | cembly 3/a" EMT EMT 25
Tee-bar rivet to hanger For 1
P2816P | 2 | cembly 1% EMT EMT 25
Tee-bar rivet to hanger For 1/2
Sl . assembly 1/2"” EMT EMT 25

Note: Comes with P-series with THD impression screw assembled to
top hole location (adjustable).

Support Box From
Lathers Channel

Features

e Provides a convenient method of
supporting an electrical box from
3/4" thru 2" lathers channel

* "“One piece/two piece”
construction helps prevent
dropping of loose parts

¢ Built-in thread impressions eliminate the need for nuts

* Multiple pre-punched holes allow for box height
adjustability and screw and nut are

Fig. #2

provided
Part Standard
Niiiiber Lathers Channel Size | Packaging
Quantity
LCSB12 3/4,” 1," 11/2" or 2" 50

Notes: No Load Rating - Positioning Only

Lathers Channel
see page 317

1-888-671-8665
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CADDY® ACOUSTICAL / CEILING /PARTITIONS APPLICATIONS

Lathers to T-Grid o
Hanger Clip /

Features
* Allows 6" drop space providing
area for light fixtures

Fig. #1
* Fits 1-1/2" channel with flange
widths from 1/2” to 5/8”

. . Lathers Channel
* Installs quickly and easily Fig. #1

Suspension

Hanger
Part Standard | * Attaches 1-1/2"” lathers channel to #8
‘Number|Fig- # Description Packaging| wire, 1/4" plain rod
} Provides 6" : ot S Quantity | o Attaches 2" lathers channel to 1/4”
roviaes space in suppo INg acoustica |ain rOd
}LTGH L tee from 1-1/2" lathers channel 100 4

¢ Available in both center and
sidemount for 1/4” rod

* Provides pre-leveling of channel
* Will fit channel flange widths 7/16” thru 5/8"
* No tools reauired for installation

Part [Fi Static | Standard
fiihor #g Description Load Limit| Packaging
(Ibs) Quantity
2B15LS | 1 [#8 Wire to 1-1/2" lathers channel side mount 160 100
h h | 4B15LS | 1 |1/4" Rod to 1-1/2" lathers channel side mount 160 100
4B2LS 1 [1/4" Rod to 2" lathers channel side mount 160 100
Lat ers C anne 4B15L 2 |1/4" Rod to 1-1/2" lathers channel 200 100
Box Mount
Features &

* Provides attachment of conduit V
and outlet boxes directly to lathers ~r
channel with 1/4-20 x 3/4" screw
furnished

* Can be applied to the top or bottom
flange of the channel

* Fits most lathers channel 3/4”, 1-1/2" and 2". Fig. #2
Maximum flange width 5/8"

¢ Helps eliminate the major

Standard problem of cutouts for lighting
Part i - | d b .
Sy Description Packaging ayouts, ducts, obstructions and
o Quantity architectural changes
4LCB __|Lathers channel box mount 100

* Provides a method for attaching
1-1/2" channel to existing #8 wire,
#9 wire, 3/16" or 1/4” plain rod, or

@ 1/8"-3/16" x 1" wide strap
c US LISTED * No tools required for installation

Part Standard

Fig. # Description Packaging
Eliminates offset bending conduit Numiber Quantity

Fig. #3

Lathers Channel Hanger #9 and #8 wire-
HRL15A| 3 |3/16” and 1/4” plain rod; 1/8" and 3/16" 100
thick strap (flange

ERICO

280 1-888-671-8665 sales@sdisupplies.com
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I GRIPPLE

Standard Single Hangers

LOOP HANGERS
Loop . Cable Case
Hangers PargiNo. Sizs Length Quantity

HF1-LG-5FT No. 1 5ft gOg
HF1-LG-10FT ey 10ft 0
HFT-LG-15FT Max. Saf;;l\{grkmg Load 5% 150
HF1-LG-20FT Loo; 20ft 120
HF1-LG-30FT 30ft 100
Specials Additional Cable per ft -
HF2-LG-5FT No. 2 5ft 150
HF2-LG-10FT i 10ft 100
HF2-LG-15FT s Saffo\gvfgk'”g Eoad 15t 80
HF2-LG-20FT Loo N 20ft 60
HF2-LG-30F T P 30t 50
Specials Additional Cable per ft -
HF3-LG-5FT No. 3 5ft 80
HF3-LG-10FT o 10ft 50
HF3-LG-15FT Max. Safzeo\gvlogkmg Load 150 20
HF3-LG-20FT Loops 20ft 30
HF3-LG-30FT 30ft 20
Specials Additional Cable per ft -
HF4-LG-5FT No.4 5ft 40
it o Working Load Limit o =
HF4-LG-15FT 495 Ibs 15ft 20
HF4-LG-20FT Loop 20ft 10
HF4-LG-30FT 30ft 10
Specials Additional Cable per ft -
HF5-LG-5FT No. 5 5ft 20
HF5-LG-10FT St 10ft 15
HF5-LG15ET Max. Saf;VSV?brklng Load 158 8
HF5-LG-20F T Loops 20t 6
HF5-LG-30FT 30ft 6
Specials Additional Cable per ft -

GLE HANGERS - for locating

through 1/4", 5/16", 3/8"

, or 1/2" holes

Toggle : Cable Case

Hangers . SR Length Quantity
HF1-Tg-?FT — 15§t 388
HF1-TG-10FT .
AF1-TG-15FT Max. Safe W‘grklng Load 5% 150
HF1-TG-20F T . 2|5 (5S/ 16" 201 120
HF1-TG-30FT oggle ) 30t 100
HF2-TQG-BFT No. 5 R 150
e T 101 Max. Safe Working Load L L
HF2-TQG-15FT ool 151t 80
HF2-TQG-20FT ) 201t 60

HF2-TQG-30FT Toggle (114°) 308 50

HF2-TG5FT —_p 51 188

} HF2-TG-10FT P 10ft 7

i AE2-TG-15ET Max. Saf1e0\:)V(|)t:k|ng Load 15 80

2 HF2-TG-20F T S (5/31 o 20ft 60
HF2-TG-30FT 99 ) 30f 50
HE3-TGBET " =R 80
:igjg_}g:ﬁ Max. Safe Working Load 122 ig
HF3-TG-20FT 200ips_ 20ft 30
HF3-TG-30FT Toggle (3/87) 30t 20

1-888-671-8665 sales@sdisupplies.com
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Suspension

282

I GRIPPLE

1/4" STUD HANGERS

. - Cable Case
Stud Hangers (1/4") Part No. Size Length Quantity
HF1-SQG-5FT o 5ft 300
HF1-SQG-10FT Bk 10ft 200
HF1-SQG-15FT Max. Saf‘;g\’lgm"g Lo 15ft 150
HF1-SQG-20FT e Sti p 20ft 120
HF1-SQG-30FT 30ft 100
- HF2-SQG-5FT oo 5ft 150
HF2-SQG-10FT Max. Safe Working Load io0f 100
HF2-SQG-15FT S 15t 80
HF2-SQG-20FT Wil 20ft 60
HF2-SQG-30FT 30t 50
, HF3-§QG-5FT s 5ft 80
HF3-SQG-10FT e 10ft 50
. HF3-SQG-15FT bAcx. Safgo\g’fgk'”g Loac 15t 40
HF3-SQG-20FT o Stj » 20ft 30
HF3-SQG-30F T 30ft 20
3/8" STUD HANGERS
- 2 Cable Case
Stud Hangers (3/8") Part No. Size Length Quantity
HF2-S3/8G-6FT NG Bft 150
- HF2-S3/8G-10FT Mex. Safe Working Load 10ft 100
HF2-S3/8G-15FT iy 15ft 80
HF2-S3/8G-20FT il 20ft 60
HF2-S3/8G-30F T 30ft 50
HF3-S3/8G-5F T —_ 5ft ag
; HF3-S3/8G-10FT Lol 10ft 5
HF3-S3/8G-15F T Max. Safso‘gvfgk'"g Load 15ft 40
HF3-S3/8G-20F T a5 Stfl ; 20ft 30
HF3-S3/8G-30F T 30ft 20
HF4-S3/8G-5F T —— 5t 38
. HF4-S3/8G-10FT A 10ft
HF4-S3/8G-15FT e Safjgvsvfgk'“g e PR 20
, HF4-S3/8G-20FT s suf o 20ft 10
HF4-S3/8G-30FT 30ft 10
0 DEGREE 1/4" EYELET HANGERS - accommodates 1/4" anchor
90 Degree Eyelet - Cable Case
Hangers (1/4") Ao, - Length Quantity
AF1-EY90QG-5FT o9 Bt 300
HF1-EY90QG-10FT . 10ft 200
HF1-EY90QG-15FT Max. Saf‘;g\’lgrk'”g Load 15ft 150
HF1-EY90QG-20F T 0 Digres 1 /i,, Eyelot 20ft 120
HF1-EY90QG-30FT 30ft 100
HF2-EY90QG-5F T g 5ft 150
HF2-EY90QG-10FT Max. Safe Working Load 10ft 100
HF2-EY90QG-15FT 4l 15t 80
HF2-EY90QG-20FT 90 Degree 1/4" Eyelet 20t 60
HF2-EY90QG-30FT 30ft 50
HF3-EY90QG-5FT e 5\‘;t gg
HF3-EY90QG-10FT -9 10
HF3-EY90QG-15FT Max. Safgo‘gvfgk'"g Laag 15t 40
HF3-EY90QG-20FT 90 Dogres 11 45,, Eyelet 20t 30
HF3-EY90QG-30FT 30ft 20
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90 DEGREE 3/8" EYELET HANGERS - accommodates 3/8" anchor
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90 Degree Eyelet : Cable Case
Hangers (3/8") FarLINGS Size Length Quantity
,/r HF3-EY903/8G-5FT —_ 5t 80
» HF3-EY903/8G-10FT . T0ft 50
§ . Safe Working Load
L{ HF3-EY903/8G-15FT M S soo?t:smg B8 151t 40
' HF3-EY903/8G-20F T : 20ft 30
D 3/8" Eyelet
| HF3-EY903/8G-30F T soDsgmee s 301t 20

45 DEGREE EYELET HANGERS - accomodates 3/8" anchor

45 Degree 2 Cable Case
Eyelet Hangers At Nos S Length Quantity

HF2-EY453/8G-5FT No. 2 5ft 150
HF2-EY453/8G-10FT fax Safe Working toad 10ft 100
HF2-EY453/8G-15FT ' 100 Ibs 15ft 80
HF2-EY453/8G-20FT 45 Degree Eyelet 20ft 60
HF2-EY453/8G-30FT 30ft 50
HF3-EY453/8G-5FT No. 3 5ft 80
HF3-EY453/8G-10FT Max. Safe Working Load 10ft 50
HF3-EY453/8G-15FT ’ 200 Ibs 15ft 40
HF3-EY453/8G-20FT 45 Degree Eyelet 20ft 30
HF3-EY453/8G-30FT 30ft 20

STRAIGHT 1/4" EYELET HANGERS - accomodates 1/4" anchor

Straight Eyelet - Cable Case
Hangers rarEe. Size Length Quantity

HF1-EYQG-5FT —p Bit 300
HF1-EYQG-10FT -1 10t 200
HF1-EYQG-15FT AR Saf‘;;"fg”"”g Load 15t 150
HF1-EYQG-20FT 29 0s 20ft 120
HF1-EYQG-30FT Straight Eyelet 30f 100
HF2-EYQG-5FT — 5it 750
AF2-EYQG-10FT e [Exts e i o g 0/ 100
HF2-EYQG-15FT B o VIR Lhe 15ft 80
HF2-EYQG-20F T 100 Ibs 20ft 60
HF2-EYQG-30FT Straight Eyelet 30f 50
HF3-EYQG-5FT — 51t 80
Hggggg]gg Max. Safe Working Load 122 ig
HF3-EYQG-20FT 200 Ibs 20ft 30
HF3-EYQG-30FT Straight Eyelet 30ft 20

HOOK HANGERS - locate through 9/32" hole

Hook . Case
Hangers EAtNo: Sizn Length Quantity

HF1-HG-5FT —_— Bft 300
HF1-HG-10FT =R 10ft 200
HF1-HG-15F T Max. Safz;":grsk‘”g Load 15f 150
HF1-HG-20F T ook 20t 120
HF1-HG-30FT o0 30ft 100
HF2-HG-5F T e 5ft 150
HF2-HG-10FT i 10ft 100
HF2-HG-15FT Max. Saffo\gvft:k'”g Load 15ft 80
HF2-HG-20FT - ks 20ft 60
HF2-HG-30FT e 30ft 50
HF3-HG-5FT — Bft 80
HF3-HG-10FT ¥ 10ft 50
HF3-HG-15FT Max. Saf;ao\:)v?brkmg Load 15 20
HF3-HG-20FT " ks 20t 30
HF3-HG-30FT oo 30ft 20
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m MINI HOOK HANGERS - locate through 1/4" holes
Mini Hook ) Cable Case
= Hangers ——— £hoe Length Quantity
m HF1-MHG-5FT 5ft 300
HF1-MHG-10FT No. 1 10ft 200
Q HF1-MHG-15FT bz safez“s"’lgfsk'"g Load 15ft 150
m HF1-MHG-20FT Mini Hook 20ft 120
= HF1-MHG-30FT 30ft 100
"I 1/4" BARREL HANGERS
Barrel : Cable Case
Hangers (1/4") i ki Length Quantity
HF1-BQG-5FT D 5t 300
HF1-BQG-10FT o 10ft 200
HF1-BQG-15FT Ma Safezg‘{zrs King Load 15ft 150
HF1-BQG-20FT Wl 20ft 120
HF1-BQG-30FT - 30ft 100
AF2-BQG-5FT " R 150
- HF2-BQG-10FT ‘L 10ft 100
' HF2-BQG-15FT NE Saffo‘gv‘l’g':”g Load 15t 80
HF2-BQG-20FT Brrol ATiF 20ft 60
HF2-BQG-30FT 30ft 50
3/8" BARREL HANGERS
Barrel . Cable Case
Hangers (3/8") PAELINOL S Length Quantity
HF2-B3/8G-5FT . 5ft 150
HF2-B3/8G-10FT et 1 10ft 100
HF2-B3/8G-15FT gl 9 15t 80
HF2-B3/8G-20F T ik 20ft 60
HF2-B3/8G-30F T 30ft 50
HF3-B3/8G-5FT i 5t 80
HF3-B3/8G-10FT Max. Safe W;>rkin Load 1oft 50
HF3-B3/8G-15FT P s g 151t 40
HF3-B3/8G-20FT Woiwigtyd® 20ft 30
HF3-B3/8G-30F T 30ft 20
END STOP HANGERS
End Stop - Cable Case
Hangers A e Length Quantity
HF1-EG-5FT _y 5ft 300
HE1-£C-10FT Max. Safe Workin Load 10ft 200
HF1-EG-15FT s 556 9 15t 150
HF1-EG-20FT End Sts 20ft 120
HF1-EG-30FT i 30ft 100
HF2-EG-5FT — 5ft 150
HF2-EG-10FT e 10ft 100
HF2-EGA5FT Mg Saffo‘gv‘l’g':“g Ee 15/ 80
HF2-EG-20FT i 20ft 60
HF2-EG-30FT P 30ft 50
HF3-EG-5FT e 5ft 80
HF3-EG-10FT -9 10ft 50
HF3-EG-15FT — Safgo‘(’)v‘l’g's“”g Load 15ft 40
HF3-EG-20FT i 20ft 30
HF3-EG-30FT P 30ft 20
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CLADDING HOOK HANGERS - locate through 1/4" holes

Cladding Hook ~ . ; Cable - Case
Hangers ; Harc e, pize = Length Quantity
HF1-CHG-5FT —p 5ft 300
HF1-CHG-10FT . 10ft 200
HF1-CHG-15FT Mg Safz;’vlzrk'"g Load 15 150
HF1-CHG-20FT P SH . 20t 120
HF1-CHG-30FT SOTRg RO 30ft 100
HF2-CHG-5FT —p 5ft 150
HF2-CHG-10FT o 10ft 100
HF2-CHG-15FT MG Saffo‘g"l’g's“"g Load 15 80
HF2-CHG-20FT i Elsck 20t 60
HF2-CHG-30FT acdding Hoo 30ft 50

- Stainless Steel

Stainless Steel Hangers

STAINLESS STEEL LOOP HANGERS

Loop Hangers Eare o: Sl Length Quantity
HF2-LS-5FT No. 2 5ft 150
ikl Max. Safe Working Load Ll 1L
HF2-LS-15FT ' 100 Ibs 15ft 80
alRBeia ) Stainless Steel Loop <t L
HF2-LS-30FT 30ft 60
Specials Additional Cable per ft -
HF3-LS-5FT No. 3 5ft 80
aite il Max. Safe Working Load 101 =
HF3-LS-15FT ' 200 Ibs 15ft 40
st il Stainless Steel Loop il 2
HF3-LS-30FT 30ft 20
Specials Additional Cable per ft -

STAINLESS STEEL TOGGLE HANGERS - locate through 5/16" holes

Stainless Steel Part No Size Cable Case
Toggle Hangers ' Length Quantity
3 HF2-TS-5FT No. 2 5ft 150
@ HF2-TS-10FT Max. Safe Working Load 10ft 100
; HF2-TS-15FT 100 lbs 15ft 80
HF2-TS-20FT Stainless Steel Toggle 20ft 60
HF2-TS-30FT (5/16") 30ft 60

Stainless Steel

STAINLESS STEEL 1/4" STUD HANGERS

Cable

Case

Stud Hangers (1/4") rarg e} Size Length Quantity
HF2-SQS-5FT No. 2 5ft 150
E HF2-SQS-10FT Max. Safe Working Load 10ft 100
2 HF2-SQS-15FT 100 Ibs 15ft 80
HF2-SQS-20FT 1/4" Stainless Steel 20ft 60
HF2-SQS-30FT Stud 30ft 60
Specials Additional Cable per ft -
STAINLESS STEEL HOOK HANGERS - locate through 9/32" holes
Stainless Steel Part No Size Cable Case
Hook Hangers ) Length Quantity
HF2-HS-5FT No. 2 5ft 150
2 HS10FT Max. Safe Working Load 1ot 1L
HF2-HS-15FT ’ 100 Ibs 15ft 80
G2 HS 20FT Stainless Steel Hook 200 o
HF2-HS-30FT 30ft 60
Specials Additional Cable per ft -
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STAINLESS STEEL Y-TOGGLE HANGERS - locate through 5/16" holes

N ¥/ 2y  Duick and Complete!

Stainless Steel Part No. Size Cable Casg
Y-Toggle Hangers Length Quantity
i YHF2-TS-5FT-460MM No. 2 5ft 100
YHF2-TS-10FT-460MM Max. Safe Working Load 10ft 80
YHF2-TS-15FT-460MM 100 Ibs 15ft 60
X - YHF2-TS-20F T-460MM Stainless Stes 20ft 50
‘ YHF2-TS-30F T-460MM Y-Toggle (5/16") 30ft 50

Stainless Steel

STAINLESS STEEL Y-HOOK HANGERS - locate through 9/32" holes

Y-Hook Hangers o S Length Quantity
‘; YHF2-HS-5F T-460MM No. 2 5ft 100
’ YHF2-HS-10FT-460MM Max. Safe Working Load 10ft 80
YHF2-HS-15F T-460MM 100 Ibs 15ft 60
Jf \ YHF2-HS-20F T-460MM Stainless Steel 20ft 50
b YHF2-HS-30F T-460MM Y-Hook 30t 50

Y-Fit Hangers

Y-FIT TOGGLE HANGERS - locate through 5/16" holes

Y-Toggle . Cable - Leg Case
Hangers (5/16") PRI NO. Size Length Quantity
YHF1-TG-5F T-150MM 5ft- 6" 300
YHF1-TG-5F T-300MM Bft - 12 300
YHF1-TG-5F T-460MM SR - 18" 300
YHF1-TG-10F T-150MM o T0f-6" 200
YHF1-TG-10FT-300MM Max. Safe Working Load a5 200
: YHF1-TG-10F T-460MM 25 lbs . 10ft- 18" 200
YHF1-TG-15F T-150MM BElOuie (165) 15/ - 6"
YHF1-TG-15F T-300MM 15t - 12"
‘ YHF1-TG-15F T-460MM 15ft- 18"
/ YHF2-TG-5FT-150MM 5ft - 6" 100
\ YHF2-TG-5F T-300MM 5ft - 12" 100
YHF2-TG-5F T-460MM 5ft- 18" 100
YHF2-TG-10F T-150MM 10t - 6" 80
YHF2-TG-10F T-300MM o 10ft- 12" 80
YHF2-TG-10F T-460MM Max. Safe Working Load | —108=15" 80
\ YHF2-TG-15F T-150MM das st 15/ - 6" 60
YHF2-TG-15F T-300MM T ofs (B 15ft 12" 60
YHF2-TG-15F T-460MM oggie (A7) 15ft- 18" 60
YHF2-1G-20F T-150MM 201t - 6" 50
YHF2-TG-20F T-300MM 20t - 12" 50
YHF2-TG-20F T-460MM 20ft - 18" 50
YHF2-1G-30F T-460MM 30ft- 18" 50
Y-FIT TOGGLE HANGERS - locate through 1/4" holes
Y-Toggle . Cable - Leg Case
Hangers (1/4") Rank oy e Length Quantity
, YHF2-TQG-5F 1-150MM 57 - 6" 700
‘ YHF2-TQG-5F T-300MM 5ft- 12" 100
\ YHF2-TQG-5F T-460MM . 5ft- 18" 100
/\ VAFZTQGTOFTIG0MM |\ o NS ) oag | TORE" 80
/\ YHF2-TQG-10F T-300MM e 10ft- 12 80
/ YHF2-TQG-10FT-460MM Y-Toggle (1/4") 10ft- 18" 80
[ o YHF2-TQG-15F 1-150MM 15f - 6" 60
\ YHF2-TQG-15F T-300MM 15%t - 12" 60
YHF2-TQG-15F T-460MM 15f - 18" 60
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Y-FIT HOOK HANGERS - locate through 9/32" holes

Y-Hook . Cable - Leg Case
Hangers st ho. e Length Quantity
YHF1-HG-5F T-460MM No. 1 5ft- 18" 300
YHF1-HG-10F T-460MM Max. Safe Working Load 10ft - 18" 200
YHF1-HG-15FT-460MM 25 lbs 15ft - 18"
YHF2-HG-5F T-460MM No. 2 5ft- 18" 100
YHF2-HG-10FT-460MM M Saks W.orkin figed 10ft - 18" 80
YHF2-HG-15FT-460MM g 100 Ibs 9 15ft - 18" 60
YHF2-HG-20FT-460MM Y-Hook 20ft- 18" 50
YHF2-HG-30F T-460MM i 30ft- 18" 50
YHF3-HG-5FT-460MM No.3 5ft- 18" 80
YHF3-HG-10FT-460MM . 10ft - 18" 50
YHF3-HG-15F T-460MM e Safgo\gv"’g:'”g Load I—r & 30
YHF3-HG-20FT-460MM Y-Hook 20ft- 18" 20
YHF3-HG-30FT-460MM e 30ft - 18" 20
Y-FIT TOGGLE ACCESSORY HANGERS
Y-Toggle Accessory - Leg .
Hangers Part No. Size Loiath Case Quantity
R AY2-TG-150MM No. 2 6" 100
AY2-TG-300MM Max. SWL 100 Ibs 12" 100
+ 3 AY2-TG-460MM Y-Toggle Accessory 18" 100
Y-FIT HOOK ACCESSORY HANGERS
Y-Hook Accessory . Leg :
Hangers Part No. Size Length Case Quantity
; AY2-HG-150MM No. 2 6" 100
AY2-HG-300MM Max. SWL 100 Ibs 12" 100
d b AY2-HG-460MM Y-Hook Accessory 18" 100

Trapeze Hangers

LOOP HANGERS WITH TRAPEZE NO.2 FASTENER

Adaptor option

Trapze 2 ) Cable Case
Loop Hangers il Sie Length Quantity
STZ2-LG-5FT - 5ft 100
STZ2-LG-10FT . 10ft 80
STZ2-LG-15FT s Lo T 60
STZ2-LG-20FT 20ft 50
Trapeze 2/ Loop

STZ2-LG-30FT 30ft 50
Add -CB6 to end of above
codes for Cable Basket add-on cost -

1/4" TOGGLE HANGERS WITH TRAPEZE NO.2 FASTENER

Adaptor option

Trapeze 2 Toggle " Cable Case
Hangers (1/4") Part No. Size Length Quantity
STZ2-TQG-5FT 5ft 100
STZ2-TQG-10FT No.2 10t 80
1 STZ2-TQG-15FT e 60
¢}=' STZ2-TQG-20FT Trapeze 2 / Toggle(1/4") 20ft 50
- STZ2-TQG-30FT 30ft 50
Add -CB6 to end of above
codes for Cable Basket add-on cost -
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5/16" TOGGLE HANGERS WITH TRAPEZE NO.2 FASTENER

Adaptor option

Trapeze 2 Toggle . Cable Case
Hangers (5/16") FAtNe: Sitze Length Quantity
STZ2-TG-5FT No. 2 5ft 100
STZ2-TG-10FT Max Safe Working Load 10ft 80
1 STZ2-TG-15FT 100 Ibs 15ft 60
- STZ2-TG-20FT Trapeze 2} 20ft 50
STZ2-TG-30FT Toggle(5/167) 301t 50
Add -CB6 to end of above
codes for Cable Basket add-on cost -
Adaptor option
1/4" STUD HANGERS WITH TRAPEZE NO.2 FASTENER
Trapeze 2 . Cable Case
Stud Hangers (1/4") P EATE O Sles Length Quantity
STZ2-SQG-5FT o2 5ft 100
o.
l ALt ) Max Safe Working Load L -
t STZ2-SQG-15FT 100 Ibs 15ft 60
; STZ2-SQG-20FT Trapeze 2 / 1/4" Stud 20ft 50
= STZ2-SQG-30FT 30ft 50
Add -CB6 to end of above
codes for Cable Basket add-on cost -
Adaptor option
90 DEGREE 1/4" EYELET HANGERS WITH TRAPEZE NO.2 FASTENER
Trapeze 2
90 Degree Eyelet Part No. Size LC; a:‘blteh Ql?::::ty
Hangers (1/4") 9
STZ2-EY90QG-5FT No. 2 5ft 100
STZ2-EY90QG-10FT Max Safe Working Load 10ft 80
e STZ2-EY90QG-15FT 100 Ibs 15ft 60
¥ STZ2-EY90QG-20FT Trapeze 2/ 90 Degree 20ft 50
= STZ2-EY90QG-30FT Eyelet (1/4%) 30ft 50
‘ Add -CB6 to end of above
codes for Cable Basket add-on cost -

STRAIGHT 1/4" EYELET HANGERS WITH TRAPEZE NO.2 FASTENER

Adaptor option

Trapeze 2 Straight : Cable Case
E;elet Hangergs Sarbdin S Length Quantity
STZ2-EYQG-5FT No. 2 5ft 100
STZ2-EYQG-10FT Max Safe Work]ng Load 10ft 80
9 STZ2-EYQG-15FT 100 Ibs 15ft 60
¥ STZ2-EYQG-20FT Trapeze 2/ Straight 20ft 50
. i STZ2-EYQG-30FT Eyeist 30ft 50
]- t Add -CB6 to end of above
codes for Cable Basket add-on cost -
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HOOK HANGERS WITH TRAPEZE NO.2 FASTENER

Adaptor option

Trapeze 2 . Cable Case
Hook Hangers Part No. Skze Length Quantity
STZ2-HG-5FT No.3 5ft 100
o
STZ2-HG-10FT : 10ft 80
[ f\? STZ2-HG-15FT Max Safe Working Load 15 60
{g STZ2-HG-20FT Trapeze 2 / Hook 20ft 50
n i STZ2-HG-30FT 30ft 50
r Add -CB6 to end of above
codes for Cable Basket add-on cost -

Trapeze 2

1/4" BARREL HANGERS WITH TRAPEZE NO.2 FASTENER

Cable Case

Adaptor option

Barre(a:ltiﬁ)ngers Part No. Size Length Quantity
STZ2-BQG-5FT 5ft 100
STZ2-BQG-10FT — "\'/‘\’/ 2k_ " 10ft 80
STZ2-BQG-15FT ke 15ft 60
ST22-BQG-20FT Trapeze 2/ Barrel (1/4") 20ft 50

T STZ2-BQG-30FT 30ft 50

[ Add -CB6 to end of above

codes for Cable Basket add-on cost -

Trapeze 2

3/8" BARREL HANGERS WITH TRAPEZE NO.2 FASTENER

Adaptor option

" Cable Case
Barre(lsll-;?l;\gers Part No. Size Length Quantity
STZ2-B3/8G-5FT 5ft 100
STZ2-B3/8G-10FT Max Sat. Nv(\’/' zk, Loag 10ft 80
STZ2-B3/8G-15FT S 15ft 60
STZ2-B3/8G-20FT Trapeze 2 / Barrel (3/8") 20ft 50
: STZ2-B3/8G-30FT 30ft 50
T Add -CB6 to end of above
codes for Cable Basket add-on cost -

Trapeze 2 Cladding

Part No.

CLADDING HOOK HANGERS WITH TRAPEZE NO.2 FASTENER

Cable Case

Size

Adaptor option

Hook Hangers Length Quantity
STZ2-CHG-5FT No. 2 5ft 100
STZ2-CHG-10FT Max Safe Working Load 10ft 80
STZ2-CHG-15FT 100 Ibs 15ft 60
STZ2-CHG-20FT Trapeze 2/ Cladding 20ft 50
i STZ2-CHG-30FT Hook 30ft 50
T Add -CB6 to end of above
codes for Cable Basket add-on cost -
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LOOP HANGERS WITH TRAPEZE NO.3 FASTENER

Suspension

Trapeze 3 . Cable Case
Loop Hangers Part No, Size Length Quantity
TZ3-LG-5FT No. 3 5ft 50
TZ3-LG-10FT O 10ft 40
TZ3-LG-15FT Max Safza’(‘)"l’g’;‘”g Load 15f 30
TZ3-LG-20FT Trapeze 3/ Loop 20ft 20
TZ3-LG-30FT 30ft 20

TOGGLE HANGERS WITH TRAPEZE NO.3 FASTENER

Trapeze 3 . Case
Toggle H:ngers (3/8") FRrEHG Size Length Quantity
1 TZ3-TG-6FT —_ 5ft 50
A Iﬁ:- TZ3-TG-10FT Max Safe Working Load 10ft 40
TZ3-TGA5FT 200 Ibs 15t 30
- TZ3-TG-20FT Trapeze 3 ./. Toggle 20ft 20
ki TZ3-TG-30FT (3/87) 301t 20

Trapeze 3

1/4" STUD HANGERS WITH TRAPEZE NO.3 FASTENER

Cable

Case

Stud Hangers (1/4") Part No. Site Length Quantity
i TZ3-SQG-5FT No. 5 5ft 50
o.

TZ3-SQG-10FT . 10ft 40

» Max Safe Working Load
A T23-5QG-15FT e e 15f 30
\Tf' TZ3-SQG-20FT Trapeze 3/ 1/4" Stud 20ft 20
TZ3-SQG-30FT 30ft 20

3/8" STUD HANGERS WITH TRAPEZE NO.3 FAST

Trapeze 3 . Cable Case
Stud Hangers (3/8") FaRENG. Size Length Quantity
E TZ3-S3/8G-5FT 5t 50
i TZ3-S3/8G-10FT e Nv(\,/' 3k, - 10ft 40
TZ3-S3/8G-15FT axsa 300‘;{)5'”9 = 15t 30
A TZ3-S3/8G-20FT Trapeze 3/ 3/8" Stud 20ft 20
T TZ3-S3/8G-30FT 30ft 20
90 DEGREE 1/4" EYELET HANGERS WITH TRAPEZE NO.3 FASTENER

Trapeze 3
90 Degree Eyelet
Hangers (1/4")

Part No.

Size

Cable
Length

Case
Quantity

TZ3-EY90QG-5FT Noa 5ft 50
TZ3-EY90QG-10FT Max Safe Working Load 10ft 40
TZ3-EY90QG-15FT 200 Ibs 15ft 30
TZ3-EY90QG-20FT Trapeze 3 /90 Deg. 20ft 20
TZ3-EY90QG-30FT Eyelet (1/4") 30t 20

Trapeze 3
90 Degree Eyelet

Hangers (3/8")

Part No.

90 DEGREE 3/8" EYELET HANGERS WITH TRAPEZE NO.3 FASTENER

Size

Cable

Case
Quantity

TZ3-EY903/8G-5FT o 51t 50
TZ3-EY903/8G-10FT Max Safe Working Load 10ft 40
TZ3-EY903/8G-15FT 200 Ibs 15ft 30
TZ3-EY903/8G-20FT Trapeze 3 /90 Deg. 20t 20
TZ3-EY903/8G-30FT Eyelet (3/8") 30t 20
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Trapeze 3 Straight
Eyelet Hangers

STRAIGHT 1/4" EYELET HANGERS WITH TRAPEZE NO.3 FASTENER

Part No.

I GRIPPLE

Case
Quantity

Size

TZ3-EYQG-5FT

TZ3-EYQG-10FT

TZ3-EYQG-15FT

TZ3-EYQG-20FT

TZ3-EYQG-30FT

No. 3 5ft 50

Max Safe Working Load 10ft 40
200 Ibs 15ft 30
Trapeze 3 / Straight 20ft 20
Eyelet 30ft 20

Trapeze 3

HOOK HANGERS WITH TRAPEZE NO.3 FASTENER

Cable Case

Hook Hangers Part No. Size ypiged Giantily
TZ3-HG-5FT — SﬂL o
0.
TZ3-HG-10FT . o =
TZ3-HG-15FT Max Saf‘;gg?gi;mg Load T -
TZ3-HG-20FT Sraneee 31 Hodk o =
TZ3-HG-30FT = =

3/8" BARREL HANGERS WITH TRAPEZE NO.3 FASTENER

Trapeze 3 Barrel Part No. Size Case
Hangers (3/8") Length Quantity
TZ3-B3/8G-5FT 5ft 50
! T23-B3/8G-10FT No.3 10t 40
A TZ3-B3/8G-15FT e Saf;gg?g;'”g Load 15ft 30
S rr«* TZ3-B3/8G-20FT Trapeze 3/ 3/8" Barrel 20ft 20
TZ3-B3/8G-30FT 30ft 20

Duct Trapeze

LOOP HANGERS WITH DUCT TRAPEZE FASTENER

Cable Case

Loop Hangers i b o Length Quantity
SDT2-LG-5FT 5ft 100
‘ SDT2-LG-10FT S Nv‘\)/' zk_ ) 10ft 80
' SDT2-LG-15FT sl 15ft 60
SDT2-LG-20FT 20ft 50
Duct Trapeze / Loop
SDT2-LG-30FT 30ft 50

Optional add-on

Rubber Pad (-PAD) - -

Duct Trapeze Toggle

1/4" TOGGLE HANGERS WITH DUCT TRAPEZE FASTENER

Cable Case

Duct Trapeze Toggle

Hangers (1/4") PRGN, Slzs Length Quantity
SDT2-TQG-5FT No. 2 5ft 100
1 SDT2-TQG-10FT Max Safe Working Load 10ft 80
N i SDT2-TQG-15FT 100 Ibs 15ft 60
? SDT2-TQG-20FT Duct Trapeze / 20ft 50
‘ SDT2-TQG-30FT Toggle(1/4") 30ft 50

Optional add-on Rubber Pad (-PAD) - -
5/16" TOGGLE HANGERS WITH DUCT TRAPEZE FASTENER

Case

Hangers (5/16") FAICha: 0 Quantity
SDT2-TG-6FT No.3 5t 100
1 SDT2-TG-10FT Max Safe Working Load | _ 10ft 80
= SDT2-TG-15FT 100 Ibs 15ft 60
SDT2-TG-20FT Duct Trapeze / 20ft 50
SDT2-TG-30FT Toggle(5/16") 30ft 50

Optional add-on

Rubber Pad (-PAD) - -

1-888-671-8665 sales@sdisupplies.com
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I GRIPPLE

1/4" STUD HANGERS WITH DUCT TRAPEZE FASTENER

Duct Trapeze Stud Part No. Size Cable Case_
Hangers (1/4") Length Quantity
SDT2-SQG-5FT No. 2 5ft 100
‘ SDT2-SQG-10FT Max Safe Working Load 10ft 80
By » SDT2-SQG-15FT 100 Ibs 15ft 60
? SDT2-SQG-20FT Duct Trapeze / 1/4" 20ft 50
’ SDT2-SQG-30FT Stud 30ft 50

Optional add-on Rubber Pad (-PAD) - -

Suspension

90 DEGREE 1/4" EYELET HANGERS WITH DUCT TRAPEZE FASTENER

Cable Case
Length Quantity

Duct Trapeze
90 Degree Eyelet
Hangers (1/4")

Part No. Size

SDT2-EY90QG-30FT

Degree Eyelet (1/4")

SDT2-EY90QG-5FT No. 2 5ft 100
N at SDT2-EY90QG-10FT Max Safe Working Load 10ft 80
‘% i1 SDT2-EY90QG-15FT 100 Ibs 15ft 60
! L SDT2-EY90QG-20FT Duct Trapeze / 90 20ft 50

30ft

50

Optional add-on

Rubber Pad (-PAD)

STRAIGHT 1/4" EYELET HANGERS WITH DUCT TRAPEZE FASTENER

Duct Trapeze Straight
Eyelet Hangers

Cable Case
Length Quantity

Part No. Size

‘ SDT2-EYQG-5FT - 5t 100
| 9 SDT2-EYQG-10FT Max Safe Working Load 10ft 80

x SDT2-EYQG-15FT 100 Ibs 15t 60

? E SDT2-EYQG-20FT Duct Trapeze / Straight 20ft 50
SDT2-EYQG-30FT Eyelet 30ft 50

Optional add-on Rubber Pad (-PAD) - -

HOOK HANGERS WITH DUCT TRAPEZE FASTE

Duct Trapeze . Case
Hook Ha:gers Fait Nes Size Length Quantity
) SDT2-HG-5FT 5ft 100
i 3 Liasc vl Max SafeNV(\)I;wzking Load e ol
% _ SDT2-HG-15FT 300 s 15ft 60
I SDT2-HG-20FT Duct Trapeze / Hook 20ft 50
SDT2-HG-30FT 30ft 50

Optional add-on Rubber Pad (-PAD) - -

1/4" BARREL HANGERS WITH DUCT TRAPEZE FASTENER
Cable
Part No.

Duct Trapeze Barrel Case

Size

Hangers (1/4") Length Quantity
SDT2-BQG-5FT No. 2 5ft 100
| SDT2-BQG-10FT Max Safe Working Load 10ft 80
. SDT2-BQG-15FT 100 Ibs 15ft 60
SDT2-BQG-20FT Duct Trapeze / Barrel 20ft 50
1 "
SDT2-BQG-30FT (1/47) 30ft 50

Optional add-on Rubber Pad (-PAD) - .

1-888-671-8665 sales@sdisupplies.com
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I GRIPPLE

3/8" BARREL HANGERS WITH DUCT TRAPEZE FASTENER
Cable Case

Duct Trapeze Barrel

uoIisuadsn

Hangers (3/8") bashio; Siza Length Quantity
SDT2-B3/8G-5FT Sio. 5 5t 100
EJ SDT2-B3/8G-10FT Max Safe Working Load T0ft 80
SDT2-B3/8G-15FT 100 Ibs 15ft 60
@ ; SDT2-B3/8G-20FT Duct Trapeze / Barrel 20ft 50 v
i SDT2-B3/8G-30F T (3/8") 30ft 50
Optional add-on Rubber Pad (-PAD) - -

CLADDING HOOK HANGERS WITH DUCT TRAPEZE FASTENER

Duct Trapeze
Cladding Hook

Cable Case
Length Quantity

Part No. Size

Hangers
SDT2-CHG-5FT No. 2 5ft 100
, ' SDT2-CHG-10FT Max Safe Working Load 10ft 80
( SDT2-CHG-15FT 100 Ibs 15ft 60
% SDT2-CHG-20FT Duct Trapeze / 20ft 50
’ ‘ SDT2-CHG-30FT Cladding Hook 30f 50
Optional add-on Rubber Pad (-PAD) - -

LOOP HANGERS WITH BUTTERFLY TRAPEZE FASTENER

Butterfly Trapeze Part No. Size Cable Casg
Loop Hangers Length Quantity

SBT2-LG-5FT No. 2 5ft 100
SBT2-LG-10FT Max Safe Working Load 10ft 80
SBT2-LG-15FT 100 lbs 15ft 60
SBT2-LG-20FT Butterfly Trapeze / 20ft 50
SBT2-LG-30FT Loop 30ft 50
Optional add-on Rubber Pad (-PAD) - -

/4" TOGGLE HANGERS WITH BUTTERFLY TRAPEZE FASTENER

Butterfly Trapez ; Cable Case
Toggle Haﬁgers(1le4") PSING: S Length Quantity

SBT2-TQG-5FT No. 2 5ft 100
SBT2-TQG-10FT Max Safe Working Load 10ft 80
SBT2-TQG-15FT 100 Ibs 15ft 60
SBT2-TQG-20FT Butterflyt Trapeze / 20ft 50
SBT2-TQG-30FT Toggle(1/47) 30ft 50
Optional add-on Rubber Pad (-PAD) - -

16" TOGGLE HANGERS WITH BUTTERFLY TRAPEZE FASTENER

Butterfly Trapeze e
Toggle Hangers Part No. Size Quantity
(5/16")

SBT2-TG-5FT No. 2 5ft 100
SBT2-TG-10FT Max Safe Working Load 10ft 80
SBT2-TG-15FT 100 lbs 15ft 60
SBT2-TG-20FT Butterfly Trapeze / 20ft 50
SBT2-TG-30FT Toggle(5/16") 30ft 50
Optional add-on Rubber Pad (-PAD) - -

1-888-671-8665 sales@sdisupplies.com 293
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I GRIPPLE

1/4" STUD HANGERS WITH BUTTERFLY TRAPEZE FASTENER

Butterfly Trapeze . Cable Case
Stud Han);ersp(1l4“) 8 No, SiEa Length Quantity
SBT2-SQG-5FT No. 2 5ft 100
E SBT2-SQG-10FT Max Safe Working Load 10ft 80
- SBT2-SQG-15FT 100 Ibs 15ft 60
SBT2-SQG-20FT Butterfly Trapeze / 1/4" 20ft 50
SBT2-SQG-30FT Stud 30ft 50

Optional add-on Rubber Pad (-PAD) - =

90 DEGREE 1/4" EYELET HANGERS WITH BUTTERFLY TRAPEZE FASTENER

Butterfly Trapeze

90 Degree Eyelet
Hangers (1/4")

Cable Case
Length Quantity

Part No. Size

SBT2-EY90QG-30FT

90 Degree Eyelet (1/4")

30ft

SBT2-EY90QG-5FT 5 5ft 100
,/r' SBT2-EY90QG-10FT Max Safe Working Load 10ft 80
SBT2-EY90QG-15FT 100 Ibs 15ft 60
% | SBT2-EY90QG-20FT Butterfly Trapeze / 20ft 50

50

Optional add-on

Rubber Pad (-PAD)

STRAIGHT 1/4" EYELET HANGERS WITH BUTTERFLY TRAPEZE FASTENER

Butterfly Trapeze
Straiglft Eyglet Part No. Size Lce a:;'fh QS::fity
Hangers

SBT2-EYQG-5FT No. 2 5t 100

Q SBT2-EYQG-10FT Max Safe Working Load 10ft 80

1 SBT2-EYQG-15FT 100 Ibs 151t 60

E SBT2-EYQG-20FT Butterfly Trapeze / 20ft 50

; SBT2-EYQG-30FT Straight Eyelet 30ft 50

Optional add-on

Rubber Pad (-PAD)

HOOK HANGERS WITH BUTTERFLY TRAPEZE FASTENER

Butterfly Trapeze " Cable Case
Hook I)-llanQer SEIENG: Size Length_ Quantity
SBT2-HG-5FT No. 2 5ft 100
4 SBT2-HG-10FT Max Safe Working Load 10ft 80
SBT2-HG-15FT 100 Ibs 15ft 60
SBT2-HG-20FT Butterfly Trapeze / 20ft 50
SBT2-HG-30FT Hook 30ft 50

Optional add-on

Rubber Pad (-PAD)

/4" BARREL HANGERS WITH BUTTERFLY TRAPEZE

FASTENER

Butterfly Trapeze . Cable Case
Barrel Ha:gersp(ﬂ ") PG aken Length Quantity
SBT2-BQG-5FT No. 2 5ft 100
SBT2-BQG-10FT Max Safe Working Load 10ft 80
SBT2-BQG-15FT 100 Ibs 15ft 60
SBT2-BQG-20FT Butterfly Trapeze / 20ft 50
SBT2-BQG-30FT Barrel (1/4") 30ft 50

Optional add-on

Rubber Pad (-PAD)

1-888-671-8665 sales@sdisupplies.com
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3/8" BARREL HANGERS WITH BUTTERFLY TRAPEZE FASTENER

uoIisuadsn

Butterfly Trapeze i Cable Case
Barrel Haégers (3/8") i R Length Quantity

SBT2-B3/8G-5FT No. 2 5ft 100
SBT2-B3/8G-10FT Max Safe Working Load 10ft 80
SBT2-B3/8G-15FT 100 Ibs 15ft 60 N
SBT2-B3/8G-20FT Butterfly Trapeze / 20ft 50
SBT2-B3/8G-30FT Barrel (3/8") 30ft 50
Optional add-on Rubber Pad (-PAD) - -

CLADDING HOOK HANGERS WITH BUTTERFLY TRAPEZE FASTENER

Butterfly Trapeze Cisii
Cladding Hook Part No. Size :
Length Quantity
Hangers

SBT2-CHG-5FT No. 2 5ft 100

) SBT2-CHG-10FT Max Safe Working Load 10ft 80

SBT2-CHG-15FT 100 Ibs 15ft 60

SBT2-CHG-20FT Butterfly Trapeze / 20ft 50

SBT2-CHG-30FT Cladding Hook 30ft 50

Optional add-on Rubber Pad (-PAD) - -

Gripple Spider Concrete Insert Hanger Kit

WITH STANDARD GRIPPLE FASTENER

Kit includes: Gripple Spider, Cable w/Swivel Toggle End, and Standard

Case

Part No. Size Length Chiantity
HF2-STG-5FT-SBK 5ft
HF2-STG-10FT-SBK No. 2 10ft
HF2-STG-15FT-SBK Max. Safe Working Load 15ft
HF2-STG-20FT-SBK 100 Ibs 20ft
HF2-STG-30FT-SBK 30ft
HF3-STG-5F 1-SBK 5t
L HF3-STG-10FT-SBK No.3 10ft
e HF3-STG-15FT-SBK Max. Safe Working Load 15ft
HF3-STG-20FT-SBK 200 Ibs 20ft
HF3-STG-30FT-SBK 30ft

WITH TRAPEZE FASTENER
ripple Spider, Cable w/Swivel Toggle End, and No.2 or No.3 Trapeze fastener
Part No Cable Case

Kit includes:

Size

Length Quantity
. STZ2-STG-5FT-SBK 5ft
AN STZ2-STG-10FT-SBK No. 2 10ft
'( 2l STZ2-STG-15FT-SBK Max. Safe Working Load 15ft
\!’ ' STZ2-STG-20FT-SBK 100 Ibs 20ft
STZ2-STG-30FT-SBK 30ft
TZ3-STG-5FT-SBK 5ft
TZ3-STG-10FT-SBK No. 3 10ft
TZ3-STG-15FT-SBK Max. Safe Working Load 15ft
TZ3-STG-20FT-SBK 200 Ibs 20ft
TZ3-STG-30FT-SBK 30ft

1-888-671-8665 sales@sdisupplies.com
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= GRIPPLE

WITH DUCT TRAPEZE FASTENER

Kit includes: Gripple Spider, Cable w/Swivel Toggle End, and No.2 Duct Trapeze fastener

Suspension

. Cable Case
parto Size Length Quantity

’/ﬁ\\ SDT2-STG-5FT-SBK 5ft
- N - -

X ' 4 SDT2-STG-10FT-SBK —p 10ft

e SDT2-STG-15FT-SBK Max. Safe Working Load 15ft

SDT2-STG-20FT-SBK Lol 20ft

SDT2-STG-30FT-SBK 30ft

Metal Deck Insert Hanger Kit

WITH STANDARD GRIPPLE FASTENER

Kit includes: Metal Deck Insert, Cable w/Swivel Toggle End, and Standard No.2 or No.3 Gripple fastener

. . Cable Case
Kit Part No. Size Length Quantity

HF2-STG-5FT-MDI-Y 5ft
HF2-STG-10FT-MDI-Y No. 2 10ft
& HF2-STG-15FT-MDI-Y Max. Safe Working Load 15ft
HF2-STG-20FT-MDI-Y 100 Ibs 20ft
HF2-STG-30FT-MDI-Y 30ft
HF3-STG-5FT-MDI-Y 5ft
HF3-STG-10FT-MDI-Y No. 3 10ft
= HF3-STG-15FT-MDI-Y Max. Safe Working Load 15ft
i HF3-STG-20FT-MDI-Y 200 Ibs 20ft
— HF3-STG-30F T-MDI-Y 30ft

WITH TRAPEZE FASTENER
Kit includes: Metal Deck Insert, Cable w/Swivel Toggle End, and No.

. . Cable Case
Kit Part No. Size Length Quantity
STZ2-STG-5FT-MDI-Y 5ft
STZ2-STG-10FT-MDI-Y No. 2 10ft
STZ2-STG-15FT-MDI-Y Max. Safe Working Load 15ft
STZ2-STG-20FT-MDI-Y 100 Ibs 20ft
STZ2-STG-30FT-MDI-Y 30ft
TZ3-STG-5FT-MDI-Y 5ft
TZ3-STG-10FT-MDI-Y No. 3 10ft
TZ3-STG-15FT-MDI-Y Max. Safe Working Load 15ft
T TZ3-STG-20FT-MDI-Y 200 Ibs 20ft
TZ3-STG-30FT-MDI-Y 30ft

WITH DUCT TRAPEZE FASTENER
Kit includes: Metal Deck Insert, Cable w/Swivel Toggle End, and No.2 Duct Trapeze fastener

: i Case
Kit Part No. Size gt Beicn,
SDT2-STG-5FT-MDI-Y =
SDT2-STG-10FT-MDI-Y im0
No. 2
STD2-STG-15F T-MDI-Y Max. Safe Working Load 15t
SDT2-STG-20F T-MDI-Y 100 lbs pre
SDT2-STG-30F T-MDI-Y -
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Cable Strut & C-Clip Hangers

T GRIPPLE

CABLE STRUT KITS

= . Cable Case
Cable Strut Kit Part No. Size Length Quantity
. P CTI-1/8-10FT 1/8" 10ft n/a
" Max. Safe Working Load
Length of 1/8 CTI-1/8-15FT e e70 |g i L0 15ft n/a
cable + two D3 S
Gripples CTI-1/8-20FT CABLE STRUTKIT 20ft n/a
Specials Additional Cable per ft. -
CTI-1/4-15FT -— 15ft n/a
CTI-1/4-25FT 25ft n/a
Max. Safe Working Load
ront v (TS e
cable + two D6 s CABLE STRUT KIT L
fasteners CTI-1/4-100FT 100ft n/a
Specials Additional Cable per ft. -

1/8" C-Clip Loop

C-CLIP LOOP HANGERS

Cable Case

Hangers s Length Quantity
HF2-CC-1/8-5F T 5ft 100
@ HF2-CC-1/8-10FT 1/8" 10ft 80
,‘ r HF2-CC-1/8-15FT Max. Safe Working Load 15t 60
@ HF2-CC-1/8-20F T 1/8" c_i’{r:i: fN,Loop 20ft 50
HF2-CC-1/8-30FT 30ft 50
1/4" C-Clip Loo " Cable Case
Hang:rs i ECBe Size Length Quantity
7 HF2- CC-1/4-5FT 5ft 80
,%i" HF2-CC-1/4-10FT 114" 10ft 60
\ HF2-CC-1/4-15FT Max. Safe Working Load 151t 50
} HF2-CC-1/4-20FT AT cfgﬁ;t’;,mp 20ft 40
i HF2-CC-1/4-30F T 30ft 40

C-CLIPS (individual)

(as an add-on to any QS::;

No.2 cable hanger) by
@ CCLIP-3MM-BB 1/8" 500
;@ j{ CCLIP-6MM-BB 1/4" 100

1-888-671-8665 sales@sdisupplies.com
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Suspension
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I GRIPPLE

Rope Grip Fastener

Rope Grip 1/16" FASTENER ONLY
For use with indicated cable size. Includes alle

. Maximum Vertical Bag Case
ROpSp T asEnst FAICING: Load Rating Quantity Quantity
2MM-20BB-INC
(116" 1.5-2.5MM) Ll 240

Lockable Range of Fasteners

LOCKABLE FASTENER ONLY

For use with indicated ca

ble size. Includes setti

Maximum Vertical ag Case
Lockable Fastener Part No. \adl Riting e =
LK-1/8-160BB
(1/8" / 3MM) 330 Ibs 10 160
LK-3/16-5B

(3/16" / 5MM) 880 Ibs 5 80
LK-8MM-20B-1B

(516"  8MM) 2,200 Ibs 2 20
LK-10MM-20B-1B

(3/8" / 10MM) 3,300 Ibs 2 10

Tools, Accessories & Release Keys
00
New R « Product

CUTTER-GRIPPLE

Small Cable Cutter
A purpose made tool for cutting cable.
Suitable for use with sizes No. 1 - 4.

=

CUTTER-1/4

Large Cable Cutter
A purpose made tool for cutting cable.
Suitable for use with No.5 size.

TOOL-5-4BX-INC

Torq Tensioning Tool
A purpose made tool for quickly tensioning the cable. For
use with No.1-4 hanger sizes; GS10, GS12, and GS19
seismic bracing; and 1/16" (2mm), 1/8" (3mm), 5/32" (4mm),
and 3/16" (5mm) Lockables.

CTI-DEMM-TOOL

1/4" Cable Strut Tensioning Tool
A purpose made tool for quickly tensioning the cable. For
use with 1/4" Cable Strut ONLY, and compatible with the D6
fastener.

TOOL-6-METAL-LGE-GRIP

Rope Course Tensioning Tool
A purpose made tool for quickly tensioning the cable. For
use with 5/16" (8mm) and 3/8" (10mm) Lockables ONLY.

>
E—n
o

TOOL-7-4BX-INC

Contractor Tensioning Tool
A purpose made tool for quickly tensioning the cable. For
use with No.5 hangers; GS25 seismic bracing; and 1/4"
(6mm) Lockables.

1-888-671-8665

sales@sdisupplies.com
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Part No.

= GRIPPLE

Product

KEY-P111146 (NO1/NO3)

Easy Grip Release Key
A soft feel plastic handle mounted key for releasing the

KEY-P111147 (NO4/NO5)

Gripple. For use with sizes No. 1 -3 and 4-5.

KEY-HF (for sizes No.1-3)

KEY-NO4 (for size No.4)

Standard Release Key

KEY-6/13MM (for size No.5)

KEY-FLAG (for sizes No.1-3)

Blue Flag Key

KEY-ALLEN-6MM

BRA

Hex Key for D6

Part No. Product
No. 3 Trapeze Fastener
TRAPEZE-NO3 Purpose made one-way Gripple - No.3 size. Designed
for use with strut or multi-tiered installations.
No. 2 Trapeze Fastener
TRAPEZE-NO2 Purpose made one-way Gripple - No.2 size. Tapered design
that fits completely inside strut channel.
T72-ADP-CB6 No.2 Trapeze Cable Basket Adaptor

No.2 Trapeze Fastener with Cable Basket Adaptor attached.

CB6 Cable Basket Adaptor for No.2 Trapeze
No. 2 Duct Trapeze
DT2-ACC One-way Gripple - No.2 size - with integral bracket

for attachment to rectangular duct or services.

CORNER-SADDLE

Corner Saddle
Aright-angled reinforced molding for positioning and
supporting sizes No. 1 - 3 on rectangular duct.

TPZ-BRACKET

Trapeze Bracket
For use with Trapeze Fastener System. Attaches to each
side of rectangular ductwork at four points.

G-BRACKET-100

G-Bracket, 100MM
For suspending cable tray & basket. Use with Y-Hook.

G-BRACKET-200

G-Bracket, 200MM
For suspending cable tray & basket. Use with Y-Hook.

G-BRACKET-300

G-Bracket, 300MM
For suspending cable tray & basket. Use with Y-Hook.

G-SPACER

G-Bracket Spacer
Joins two G-Brackets together

1-888-671-8665 sales@sdisupplies.com
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PIPE SUPPORTS ) tv1s HANGER Standard Duty #24z

1/2" through 30"

Carbon Steel

Electro-Plated Zinc

Complies with MSS SP-58 and SP-69 (Type 1).

cUL Approved (2 1/2" through 8"- Mild Steel & S/S)
FM Approved (3/4" through 8" - Mild Steel Only)

O Recommended for the suspension of non-insulated,

O 0OO0O0oa0

stationary pipe lines allowing for vertical adjustment.

Suspension

O Specify pipe size, figure number, name and finish.

O Also Available in Bare, Hot Dip Galvanized, Stainless Steel, Epoxy

[ us
APPROVED LISTED

APPX
WT.PER 100
PCS,

REC. MAX

@t i LOAD (LBS
UPPER | LOWER -

118 | 11146 [ 2116 : - 13gax7/8 13gax7/8 610 18 - 100
34 38 | 118 | 11116 | 2916 1/4 716 | 13 gax7/8 13 gax 7/8 610 18 100
1 3/8 15/16 | 21/16 | 211/16 114 58 13 géfﬁc 7[;3’ |8 'ga4x 718 610 22 100
11/4 3/8 15/8 212 33/16 1/4 7/8 13gax7/8 13 L_;a X 7/8 610 26 100
1112 3/8 1718 27/8 311116 114 11116 12gax7/8 12gax7/8 610 34 100
2 3/8 21/4 35/16 47/16 114 11/4 12gax7/8 12gax7/8 610 38 50
212 112 27/8 41/2 57/8 5116 | 115/16 | 9gax13/16 | 10gax13/16 1130 86 50
3 112 35/16 43/4 61/2 5/16 13/4 9gax13/16 | 10gax13/16 1130 96 25
312 12 41/32 57/8 7 15/16 5/16 29/16 | 8gax13/16 | 10gax13/16 1130 114 25
4 5/8 41/8 | 51516 | 83/16 3/8 21/8 8gax13/16 | 10gax13/16 1430 126 25
S 5/8 4 3/16 511/16 87/16 1/2 17/16 4gax11/4 8gax11/4 1430 204 25
6 3/4 51/16 6 13/16 101/8 12 13/4 3gax11/2 8gax11/2 1940 280 10
8 3/4 63/16 | 81/16 | 127/16 5/8 17/8 3gax13/4 8gax1 34 | 2000 446 10
10 | 78 7 3/4 10 15 7/16 3/4 21/4 | 3/8x13/4 3gax1 Al 3600 806 BULK
12 718 91/32 | 119/16 18 3/4 213/16 3/8x2 3gax2 3800 1034 BULK
14 1 11 1/4 14 3/8 201/4 718 4 3/8 1/2x2 14 x 2 4200 1430 BULK
16 1 1115/16 | 13 15/16 [ 21 15/16 1 213/16 112 x21/2 14 x21/2 4600 2100 BULK
18* 1 137/8 16 25 1 33/4 1U2x2112 1/4x21/2 4800 2440 BULK
20* 11/4 151/8 | 17172 27 1/2 11/4 33/4 . 518x3 3/8x 3 4800 4700 BULK
24* 11/4 183/8 | 233/4 313/4 11/4 4 . 5/8x3 3/18x3 4800 15800 BULK
- 30* 114 | 2112 | 273/4 39 5/8 11/4 43/4  3/4x3  3/8x3 6000 7500 BULK

* fitted with pipe spacer on cross bolt.

Oversized Clevis Hanger Installations:

Note: A pipe spacer should be placed over the clevis bolt and blocks need to be placed on either side of the pipe until final installation is
completed. Additionally all clevis hangers on the line need to take up their share of the pipe load prior to insulating to prevent hanger
damage by overloading.
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SWIVEL RING HANGER #41 T

1/2" through 8"

Carbon Steel

Pre-Galvanized c/w Zinc Insert Nut
ULC, UL, and FM. Complies with MSS SP-58 & SP-69 (Type 10).
Recommended for the suspension of non-insulated

stationary pipe lines allowing for vertical adjustment.

O Specify pipe size, figure number and name.

PIPE SUPPORTS

0 O o R i R o A

uoIisuadsn

AL N
APP'X WT.
SPECIFICATION DATA o, e of.a ey
38 | 21516 | 1718 1716 | ! / j‘*{L e
3 | 38 | 278 | 178 338 111/32 400 9 100 f . \
10| 3B 27/8 17/8 3112 17/325 |- 400 9 100 1 * 1 '
114 | 38 | 3116 | 11516 | 378 1118 400 10 100 K /
112 | 38 | 3316 2118 41/8 1316 400 11 w0 |
2 38 | 3716 | 2716 45/8 11/4 400 12 100
212 | 38 | 313116 23/4 51/4 13/8 600 28 50 @ =
3 38 4 3 53/4 11/4 600 30 50 Sy
s | 4 |33 7 1172 1000 37 25
5 112 6 4 3/4 8 3/4 115/16 1000 83 20 FrrROvED
6 12 | 6916 51/4 97/8 115/16 1250 95 15
8 12 | 713116 6 5/8 121/8 25116 1250 118

SWIVEL RING HANGER - PVC Coated #41PVC

1 1/2" through 6"

Carbon Steel

Black PVC Coating c¢/w Zinc Insert Nut
Complies with MSS SP-58 & SP-69 (Type 10).
Recommended for the suspension of stationary D ,5;"
glass pipe lines ,7’

0O 0Oo0ooao

Specify pipe, size, figure number and name.

REC. APP'X WT.
MAX.LOAD  PER 100
(LBS.) (LBS)

13116

2 38 | 3716 | 27116 4 5/8 1 1/4 400 13 100
3 38 4 3 5 3/4 1 114 600 31 50
il ap 4334 | 334 7 112 600 38 25
6 1 12 | 696 5 1/4 9 7/8 1 15116 1250 96 15

1-888-671-8665 sales@sdisupplies.com {0k



Suspension

N o ¥/ 2  Ouick and Complete!

SWIVEL RING HANGER - Epoxy Coated #43

| g—n"
1/2" through 8" f 4

a
\ € Cc B
0O Carbon Steel / -\\_‘\
O Black Powder Epoxy Coating c/w Zinc Insert Nut D \\
O Complies with MSS SP-58 & SP-69 (Type 10). ' ¢ 4 :
O Recommended for the suspension of copper or # + ‘,'3 !

iron stationary pipe lines allowing for vertical adjustment.

O Specify pipe, size, figure number and name.

ALSO
ACCOMMODATES

COPPER
TUBE

REC. APP’X WT.

SPECIFICATION DATA

A MAX. LOAD PER 100 PER
SIZE IPS SIZE B | D E {LBS.) {LBS)

112 - 3/4 12 38 | 21316 | 11516 | 3 1/4 1516 400 9 100}
1 3/4 8 | 21316 | 11516 | 3 14 13/8 400 9 100
11/4 1 38 | 21316 | 11516 | 3 7/16 1 1/4 400 9 100
1172 11/4 38 | 21516 | 2 1116 3 3/4 1316 400 10 100
2 2 8 | 3716 | 2916 | 4916 13/8 400 12 100

2112 2112 38 | 31116 | 21316 | 5116 13/8 650 28 50

3 3 38 4 3 18 5 5/8 13/8 650 30 50
38 | 458 3 34 678 1172 650 37 25

112 | 534 4 34 8 112 1 15/16 1000 83 20

172 | 658 | 5916 9 7/8 2 1/4 1250 o5 | 15

172 | 734 | 6116 | 12 116 2 3/8 1250 118 10

PIPE SUPPORTS

SWIVEL RING HANGER Copper-Gard #42
O 1/2" through 4"
O Carbon Steel

O Copper Powder Epoxy Coating ¢/w Zinc Insert Nut . ,.5)""; \\ 1

O Complies with MSS SP-58 & SP-69 (Type 10). { ¢ \o } '

O Recommended for the suspension of copper tubing ! * /
stationary pipe lines allowing for vertical adjustment. \\ /

O Specify pipe, size, figure number and name. e

COPPER
TUBE
SIZE

ALSO
ACCOMMODATES
IPS SIZE

REC.  APPXWT.
MAX.LOAD PER100
{LBS.) (LBS)

SPECIFICATION DATA

112-3/4 2 1316 1 15/16
1 3/4 38 2 13/16 1 15/16 3 1/4 138 400 9 100
1114 1 3/8 2 13116 1 15116 3 7116 1 1/4 400 9 100
11/2 11/4 3/8 2 15/16 2 116 3 3/4 1 3/16 400 10 100
2 2 3/8 3 7116 2 9/16 4 9/16 1 3/8 400 12 100
21/2 21/2 3/8 3 11/16 2 13/16 5 1/16 1 3/8 650 28 50
3 3 38 4 318 558 138 650 30 50
4 4 358 4508 3 3/4 678 |- 1P 650 7 25

sales@sdisupplies.com



Installation Note:

0O oo oo o

u]

STANDARD RISER CLAMP #822Z

1/2" through 36"
Carbon Steel
Electro-Plated Zinc

Complies with MSS SP-58 and SP-69 (Type 8).
cUL Approved (2" through 8") - Mild Steel Only
Recommended for the support and stabilizing of

vertical pipe runs.

Specify pipe size, figure number, name and finish.
ALSO AVAILABLE IN: Bare Metal, Stainless Steel, and Hot-Dip Galvanized

TAYLOR &-

PIPE SUPPORTS

The A and B dimensions shown are approximate. When using a riser clamp in any application other than what it is designed
for (i.e.. supporting a riser pipe between floors of a building) confirm against the product in hand the hole centers and overall

length if they are critical to your installation.

SPECIFICATION DATA

See Installation Nof

IRON PIPE

SIZE

112
34

11/4
1112

2112

31/2

10
12
14
16
18
20
24
30
36

B

858 218
81316 25/16
9116 25/8
97/16 - 215/16
10 37/16
10 9/16 4
1 18 49/16
11 13/16 51/4
13 6
13 5/8 6 5/8
14 1/8 7 5/8
15 3/8 87/8
18 5/8 12
21 14 1/2
22 3/4 17
24 17718
26 21
28 23 1/8
30 25
36 29 1/4
42 351/4
48 42

BOLT DIAMETER

3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
1/2
12
12
12
5/8
5/8
5/8
5/8
3/4
3/4
3/4
7/8
7/8

MATERIAL

8gax1
8gax1
8gaxt
8gax1
8gax1
8gax1
3gax1
3gaxt
3gax1
3gax1
3gax11/2
3gax11/2
3/8x11/2
3/8x2
12x2
1/2x2
5/8x21/2
5/8x21/2
5i8x21/12

58x21/2

5/8 x3
3/4x4

REC. MAX. APPXWT.PER PC'SPER

LOAD (LBS)

220
220
220
250
250
300
400
500
600
750
1500
1600
2500
2500
2700
2700
2900
2900
2900
2900
2900
2900

100 (LBS)

88
92

100
104
114
160
170
206
220
340
372
722
1094
1610
1700
2916
3191
3550
4200
6000
9000

PKG.

BULK
BULK
BULK
BULK
BULK_
BULK
BULK

5
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Suspension

Duick and Lomplete!
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Silicone Firestop
Non-Sag (Gun Grade)
Self-Seal® GG-200

see page 775

RISER CLAMP Copper-Gard #85

O 1/2" through 6"

O Carbon Steel

O Copper-Gard Epoxy c/w Zinc Hardware

0 Complies with MSS SP-58 and SP-69 (Type 8).

0 Recommended for the support and stabilizing of
vertical copper tubing pipe runs.

O Specify pipe size, figure number and name.

Installation Note:
The A and B dimensions shown are approximate. When using a riser clamp in any application other than what it is designed
for (i.e.. supporting a riser pipe between floors of a building) confirm against the product in hand the hole centers and overall
length if they are critical to your installation.

COPPER ’ E CI F I CAT'O N DATA REC. MAX. APP'X WT. PER 100

Lo _ PC'S PER PKG.
THBE SIZE eIl BOLTDIAMETER  materiaL AP (LBS) £es %

112 61116 | 111116 1/4 11Gax 1 225 48 50
34 7 2 114 11Gax 1 225 50 50
1 8 3/4 2 1/4 1/4 11Gax 1 250 64 50
11/4 9 2112 1/4 11Gax 1 250 66 50
1112 93/8 278 1/4 11Gax 1 250 68 50
2 915116 33/8 318 8Ga x 1 500 106 25
2112 10112 4 3i8 8Ga x 1 500 108 25
3 11 4716 3/8 8Gax 1 500 116 25
312 | 123016 51/8 3/8 . 8Gax11/4 500 158 25
4 12 5/8 59/16 318 8Ga x 11/4 500 166 25
5 141/8 7118 112 3Gax 1172 815 342 10
6 15 8 112 3Gax 11/2 815 376 10

304




Silicone Firestop

Self-Levelling

Self-Seal® SL-100

IRON PIPE
174

see page 775

Duick and Lomplete!

YLOR

PIPE SPACER
S 4
Ew ot T
1 PIPE S.TE N
T i \—/ ¥
=)
o A
_;* - $ .
& O C O—
G = (9] O B2
O ]
i Q

SIZES 18" AND ABOVE
HAVE (4) INNER HOLES

HEAVY DUTY RISER CLAMP #82H

O Bare Metal O Carbon Steel

O Complies with MSS SP-58 and SP-69 (Type 8).

O Recommended for the support and stabilizing of
vertical pipe runs.

0O Specify pipe size, figure number, name and finish.

O Also available in Electro-Plated Zinc, Stainless

PIPE SUPPORTS

Steel, and Hot Dipped Galvanized

18
20
20
22
22
24
27
30
32
34

12
112
5/8
3/4
3/4
7/8
718
11/4
112
1172
112
112

21/2
2172

(5]

=~ O) e O

SPECIFICATION D

S
3/4

3/4

11/4
11/4
1172
1172
21/4
212
2172
2172
212
31/2

31/2

A
11/4

11/4
11/4
11/4
11/4
11/4
11/4
15/8
1718
1718

2 5/8
25/8

O Shear lugs not included.
ATA APPXWT. MAX.
EACH REC.LOAD

: i T | uB.s) LBS.
11/4 2 112 18 900
11/4 2 112 19 900
1112 2 5/8 29 1500
2 2 3/4 50 2200
2 2 3/4 51 2200
2112 2 3/4 70 3000
2112 2 3/4 78 - 3000
3 3 1 150 5500
3112 3 1 193 7800
3112 3 1 204 7800
2 3 11/4 224 9000
2 3 11/4 280 9000
2 41/4 1112 429 13500
2 4114 1172 465 13500

5

uoIisuadsn

8665 salesesdisupplies.com
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YLOR

= PIPE SUPPORTS

HINGED SPLIT RING HANGER #38R

O 3/8" through 4"

O Malleable Iron

O Electro-Plated Zinc

0 Complies with MSS SP-58 and SP-69 (Type 12).

O Recommended for the suspension of
non-insulated stationary pipe.

O Specify pipe size, figure number, name and finish.

Suspension

REC.
MAX. LOAD PER 100
ROD SIZE A {LBS) (LBS)

3/8 3/8 13/16 : 180 10 100
112 3/8 7/8 ' 180 13 100
3/4 3/8 1 180 14 100
1 3/8 11/8 180 16 100
11/4 3/8 1 5/16 180 22 50
1112 3/8 17116 180 24 50
2 3/8 1 11/16 =18 180 gy : 50
22 S P 2 1/8 300 80 25
3 i 2716 300 74 25
4 172 2 3/4 300 85 25

HINGED SPLIT RING HANGER - Copper-Gard #38C

~f .

3/4" through 4"

Malleable Iron

Copper-Gard Epoxy c¢/w Zinc Hardware

Complies with MSS SP-58 andMSS SP-69 (Type 12).
Recommended for the suspension of

0O o0 oo o

non-insulated stationary copper tubing.
O Specify pipe size, figure number, name and finish.

SPECIFICATION DATA [E RS e

LOAD (LBS) 100 (LBS)
ROD SIZE A . 1

COPPER

TUBE SIZE PC'S PER PKG.

13/16
112 358 13/16 1100
3/4 38 7/8 180 13 100
1 3/8 1 180 14 100
1114 318 1158 180 16 100
1112 3/8 1 5/16 180 22 50
FEEe s e R . il B ) e
2425 8 4P 2 1/8 300 |0 60 ol isg
3 172 2 7/16 L i|a 300t 4. 50
4 172 2 3/4 300 85 25

o {0]% 1-888-671-8665 sales@sdisupplies.com



IAI

(Thread Size)
Hanger Rod
Not Included

SPLIT RING HANGER #38R SS

o 3/8" through 4"

O 304 (SS4) and 316 (SS6) Stainless Steel

0O Complies with MSS SP-58 and SP-69 (Type 12).

O Recommended for the suspension of non-insulated
stationary pipe and where protection from
corrosive environement is required.

O Specify pipe size, figure number, name and type.

SPECIFICATION DATA  |ibaviul BT

YLOR

= PIPE SUPPORTS

PIPE IRON
(o |EURop S TRl [lcesye fi7 (EBs) S Pk

3/8 3/8 11/16 180 8 100
12 38 3/4 180 10 100
34 3/8 78 180 1 100
1 3/8 1 1/8 180 15 100
11/4 3/8 1 5/16 180 18 50
11/2 3/8 1 7/16 180 21 50
2 38 1 5/8 180 30 50
2172 , 1/2 2 1/8 300 58 25
3 112 2 12 = =300 72 25
4 172 2 7/8 300 102 25

PIPE STAY - Double #32D

1/2" - 3/4" Copper / 3/8" - 1/2" Iron Pipe
Carbon Steel

Black Epoxy Coated

Vertical or horizontal offset pipe guide

Specify pipe size, figure number, name and finish.

—
[«—— E —»| g @ Double r@}j
O o :

SPECIFICATION DATA |2 =ttt

0O 0O0ooaQ

APPR'XWT

' TAYLOR | PIPE SIZE PER 100

woop | LAG

YLOR

= PIPE SUPPORTS

# A l e 13 o .= | screw | screw {LBs
3213 1/2C X 3/8IP 1 .3/16 1708 2 1/2 3 1 3/4 #10 #10 11 50
3214 3/4C X 1/2IP 1 3/16 17/8 2 12 3 1 3/4 #10 #10 11 50

1-888-671-8665 sales@sdisupplies.com
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PIPE SUPPORTS

F
E
J; (8] s
PIPE STAY - Standard #32S B
A

Specify pipe size, figure number, name and finish.
Also available in Stainless Steel 304 (SS4)

Suspension

t
G
+
I .

o 1/2" - 2" Copper / 3/8" - 2" Iron Pipe

o Carbon Steel e ) l

O Black Epoxy Coated

O Vertical or horizontal offset pipe guide H (prior to plating)

o

o

APPRX WT
TAYLOR | PIPE SIZE SPECIFICATION DATA FASTENEROPTIONS|
# o {LBS)
32-01 1/2C X 3/8IP 118 | 113116 | 2 12 1 134 | 11/16 3/4 | 16Ga #10 #10 8 100
-32-02 3/aCX1/2IP | 1316 178 212 1 1 34 20/32 3/4 16Ga #10 i #10 8 100
:32-03 ~ 1C X 3/4IP 112:] 27116 .} 3:1/4 | 1 1/4 2 1.5[32 1 34 16Ga #14 1/4" 11 100
32-04 11/4C X 1IP 1172 2 9116 3 1/4 1 1/4 2 1 13/32> 3/4 16Ga #14 1/4" 16 100
32-05 |11/2CX11/4IP| 2 112 3 5/8 4 1 3/4 3 1 23/32 | 15/16 | 14Ga #16 1/4" 20 100
32-06 11/2IP 258 | 4316 | 412 | 2316 | 3 1/4 | 131321116 | 14Ga #16 1/4" 24 50
32-07 2iP 21116| 4316 | 412 | 2316 | 3 1/4 | 2716 | 11116 | ;4Ga #16 1/4" 30 50
32-08 2C 21116| 43116 | 412 | 2316 | 3 1/4 | 2 3/16 1 1/1‘3 14Ga #16 1/4" 30 50

YLOR —
> bl ¢
PIPE SUPPORTS =
A c
L i
PIPE STAY - Extended #32E , 41
1/2" - 1 1/4" Copper / 3/8" - 1" Iron Pipe H (prior to plating)

Carbon Steel

Black Epoxy Coated

Vertical or horizontal offset pipe guide

Specify pipe size, figure number, name and finish.
Also available in Stainless Steel 304 (SS4)

0O 0ODO0OO0O0Ooao

AR e SPECIFICATION DATA FASTENER OPTIONS
# i
32-09 1/2C X 3/8IP 2 12 318 212 1 1 3/4 11116 3/4 16Ga #10 #10 10 100
32-10 34CX1/2IP | 212 | 3 14 2 112 1 134 | 2932 34 | 16Ga #10 #10 10 100
3211 1C X 3/4IP |2 11/16| 3 9/16 314 | 114 2, 1 5/32 3/4 14Ga #14 1/4" 15 100

32-12 11/4C X1IP |21116| 3 11/16 | 3 1/4 | 1 1/4 2 113/32 | 25/32 | 14Ga #14 1/4" 18 100
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SERVICE DEPENDAB/ILITY INTEGRI/TY

5

ONE HOLE PIPE STRAP #44 I
O Pre-Galvanized Zinc O Carbon Steel

YLOR

= PIPE SUPPORTS

O Recommended for the support of light duty conduit
on walls or sides of beams. Not recommended for
supporting pipe on ceilings or similar horizontal
surfaces.

O Also available in Stainless Steel and O.D. Sizes

SPECIFICATION DATA [ttt

uoIisuadsn

PER 100
HOLE DIAMETER (LBS) '
7132 :
318 7132 2 100
172 9/32 6 100
3/4 9/32 7 100
1 13/32 15 50
11/4 13/32 19 25
11/2 13/32 20 25
22 13/32 38 25

APP'X WT.' PC'S
PER 100 PER 2-HOLE PIPE STRAP #45
MATERIAL ' (LBS) | PKG.

SPECIFICATION DATA

21 gax 3/4" O Pre-Galvanized 0O Carbon Steel
3/4 21 gax 3/4" 5 100 O Complies with MSS SP-58 and SP-69 (Type 26).
1 20gax1 e 8 100 O Recommended for the support of light duty conduit
11/4 20gax1 9 100 on walls or sides of beams. Not recommended for
11/2 17 gax1 1" 100 supporting pipe on ceilings or similar horizontal
2 15 gax1 13 100 surfaces.
2172 14 gax 1 15 50 O Also available in Hot Dipped Galvanized
3 13gax1 16 50
4 12 gax1 ' 39 50
5 16gax11/4 46 25
6 16 gax11/4 51 25

2-HOLE PIPE STRAP Copper-Gard #45C

O Carbon Steel

O Copper-Gard Epoxy c¢/w Copper Plated Nails

o Complies with MSS SP-58 and SP-69 (Type 26).

O Recommended for the support of light duty copper tubing
on walls or sides of beams. Not recommended for
supporting pipe on ceilings or similar horizontal
surfaces.

COPPER
TUBE

SPECIFICATION DATA Gt

SIZE MATERIAL ik (LBS)
1/2 20 gax 1/2" 1 100
3/4 20 gax1/2" 2 100
1 20 gax1/2" 2 100
11/4 20 gax 1/2" 4 100
11/2 18 ga x 3/4" 5 100
2 18 ga x 3/4" 6 100

1-888-671-8665 sales@sdisupplies.com 309
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SERVICE DEPENDAB/ILITY INTEGRI/TY

SMALL MOUTH TOP BEAM CLAMP #406

NFPA specifications may require you to use the Taylor #408 Top
Beam Clamp in applications requiring 1/2" clamps.

3/8" through 7/8"

Malleable Iron* ¢/w hardened steel cup point set screw

Bare Metal

cUL, FM for 3/8", cUL for 1/2" (4" I.P. Max.) **

C us Complies with Manufacturers' Standardization Society
LISTED MSS SP-58 and SP-69 (Type 19)

0 Recommended for use under roof installations with

O 0O o aga0o

Suspension

bar joist type construction where thickness of joist does
APPROVED not exceed 5/8 inch.
O Specify rod size, figure number, name and finish.

= G o M o Also Available in Electro-Plated Zinc & Stainless Steel

Iﬂ] —_ g =T N /=% ** Approvals on stainless steel - cUL for 3/8" and 1/2" only (4" |.P. Max.)
= + Maximur comir rew torque values per
b 4
- —5 16 !
NP —og BT | ' |
‘ :
? K | |

‘ RECOM. "X WT.
S P oM APPRX WT.
S MAX. LOAD PER 100
(LBS) (LBS)

RETAINING STRAP #416

Note: Tear- W 4/on . "
O Pre-Galvanized O Carbon Steel t ear-drop hole accommodates 3/8" - 1/2" maximum bolt diameter.

o Designed for use with top beam clamps.

U FOR DETERMINING MIN. LENGTH OF STRAP, ADD TWO
S, INCHES TO WIDTH OF FLANGE.

- SPECIFICATION DATA BV A e T e

4 PCS. PER PKG.
~  MATERIAL _ (LBS)
6 18gax1 8 200
18gax1 12 200
12 18gax1 16 200

310 1-888-671-8665 sales@sdisupplies.com
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SERVICE DEPENDAB/ILITY INTEGRI/TY

M MATERIAL SIZE' .
1

o 1 through 5
O Carbon Steel
O Bare Metal .
0 Designed for attaching hanger rod to the top
flange of a beam.
Not recommended for beams greater than
12 inches wide.
0O Specify size, flange width, thickness and finish.
O Also available in Electro-Plated Zinc

Rec. Max. Load
(Lbs.)
300

A
174X 114 318 5/16

1/2

5/8

3/4

2 1AX114 12 38 500
3 38X112 58 716 700
4 38X2 34 12 1000
5 112X21/2 718 916 1200
T Maximum recommended sel screw torque values per
MS 69
Set Screw Size 3/8"-16

|
L

(CARE SHOULD BE TAKEN NOT TO OVER TIGHTEN SET SCREW)

APPROVED

WIDE MOUTH TOP BEAM CLAMP #407
NFPA specifications may require you to use the Taylor #409 Top
Beam Clamp in applications requiring 1/2" clamps.

3/8" through 3/4"

Malleable Iron* c/w hardened steel cup point set screw
Bare Metal

cUL, FM for 3/8", cUL for 1/2" (4" I.P. Max.)

Complies with Manufacturers' Standardization Society
MSS SP-58 and SP-69 (Type 19)

O Recommended for use under roof installations with

0O 0 g o0;Q

bar joist type construction, or for attachment to top
flange of structural shapes.
O Specify rod size, figure number, name and finish.

o Also Available in Electro-Plated Zinc

RECOM.
MAX. LOAD

APPR'X WT.

MAX. PIPE PER 100

SIZE

(LBS)

{LBS)

138 2 112 1 11/4 7/8 500 56 100
1758 | 238 | 58 1 3/8 | A 1/4 1.1/4 850 66 50
178 | 238 | 58 138 | 114 1 1/4 900 83 50

1-888-671-8665
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YLOR

PIPE SUPPORTS

Suspension

INSULATOR SUPPORT #405
O 1/4" through 3/8" _
O Malleable Iron —r- T
O Electro-Plated Zinc D B
O Designed to attach hanger rod to beam or framework where _L
thickness does not exceed 1/2 inch. Rod tap on both bottom _l
and back of clamp. ha— & —»- be— ¢ —ml
O Specify rod size, figure number, name and finish. (CARE SHOULD BE TAKEN NOT TO OVER TIGHTEN SET SCREW)
O Also available in Stainless Steel
’ APP'X WT.
S Bt SPECIFICATION DATA e
(LBS)
1/4 1 3/16 ‘ 138 1 3/8 3/4 26 335 100
5/16 1 3/16 138 1 3/8 3/4 25 335 100
3/8 2116 | 1.3/4 1.7/8 1 70 525 25

MALLEABLE "C" CLAMP #301

O 3/8" through 3/4"
O Malleable Iron* c/w hardened steel cup point set screw
O Bare Metal

0 Complies with MSS SP-58 and SP-69 (Type 23).

O (3/8" and 1/2") CUL, FM for 4" 1.P. Max.

0 Recommended for attachment to American Standard
I-Beams and wide flange beams where thickness
does not exceed 3/4"

O Specify size, figure number, name and finish.

O Also Available in Electro-Plated Zinc

o - =
Maximum recommended set screw torque values per [
MSS SP-6¢ |

v
E

APPROVED ?
C
\

Nm ; c us y r
(CARE SHOULD BE TAKEN NOT TO OVER TIGHTEN SET SCREW) LISTED

RECOM. APPR'X WT.
PIPE SIZE MAX.LOAD PER 100
: {LBS) (LBS)
1 7116 1/2t0 2
1 7116 21/2t031/2

11am el | g
, » o




1/2
34

11/4
11/2

2112

31/2

10
12
14
16
18
20
24

O Ooo0oao

]

U-BOLT - (Standard Duty) Zinc Plated #142

1/2" through 24"

Carbon Steel

Zinc Plated

Complies with MSS SP-58 and SP-69 (Type 24).
Designed as a support, guide, or anchor

for heavy loads.

Specify pipe size, figure number, name and finish.

Also available in Stainless Steel, Hot Dipped Galvanized

1/4
1/4
3/8
3/8
3/8
12
12
12
1/2
1/2
5/8
5/8
3/4
7/8
718
7/8

SPECIFICATION DATA e Lo

c e e e 650°F (LBS)
15116, | 1:3/16 234 |- 2 318
118 138 | e 314
138 1.5/8 2 3/4 218 | 313132 485 435 12 100
111116 | 216 | 278 218 | 31116 1220 1090 28 100

2 238 3 212 | 31516 1220 1090 29 100
2716 | 21316 | 3 14 2 12 4 7116 1220 1090 32 100
215116 | 3 7/16 3 3/4 3 5 3/16 2260 2020 68 50
3916 | 4 116 4 3 5 3/4 2260 2020 77 50
4116 | 4 9116 4.1/4 3 6 1/4 2260 2020 82 50
4 9/16 5 1116 4 112 3 6 3/4 2260 2020 88 50
5 5/8 6 1/8 5 3 7 25/32 2260 2020 93 25
6 3/4 7 38 6 1/8 3 34 9 7116 3620 3230 194 25
8 34 9 38 7 18 334 | 11716 3620 3230 236 10
10 7/8 11 5/8 8 3/8 4 13 3/4 5420 4830 489 10
1278 13 3/4 9 58 4 1/4 16 7540 6730 776 10
14 1/8 15 10 1/4 5 16 1/4 7540 6730 832 BULK
16 1/8 17 11 1/4 5 17 3/4 7540 6730 919 BULK
18 1/8 19 1/8 13 6 20 12 9920 8850 1067 BULK
2018 | 211/8 14 6 22 9920 8850 1474 BULK ~
2418 | 25 18 16 =6 27 9920 8850 1708 BULK

5
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Suspension

N o ¥/ 2  Ouick and Complete!

YLOR

= PIPE SUPPORTS  EyE SOCKET #65 A

1/4" through 7/8" rod size
Malleable Iron

Complies with MSS SP-58 and SP-69 (Type 16).

m]
o
O Bare Metal
m]
O A non-adjustable threaded rod attachment often used

with the split ring hanger Fig. # 38R i
O Specify rod size, figure number, name and finish. BOLT SIZE
o Also available in Electro-Plated Zinc

RECOM. APP'X WT. PIECES
RODAS'ZE MAX. LOAD PER 100 _‘ PER
= IRON PIPE SIZE (LBS) =~ | ~ ((BS) - | PACKAGE
- 1/4 3/8 1/4 21 11/32 230 * £ 100
’ 3/8 12 - 2 : 1/4 A1 11/32 610 : 7t 100
12 2 12 -3 1/2 1/4 1 17/32 1000 13 100
5/8 4-5 3/8 1 13/16 1400 19 50
3/4 6 1/2 2 5/32 2200 31 50
718 8 112 2 11/32 2300 44 50

WELDLESS EYE NUT #64

O Bare Metal O Forged Steel
O Complies with MSS SP-58 and SP-69 (Type 17).
® 0O Designed for use on high temperature

E
piping applications. < C > l
G
A

> D=

O Specify rod size, figure number, name and finish.

O Also available in Electro-Plated Zinc, Hot Dipped Gal vanized, | ‘ i J
and Stainless Steel » F a

SPECIFICATION DATA R RECOM.

‘4— > A

MAX. LOAD MAX. LOAD PER 100
(LBS) 650° (LBS) 750° (LBS)

3/8 11/2 1 3/16 1/2 2 1 3/8 11/16 730 570 66
112 1172 1 3/16 12 2" 1 3/8 11/16 1350 1050 66
518 1172 1 3/16 12 oF - 1 3/8 1116 2160 1692 65
34 1172 1 3/16 12 2 13/8 11/16 3230 2530 ‘ 58
718 2 1 13/16 3/4 2 3/8 1 15/16 1 4480 3508 162
1 2 1 13/16 3/4 2 3/8 1 15/16 1 5900 4620 159
11/4 2 112 1 13/16 1 3 3/8 2 38 1 1/4 9500 7740 350
1172 212 1 13/16 1 338 2 38 1 1/4 13800 10800 350
13/4 4 4 112 6 1/4 4 2 1/4 18600 14566 1640
2 4 4 112 6 1/4 4 2 1/4 24600 19265 1675
21/4 4 4 1172 6 1/4 4 2 1/4 32300 25295 1675
212 4 4 1172 6 1/4 4 2 1/4 39800 31169 1675

314 1-888-671-8665 sales@sdisupplies.com
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CEILING FLANGE #28R

o 1/4" -1/2"
O Malleable Iron
O Electro-Plated Zinc

O For attaching a hanger rod

O to beams or ceilings.

O Specify rod size, figure number, name and finish.
O Also available in Bare, Copper Plate, Stainless Steel

uoIisuadsn

MAX BOLT RECOM. APP'X WT.
DiA. MAX.LOAD | PER 100
(LBS) (LBS)

3/16

A K- |T Victory

Plastics

BR

Ceiling Flange, Aluminum
Made of Structural Aluminum
Part No. Rod Size

CF14 1/4-20

CF38 3/8-16

Socket Drive #60WZ2

COACH SCREW ROD - BR-200

O 3" through 12"
O Carbon Steel
O Electro-Zinc Plated

O Coach screw rod with a Torx head cavity.

|<— C—-bl IQ——- B—>|

AN T

Dim.B Steel Deck Hangers Q-Deck Hanger Clips
3/8" X 3" 11/8" | 13/8" 100 Ibs max load capacity Made of Structural Aluminum
3/8" X 5" 112" | 238" Part No. Description Part No. Rod Size
3/8" X 8" 242 | A8 BR100  3/4" Hook QD14  1/4-20
3/8" X 10" 21/2" | 3 BR200  1/4 to 5/16" Eye QD38  3/8-16
3/8" X 12" 212" 3 BR300 5/16to 1/2" Eye QD12 1/2-13

1-888-671-8665 sales@sdisupplies.com 315
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2YLOR  SsPRING / VIBRATION HANGERS

= PIPE SUPPORTS

Figure #34 VIBRATION HANGER - Series NHD

SIZE RANGE: NHD-1-A through NHD-4-D

MATERIAL: Carbon Steel and Molded Neoprene

STANDARD FINISH: Bracket: Powder Coat

SERVICE: To provide vibration isolation for suspended piping and equipment.
ORDERING: Specify Figure# , Name, and Hanger Model.

Suspension

Figure #36 VIBRATION HANGER - Series SH

SIZE RANGE: SH-Series through SHD-100 Series

MATERIAL: Carbon Steel and Elastomer Washer

STANDARD FINISH: Bracket: Powder Coat

SERVICE: To provide vibration isolation for suspended piping and equipment.
ORDERING: Specify Figure #, Name, and Isolator Model.

Figure #178 SPRING CUSHION HANGER

SIZE RANGE: Spring Size 1 through 3

MATERIAL: Consists of a set of two springs and four retaining plates only.

SERVICE: Used where piping is subject to negligible vertical movement but where

a protective cushioning action is required. When used with Fig. 95 Roller Hanger

4 as illustrated, an excellent flexible support is provided for horizontal steam or hot water pipe.
ORDERING: Specify spring size, Dimension A, figure number and name.

NOTE: Order hangers separately.

STEEL FOR GENERAL PURPOSE APPLICATIONS

Angle Iron, Bare Metal Flat Bar, Bare Metal Channel Iron, Bare Metal

316

Sold in 10' lengths

Made from hot rolled steel

Part No. Size

AL114 1"x1"x1/4"
AL11414 1-1/4"x1-1/4"x1/4"
AL11214 1-1/2"x1-1/2"x1/4"
AL214 2"x2"x1/4"

AL314  3"x3"x1/4"

AlL414  4"x4"x1/4"

Sold in 10' lengths

Made from hot rolled steel
Part No. Size

FB141 1/4"x1"
FB14112 1/4"x1-1/2"
FB142 1/4"x2"
FB143 1/4"x3"

Sold in 10' lengths
Made from hot rolled steel
Part No. Size

Cl-2 2"x1"x 3/16"

Cl-3 3"x1.41"x1.70"
Cl-4 4" x 1.58" x 1.80"

1-888-671-8665 sales@sdisupplies.com
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SERVICE DEPENDAB/ILITY INTEGRI/TY

5

THREADED ROD, STRAPPING, WIRE & CHANNEL

All Round Strapping

uoIisuadsn

*Has a wavy design for easy bending Slip-On Lock Nut

*Made from 24 gauge material Position on rod with out threading Threaded Rod (Allthread Rod)

Part No.  Material Roll Size With Zinc-Plated Finish Bright Zinc Plated

ST242575  Steel 3/4" x 25' Part No. Rod Dia. Part No. Size Length

$G242575 Galv. Steel  3/4" x 25' SIN-14  1/4-20 ATRI4P 1/4" i

SC2925]5 Copper  B/ATX25 SLN-38  3/8-16 ATR516P 5/16" 10'

AlSo avallable ifr 1/2 SLN-12  1/2-13 ATR38P 3/8" 10'
SLN-58 5/8-11 ATR12P 1/2" 10'

3/4-10 ATR58P 5/8" 10'
ATR34P 3/4" 10'
ATR78P 7/8" 10'
ATR1P 1" 10'
ATR118P 1-1/8" 10'
ATR114P 1-1/4" 10'

Pre-Cut Tie Wire
Sold in 25 pound bundles Lathers Channel
18 ga. Galv. Wire Galvanized finish, 12' lengths
Part No. Description Part No. Size

TW27 27" lengths LC112341 1-1/2"x3/4"
1C112121 1-1/2"x1/2"
LC34121 3/4"x1/2"

( Bare Metal Rod Available)

Pencil Rod (Round Stock)
Made from hot rolled steel

May be threaded w/bolt dies
Supplied in 10' lengths

Part No. Rod Dia Finish Hanger Wire
PR14B 1/4" Bare Metal For suspended ceiling applications
PR516B 5/16" Bare Metal | Available in 50 pound bundles
PR38B 3/8" Bare Metal | Soldin 12'lengths )
PR12B 1/2" Bare Metal | Part no. Wire Size

Rebar Wire (Tie Wire)
*3 pound donut coils
*16 coils per case

PR14P 1/4" Zinc Pltd HW12 12ga (104") 142 pieceS Part No. Description

PR516P  5/16" Zinc Pltd HW19 9ga (.144") 75 pieces RW16 Plain annealed wire
PR38P 3/8" Zinc Pltd HW316 3/16"(.1875") 45 pieces RWD Rebar Wire Dispenser
PR12P 1/2" Zinc Pltd HW14 1/4"(.250") 25 pieces RW16PVC PVC coated wire

1-888-671-8665 sales@sdisupplies.com 317
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Premium Fitters Glove,
Split Leather Double Palm
with 5” Gauntlet Style
Rubberized Safety Cuff

see page 740

Suspension

ADJUSTABLE ROLLER HANGER #93

O 2" through 24"
O Cast Iron Roller, Carbon Steel yoke and hardware.
O Bare Metal
O Complies with MSS SP-58 and SP-69 (Type 43).
O Pipe support designed for pipe lines where
horizontal movement may take place due to E
expansion and contraction. L_
O Specify pipe size, figure number, name and finish.
O Also available in Electro-Plated Zinc, Stainless Steel,
and Hot Dipped Galvanized @
O Note: Stainless Steel #93 only available for Short
Pattern Rolls #92S

RECOM. APP'X WT. 1
MAX. LOAD PER 100
. MATERIAL (LBS) (LBS)
2 112 1 5/8 318 2 1/4 6 172 14 x 1 1/4 280 168
2112 12 3718 2 3 38 2 34 6 5/8 1/4 x 1 1/4 280 195
3 12 4 3/8 2 1/4 i 3 38 7 142 1d x1 114 310 200
3112 172 4 5/8 2 112 412 3 58 8 | 1ax11a 390 260
4 5/8 4 3/4 2 3/4 5 3 3/4 8 112 1/4 x 1 1/2 475 300
5 5/8 5 7/8 3 3/8 6 4 1/4 10 114 | 5116x 112 600 512
6 3/4 5 7/8 4 7 4 14 11 3/8 3/Bx2 | 780 B850
8 7/8 7 1/4 5 1/8 9 1/4 5 172 13 3/4 3/8x2 780 1200
10 718 9 6 3/8 11 1/4 6 7/8 16 7/8 112 %2 965 1715
12 7/8 9 58 7 3/8 13 1/4 7 718 18 7/8 112x21/2 1200 2750
14 1 11 1/4 8 3/8 14 3/4 9 1/4 21 78 12 x2 112 1200 3600
16 1 12 1/4 9 3/8 17 10 1/4 24 1/8 12 x2 112 1200 4945
18 1 13 1/4 10 1/2 18 3/4 11 1/4 26 3/8 12x3 1400 | 5535
20 11/4 14 1/4 11 5/8 20 1/4 12 1/4 28 1/8 5/8 x 3 1600 6335
24 11/2 15 7/8 14 2434 | 1534 < 3178 5/8 x 4 1800 11930

* Rod Take-Out
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5

®
ADJUSTABLE 2-ROD ROLLER HANGER #95 T _YLOR

0 2" through 30" = PIPE SUPPORTS

O Cast Iron Roller and Socket Ends, Carbon Steel Axle Rod
O Bare Metal

O Complies with MSS SP-58 and SP-69 (Type 41).
O Pipe support designed for pipe lines where

horizontal movement may take place due to

expansion and contraction.
O Specify pipe size, figure number, name and finish.
O Also available in Electro-Plated Zinc, Stainless Steel

and Hot Dipped Galvanized
o Note: Stainless Steel #95 only available for Short

Pattern Rolls #92S

uoIisuadsn

APP'X Y
SPECIFICATION DATA ksl
] E | { (LBS) (LBS)
2 3/8 1 9/16 - 4 3/8 2 3/16 5 5/8 2 718 600 57
2112 12 1718 518 2 58 6 112 3 118 660 L5 00
3 =12 2 1/8 5 5/8 278 1 3 3/4 700 110
31/2 5/8 2 1/2 5 7/8 3 1/4 7 1/4 37/8 750 135
4 5/8 2 13/16 7 3 13/16 8 9/16 4 3/4 750 165
5 5/8 3 3/8 8 1/8 4 3/8 9 3/4 5 3/4 750 257
6 3/4 3 15/16 9 3/4 4 15/16 11 5/8 6 7/8 1070 445
8 718 5 1/8 12 1/8 6 3/8 14 1/4 8 7/8 1350 715
10 7/8 6 1/4 14 12 16 1/4 ‘ 11 1730 950
12 7/8 7 5/16 15 3/4 8 9/16 18 13 2400 1590
14 1 8 3/8 17 3/4 9 13/16 20 1/2 14 1/4 3130 2425
16 1 9 1/2 20 9/16 10 15/16 23 3/8 16 7/8 3970 3185
18 1 10 7/16 22 11 24 7/8 18 5/16 4200 3550
20 1 .1/4 11.1/2 24 27 20 1/4 4550 4700
24 112 13 13/16 _ 28 3/4 32 24 1/4 6160 7630
30 1172 17 1/4 35 5/8 39 3/4 30 1/4 7296“- ‘ 12990
. RECOM. @  TURNBUCKLE #68
' MAX. LOAD WT per 100 —
A (LBS)@650°F Gl O 3/8" through 2 1/2" D _“3
6 730 42 O Forged Steel
172 6 1350 65 O Bare Metal A -
5/8 6 2160 98 ‘ :
3/4 6 3230 145 0 Complies with MSS SP-58 and SP-69 (Type 13).
7/8 6 4480 185 O Designed as an adjustable hanger rod connection.
1 6 5900 260 o Specify rod size, figure number, name and finish.
11/4 6 9500 445 O Also available in Electro-Plated Zinc, Stainless Steel,
11/2 6 13800 640 and Hot Dipped Galvanized
13/4 6 18600 1100 -
2 6 24600 1490 O Tapped right hand and left hand thread.
21/4 6 32300 1960 O Larger rod size available upon request.
21/2 6 39800 2690 o Different openings available upon request.

1-888-671-8665 sales@sdisupplies.com
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Suspension

O Cast Iron Roller, Carbon Steel Chair and Hardware

O Bare Metal Tt

O Complies with MSS SP-58 and SP-69 (Type 44).  A* R

O Pipe support designed for pipe lines where '::: i—l— ;:
horizontal movement may take place due to R o

B

expansion and contraction. *
O Also available in Electro-Plated Zinc, Yy
C

¥

and Hot Dipped Galvanized.

™~
[ S
~ APP'X WT.
. PER100
e __(LBS)
1/4x11/4 .
kkkkk 1/4x11/4
2 1/4 Ax11/4
2 3/8x11/2
278 2 1/4 2 112 38 x11/2 950 288
3 38 2 112 3 112 3/8x 112 950 400
378 | 234 | 3sx2 b o0 625
51/8 3 aBx2 | 1350 | ‘731
638 ase | - x2 |0 d750 1158
7112 418 5 172 518 12 x 2 2400 1525
8 3/8 4 1116 6 112 3/4 112 x21/2 3130 2807
16 9 38 5 3/8 8 1/4 12x3 3970 3493
. 18 | 10716 6 94 & 12x3 4200 4435
20 | 1158 612 | 1014 -~ 12x3 4550 5634
S |- 14 78 12 1/4 58x4 | 6160 | = 8752

SHORT ROLLER CHAIR #94S

O Cast Iron Roller, Carbon Steel Chair and Hardware

O Bare Metal

o0 Complies with MSS SP-58 and SP-69 (Type 44).

o Compact pipe support designed for pipe lines where
horizontal movement may take place due to
expansion and contraction.

O Also available in Electro-Plated Zinc, Stainless Steel
and Hot Dipped Galvanized

=3 s z
SPECIFICATION DATA Sk
-’ 1) - -
2342 [LorSlEe i A PIRIZRTSRON2E | ., 138 412 114 x 2 390 215
B= | 134 | 21/8 | 238 | 258
ForSize | 4" | 5" 6"
4-6 2 116 2 6 18 | 358x21/2 950 410
B= 234 [ 338 4 _I
10

~ ForSize -8
8-10 — - 3 7116 4 8 3/4 3/8x3 2100 1060
B= 51/4 | 63/8

~ ForSize | 12 | 14" |
= 712 | 81/8

3 7/8 5 3/4 11 1/4 12x4 3075 2130
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YLOR

PIPE ROLL #92 ——
= PIPE SUPPORTS

O Gray Iron ASTM A-48 Class 25A

O Bare Metal

O Pipe support designed for pipe lines where
horizontal movement may take place due to
expansion and contraction.

O Also available in Electro-Plated Zinc, and Hot Dipped Galvanized

SPECIFICATION DATA

B (Rod Size)

APPR'X WT.
PER 100

(LBS)

uoIisuadsn

2172 31/8 : Ap. o 31
3 3 3/4 125 ¢ 39
312 37/8 112 47
4 4 34 112 67
5 5 3/4 5/8 93
6 6 7/8 v 3/4 160
8 87/8 78 270
10 11 708 360
12 13 718 620 5
14 14 1/4 11/8 954 1
16 16 3/4 1 1/4 1260
18 18516 BT 1430 A
20 20 1/4 114 4= L1670 o | & .
24 24 1/4 1172 2900
30 30 1/4 1.3/4 : 5100

SHORT PIPE ROLL - #92S

B O Bare Metal o Cast Iron

E e _J O Pipe support designed for pipe lines where
‘ ‘]_I horizontal movement may take place due to
A —

expansion and contraction.
O Also available in Electro-Plated Zinc, Hot Dipped Galvanized,

and Stainless Steel

| APPR'X WT.
PER 100
(LBS)

SPECIFICATION DATA

Ee AL L B (Rod Size)

i
t
!
|
|

Lozl 2 314 ‘ 112

g 3 3/4 112 110
8" - 10" 6 34 330
12" 14" 8 718 550
16" - 20" 9 118 880

24" 10 1 1/4 1100
26"-30" |12 38 1 3/4 2100
36" - 42" 15 2 3000

1-888-671-8665 sales@sdisupplies.com
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PIPE COVERING PROTECTION SADDLE #70
(1" Insulation)

O 3/4" through 14"

O Carbon Steel

O Bare Metal

O Complies with MSS SP-58 and MSS SP-69 (Type 39).

O Designed to protect pipe insulation from crushing,

Suspension

typically used on high temperature pipe lines.

O Specify pipe size, figure number, name and finish.

O Also available in Electro-Plated Zinc, Stainless Steel,
and Hot Dipped Galvanized

O All saddles 12" in length.
O Center rib starts at 12" IP

l— O

ACTUAL : APP'X
IRON PIPE THICKNESS i WT.

HANGER ROLLER SIZE ‘OF PER 100
#9495 | #93 COVERING (LBS.)

3/4 1 9/16 1 15/16 2 2 7/8 1200 146+
1 1813116 |- 214 | 2k 3 1 1/16 1200 146
11/4 1 15/16 2112 2 172 2 8 1200 146
1112 2 118 2 58 3 3 112 1 1200 150
2 2 7116 3 312 JE 1 1116 1200 155
2112 2 1116 3 1/4 3172 5 1116 1200 155
3 2 15/16 3112 4 5 1 1200 178
3172 3 7/16 4 5 6 1.1/4 1200 199
4 3 9/16 4 3/16 5 6 11116 1200 199
5 4 1/8 4 13/16 6 8 1 1200 199
6 4 9116 5 3/8 8 8 1 1800 394
8 5 9/16 6 9/16 10 12 1 1800 478
10 6 5/8 8 12 14 1 11800 478
12 7 508 8 7/8 14 16 1 1116 5000 750
14 8 1116 | 10 1/16 16 18 1116 5000 750

1-888-671-8665 sales@sdisupplies.com
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PIPE COVERING PROTECTION SADDLE #71
(1 1/2" Insulation)

3/4" through 20"

Carbon Steel
Bare Metal

Complies with MSS SP-58 and MSS SP-69 (Type 39).

Designed to protect pipe insulation from crushing,

typically used on high temperature pipe lines.

O Specify pipe size, figure number, name and finish.

O Also available in Electro-Plated Zinc, Stainless Steel,

IRON PIPE SIZE

and Hot Dipped Galvanized

All saddles 12" in length.

Center rib starts at 12" IP

je 2o s al
27me
2:9116- |

2 11116
2 718
3 3/4
3 1/2

4

3 3/32
4 1/2
5 116
=6
7 1/4
8 1/16
8 7/8
9 7/8
10 7/8

11.3/4

258
| 2 15116
318
3 114
3 12
4118
4 3116
4 11116
4 11116
5 5/16
5 7/8
7 18
8 5/16
9 5/8
10 3/16
11 38
12 112
13 11/16

SPECIFICATION DATA

HANGER ROLLER SIZE

# 94/9

© ® ® o oo g o b

N = a a s a
o o O A N O

ACTUAL
THICKNESS

OF

COVERING
=1 7/16

1 9/16
1 5/8
1172

1 9116

1718
1 9/16
1 13/16

1 9/16

1172
112
1.1/2

1.9/16

1/2
172
12
1/2
1/2

= — o o

YLOR

PIPE SUPPORTS

{8

1200
1200
1200
1200
1200
1800
1800
1800
1800
1800
1800
5000
5000
5000
5000
7200

RS

APP'X
WT.

PER 100

(LBS.)

199

199

220
220
220
241

241

241
458
586
586
830
830
926
990
1054

5
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PIPE COVERING PROTECTION SADDLE #72
(2" Insulation)

O 3/4" through 20"
O Carbon Steel

O Bare Metal

O Complies with MSS SP-58 and MSS SP-69 (Type 39).

O Designed to protect pipe insulation from crushing,
typically used on high temperature pipe lines.

O Specify pipe size, figure number, name and finish.

O Also available in Electro-Plated Zinc, Stainless Steel
and Hot Dipped Galvanized

Suspension

’

INSULATIO!
%N\ O All saddles 12" in length.
G O Center rib starts at 12" IP

2\&/ T

11

~ THICKNESS - MAX - WL
T HANGER ROLLERSIZE™™ ™ 1 = op | PER 100
, l #9495 |  #93. | coverne | BS) ' | eBs)
TETE T R Ee e =25 263
| 28l sap ’ ‘ ‘ . 263
P sne [ 31118 | 263
112 | 3716 418 1800 284
2 3 1116 4 38 1800 284
2112 3 15/16 4 5/8 1800 284
s AT 1800 F | S8
a7 | 5318 1800 7| aom
4 b ae |5 p 18005 | 328
5 | 415 “ 578 g0 | 38
| 51 6 112 1800 586
el Al B e
0 || 758 | oiis e
12 8 1316 | 10 3/16 5000 990
14 9 1/4 10 3/4 990
L e i o0 s 5000 | 1054
18 | 1112 | 13116 20 | - 7200 1118
20 | i25He | atla T A ' 72000 0l 18l

IRON PIPE SIZE

SPECIFICATION DATA - ACTUALTE T TRRERM AR

C v D

o

® X ® O OO GO

-
O

-
SN
G
®
o O
(@) (@)

- A A
oo O O
-
(o]
(&)
o
o
o

324 1-888-671-8665 sales@sdisupplies.com




PIPE COVERING PROTECTION SADDLE #73
(2 1/2" Insulation)

o 1 1/4" through 20"

o Carbon Steel

O Bare Metal

O Complies with MSS SP-58 and MSS SP-69 (Type 39).

O Designed to protect pipe insulation from crushing,
typically used on high temperature pipe lines.

O Specify pipe size, figure number, name and finish.

O Also available in Electro-Plated Zinc, Stainless Steel,
and Hot Dipped Galvanized

O All saddles 12" in length.
O Center rib starts at 12" IP

SPECIFICATION DATA

IRON PIPE SIZE

HANGER ROLLER SIZE
#94/195 | #93
371316 [EAise |5 s atipi
31516 | 4 34 65
4 7/16 5 1/4 8
4 1116 5 3/8 8 8
4 13/16 5 3/4 8
Evneie e | =6 4/16 8
5 9/16 6 112 108 12
6 1/16 7 1/16 10 12
7147 | 8:5/16° | 120 7 14
8 3/16 9 5/8 14 16
9 1/8 10 11/16 16 18
9 3/4 11 5/16 18 20
10 7/8 12 7/16 20 -
12 13 15/16 oL %
127/8 | 14 13116 24 -

ACTUAL
THICKNESS
OF

COVERING
2 13/16

2 58
2718
2 9/16
2 3/4
2 9/16
2 9116
2 112
2 11116
2 9116

258
2 12
2 172
2 12
2 172

1800
1800
1800
1800
1800
1800

1800

1800
5000
5000
7200
7200
7200

APP'X
WT.
PER 100
(LBS.)

348
348
369
369
369
618

682
714
1102
1102
1181
1245
1309

5
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SERVICE « DEPENDABI/LITY *INTEGRITY

YLOR

= PpIPE SUPPORTS

PIPE COVERING PROTECTION SADDLE #74
(3" Insulation)

o 2" through 20"
o Carbon Steel

Suspension

O Bare Metal

O Complies with MSS SP-58 and MSS SP-69 (Type 39).

0O Designed to protect pipe insulation from crushing,
typically used on high temperature pipe lines.

O Specify pipe size, figure number, name and finish.

O Also available in Electro-Plated Zinc, Stainless Steel,
and Hot Dipped Galvanized

INSULATIO

o All saddles 12" in length.
o Center rib starts at 12" IP

po)
U——P

SPECIFICATION DATA ARTLAL : AFX

THICKNESS : WT.
HANGER ROLLER SIZE OF PER 100

#94/95 | #93 COVERING (LBS.)

IRON PIPE SIZE

2 44116 = 542 g 8 3 1/8 1800 390
2112 415116 | 5 3/4 8 10 3 3/8 1800 390
3 5 5 15/16 10 10 3 116 1800 433
3172 5 1/2 6 7/16 10 10 3 5/16 1800 433
4 5 9/16 6 1/2 10 10 3 116 1800 433
5 6 1/8 7 116 10 12 3 116 1800 433
6 6 9/16 7588 PE = 3 1800 809
8 7 5/8 9 1/8 q4/0 8 16 318 1800 809
10 8 7/8 10 1/4 16 18 3 116 1800 873
1200 | M6l | q1 56T 1800 " 20 36 5000 1229
14 10 1/4 11 7/8 18 20 3 - 5000 1229
16 11 3/16 13 1/8 24 - 3 7200 1309
18 12516 | 14 1/4 24 R = 3 7200 1373
20 13 112 15 1/2 24 - 3 7200 1437
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IRON PIPE SIZE

PIPE COVERING PROTECTION SADDLE #75
(4" Insulation)

4" through 20"
Carbon Steel

Bare Metal

Complies with MSS SP-58 and MSS SP-69 (Type 39).
Designed to protect pipe insulation from crushing,
typically used on high temperature pipe lines.
Specify pipe size, figure number, name and finish.
Also available in Electro-Plated Zinc, Stainless Steel,
and Hot Dipped Galvanized

All saddles 12" in length.
O Center rib starts at 12" IP

4

INSULATIO

|
¢

e— O —¥

i
[

p———

6 9/16
7 3/16
7 58
8 11/16
9 11/16
10 13/16
11 7/16
12 5/16
13 112
14 3/16

SPECIFICATION DATA

7 11116
8 1/4
9 1/8
10 1/8

11 5/16

12 3/8
13 1/8
14 3/16
15 7/16
16 5/8

HANGER ROLLER SIZE

# 94/95

12
14
16
18
20
20
24
24
30

#93

ACTUAL
THICKNESS . WT.
OF PER 100

APP'X

COVERING (LBS.)

4 316 1800 624
4118 1800 1001
4 1/8 1800 1001
4 1116 1800 1097
418 5000 1485
4 5000 1485
4 7200 | 1564
4 7200 1628
4 7200 1692

5
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Duick and Lomplete!f

YLOR

= PIPE SUPPORTS

PIPE COVERING PROTECTION SADDLE #76
(3 1/2" Insulation)

2" through 20"
Carbon Steel

Suspension

O

o

O Bare Metal
o Complies with MSS SP-58 and MSS SP-69 (Type 39).
0 Designed to protect pipe insulation from crushing,

typically used on high temperature pipe lines.
Specify pipe size, figure number, name and finish.

[m]

Also available in Electro-Plated Zinc, Stainless Steel,

[m]

and Hot Dipped Galvanized

o All saddles 12" in length.
o Center rib starts at 12" IP

— O —>

1§

;
|

{ACTUAL RECOM. APP'X
‘IR'ON PIPE SIZE ‘ THICKNESS MAX. WT.

HANGER ROLLER SIZE i OF LOAD PER 100

#9495 | #93 COVERING (LBS) (LBS.)

2 5 3/16 6 8 10 3 /2 : 1800 432
2112 ’ 4 7/16 6 1/4 8 10 3 12 1800 432
3 5172 6 7/16 10 10 3 1/2 1800 475
31/2 6 6 13/16 10 12 3 12 1800 475
4 6 1/16 4 10 12 3 1/2 1800 475
5 6 5/8 7 9/16 12 12 3 1/2 1800 475
6 7 116 8 1/8 12 14 3 12 1800 873
8 8 1/8 9 5/8 14 16 3 1/2 1800 873
10 9 3/8 10 3/4 16 18 3 1/2 1800 937
12 ' 10 3/16 11 :13/16 18 - 20 3 1/2 5000 1325
14 10 3/4 12 3/8 20 24 - 3.1/2 5000 1325
16 11 11/16 13 5/8 24 - 3 1/2 7200 1405
18 12 13/16 14 3/4 ’ 24 - 312 7200 1469
20 14 16 30 - 3 1/2 7200 1533

328 1-888-671-8665 sales@sdisupplies.com




PIPE COVERING PROTECTION SADDLE #77

(4 1/2" Insulation)

O 4" through 20"
O Carbon Steel
O Bare Metal

0 Complies with MSS SP-58 and MSS SP-69 (Type 39).

O Designed to protect pipe insulation from crushing,
typically used on high temperature pipe lines.
O Specify pipe size, figure number, name and finish.

O Also available in Electro-Plated Zinc, Stainless Steel,

and Hot Dipped Galvanized

O All saddles 12" in length.
O Center rib starts at 12" IP

SPECIFICATION DATA

HANGER ROLLER SIZE

#94/95 |

7 1/16 8 3/16 12
7 11/16 8 3/4 14
8 1/8 9 5/8 14
9 3/16 10 5/8 16
10 3/16 11 13/16 18-
11 5/16 12 7/8 20
11 15/16 13 5/8 24
12 13/16 14 11/16 24
14 15 15/16 24
14 11/16 17 1/8 30

#93

14
16
16
18
20
24
24

ACTUAL
THICKNESS

OF

COVERING

4112
4112
4 172
4112
4112
4172
4112
4
4112
4112

PIPE

INSULATIO

SUPPORTS

K
\

e— O —»

1800
1800
1800
1800
1800
5000
5000
7200
7200
7200

O

APP'X
WT.
PER 100

(LBS.)

667
667
1064
1064
1160
1581
1581
1660
1724

1788

1-888-671-8665 sales@sdisupplie

5

uoIisuadsn



